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&ic]’i?.’ e DOGUM KARYOLASI ((C MOTOR)
/VM DELIVERY BED (THREE MOTOR)
HOSPITAL EQUIPMENT



- 2070 mm-

1010 mm

7201015 mm

Firmanniz, Uriin Ol ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.

STANDART DONANIM VE OZELLIKLER
* Yiikseklik ayari. (motorlu]

* Sirt ayari.(motorlu)

e Ayak ucu. [¢ikarilabilir)

* Sirt geriye kayma hareketi. [autocontour]
¢ Trendelenburg ve ters trendelenburg(motorlu).
* El kumandasi.

e Deri [vinlex) yatak platformu.

* Diz destek aparati [politiretan).

e Basliklar. (¢cikarilabilir)

* Metal korkuluklar.

e Tutunma [ikinma) kolu.

* Atik toplama kabi [paslanmaz).

e Serum askis!. [yiikseklik ayarli)

* Tekerlekler ikisi kilitli.

¢ Carpma tampon tekerleri.

s Elektrostatik toz boyali govde. (RAL 7035)

STANDARD FEATURES

e Height adjustment. [motor]

 Backrest adjustment. (motor)

e Foot rest. (detachable)

* Auto-regression system.

¢ Trendelenburg and reverse trendelenburg (motor).
¢ Handset control.

¢ Leather(vinlex] mattress platform.

e Knee support bracket [polyurethane).

* Head and foot boards. (detachable)

* Metal side rails.

e Lifting handle.

» Waste collection container [stainless steel).

¢ |V pole. (Height adjustable)

* Castors two with brake.

* Protective corner bumpers.

e Electrostatic powder coated frame. [RAL 7035)

OLCULER

Dis boyutlar 2 2070 x 1010 mm
Yatak platformu - 1900 x 850 mm
Karyola yiikseklik ayari : 720-1015 mm
Maksimum sirt agisi . 70°
Trendelenburg / Ters trendelenburg - +12°/-12°
Autocontour (sirt) : 75 mm
Korkuluk yiiksekligi : 110 mm

Baslik yiiksekligi - bagucu: 340 mm - ayakucu: 245 mm
Yatak alti bogluu : 175 mm
Tekerlekler : 150 mm

Givenli calisma yikii : 150 kg

Tagima (yiikleme) kapasitesi - 300 kg

OPSIYONEL DONANIMLAR
o Tarti sistemi.

* Batarya.

 Sirt kismi manuel CPR.
 Manyetik kilitli el kumandas!.
 Merkezi yon kilitli tekerlek.

* Hemsire paneli.

45

TECHNICAL PARAMETERS

External Dimensions 2 2070 % 1010 mm
Mattress Platform - 1900 x 850 mm
Height Adjustment : 720-1015 mm
Backrest max. angle 2700
Trendelenburg / Revtrendelenburg = +12°/-12°
Auto-regression (Backrest) 2 75 mm

Height of side rails 110 mm

Height of head-foot boards - head: 340 mm - foot: 245 mm
Under-bed clearance 2 175 mm

Castors diameter - 150 mm

Safe working load 150 kg
Max.Loading capacity - 300 kg
OPTIONAL FEATURES

* Weight scale system.

= Battery.

 Manuel CPR at backrest.

= Handset control with magnetic lock.

e Central lock castors.
= Nurse control.
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