~wwwlawv-med.com By -~~~ [ HOSPITALEQUIPMENT.. -

! = e =

- ey e , ? — 4 : . R '

— - — e i - =2 — . —— _ o =



QUALITY POLICY

We adopted ensuring unconditional customer satisfaction, establishing a good “quality management system”,
implementing it efficiently and improving it day by day as the essential principle with the services provided. We aim
to render our services created in accordance with requests and expectations of our customers within the framework
of legal terms with well-trained personnel in shorter time and more cost-efficiently, to increase customer satisfaction
continuously, to offer products ensuring high-saving and customer satisfaction with our business partners, to be the
best of our Sector while realizing it.

VISION

The vision of TUR-MED is to determine production and management strategies accordingly by adopting international
quality standarts as the principle and be one of the leading companies of healthcare and medical sector in our country
and in the world.

MISSION

The mission of TUR-MED: We assess training activities to increase quality and power of human resource by being
aware of the fact that the investment made in human is the most valuable investment, provide training for all of our
employees in accordance with our quality target anda re decisive to perpetuate it.

KALITE POLITIKASI S

Verdigimiz hizmetlerde, kosulsuz musteri memnuniyeti saglamaw, iyi bir "KALITE YONETIM SISTEML" olusturmaw,
etkin bir sekilde uygulamay1 ve her gecen gun gelistirmeyi temel ilke olarak benimsemis bulunmaktayiz. Bunu
gerceklestirirken, musterilerimizin istek ve beklentilerine gore, olusturularak tammlanan hizmetlerimizi yasal sartlar
cercevesinde ve egitilmis personel ile daha kisa stirede ve daha ekonomik olarak vermeyi, musteri memnuniyetini
surekli arttmmay, isbirligi yaphgmmz is ortaklarmmzla yiiksek tasarruf ve musteri memnuniyeti saglayan urimler
sunmay, sektorimiizim en iyisi olmayr hedeflemis bulunmaktayiz.

VIZYON
TURMED vizyonu : uluslar arasi kalite standartlanm kendine ilke edinerek tretim ve yonetim stratejilerini bu
dogrultuda belirleyip saghk ve medikal sektorimde tilkemizde ve dimyada onde gelen firmalar arasmda yer almakhtr.

MISYON

TURMED misyonu; Insana yapilan yatimmm en degerli yatimm oldugunun bilincinde olarak, sahip oldugumuz
insan kaynagmmn kalitesini ve gliciinu arttirma konusunda, egitim faaliyetlerini 6nemle degerlendirmekte, tim
cahsanlarmmzm kalite hedeflerimiz dogrultusunda egitimini saglamakta ve bunu surekli kilmakta kararhyiz.



HISTORY

Our Company first foundation of which was laid in 1991 is 2 generations now, provides services for Healthcare
Sector. Our Company maintaining leading identity in the Sector, has attracted attention with innovations and
developments all the time. TUR-MED began its adventure in 150 m2 area with restricted conditions and in 2017 it
is sweeping in the Sector with total 7000 m2 buildings, developed machines and well-trained personnel. It still
protects its position in the Sector by use of equities, investing in technology continuously and developing new
products. TUR-MED adopting high-quality, customer satisfaction and cost-efficient solutions as the principle has
always achieved to be one step ahead. FROM YESTERDAY TO THE PRESENT.... FOR HEALTH

TARIHCE

1991 yihnda ilk temelleri atilan firmammz, bugim 2 Kusaktr, saghk sektortme hizmet vermektedir. Sektorde daima
oncu kimligini koruyan firmamz, yaph@ atihmlar ve yeniliklerle daima dikkatleri tizerine toplarmsti. TURMED
sertivenine 150 m2 lik bir alanda kisith kosullarda baslams olup, y1l 2017’e geldiginde,

toplamda 7000 m lik binalan ile, gelismis makine parkuru ve egitimli personeli ile sektorde tim ziyla ilerlemek-
tedir. Oz kaynaklarnm kullanarak, siirekli teknolojiye yatimm yaparak ve yeni tiriinler gelistirerek sektordeki yerini
korumaya devam etmektedir. Kendine, kaliteyi, musteri memnuniyetini ve ekonomik coézumleri ilke edinen
TURMED, her zaman bir adim énde olmay basarmstir.
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'STANDART DONANIM VE OZELLIKLER
* Yiikseklik ayari. [motorlu)

* Sirt ayari.[motorlu)

* Diz ayarl. [motorlu)

s Ayak ucu. (manuel)

* Sirt ve diz geriye kayma hareketi. (autocontour)
* Yanal egim [tilt) ayari. (rmotorlu)

*» Trendelenburg ve ters trendelenburg.(motorlu)
* Korkuluk kumandasi.

* Hemsire kumanda paneli kilitli.

* Elektronik CPR.

* ABS yatak platforrnu. [¢ikarilabilir]

* ABS basliklar. [¢ikarilakilir)

* ABS korkuluklar.

* Aci gostergeleri. [sirt, trendelenburg ve tilt)
* Batarya.

* Serum askisi. [yikseklik ayarli)

* Aksesuar yuvalari.

* Merkeziyon Kilitli tekerlekler.

¢ Carpma tampon tekerlekleri.

* Elektrostatik toz boyali gévde. [RAL 7035)

STANDARD FEATURES

* Height adjustment. [motor]

* Backrest adjustment. (motor]

* Thigh rest adjustment. [motor])

* Footrest. [manuel|

* Auto-regression systerr.

* Lateral tilt. [motor])

* Trendelenburg and reverse trendelenburg [motor).
* Integrated side rail controls.

* Nurse control panel with locking system.

* Electronic CPR.

* ABS mattress platform. [detachable)

* ABS head and foot boards. [detachable)

* ABS Side Rails.

* Angle indicator. [backrest,trendelenburg and tilt)
* Battery.

* IV pole. [height adjustable]

* Accessories holders.

¢ Castors with central brake and direction lock systern.

* Protective corner burnpers.

* Electrostatic powder coated metal frame. [RAL 7035)

TM-D 4080

OLCiLER TECHNICAL PARAMETERS
Dig boyutlar : 2030x 1070 mm External Dimensions 2 2030 x 1070
Yatak platformu : 1900 900 mm Mattress Platform ;1900 x 900 mm
Karyola yikseklik ayan : 570- 950 mm Height Acjustment : 570 - 950 mm
Maksimum sirtagisi . 75° Backrest max. angle : TB°
Meksimur dizagisi : 45° Footrest max. angle ;45
Trendelenburg / Ters trerdelenburg s +12°/-12° Trendelerburg / Rev.trendelenburg c412%)-12°
Lateral tilt c 4170170 Lateral il c+17°)-17°
Autocontour [sirt - diz) : 75-50 mm Auto-regression (Backrest- knee) : 75-50 mm
Korkuluk yuksekigi : 380 mm Height of sice rails 2 380 mm
Baslk yiksekligi : 425mm Height of head-foot boarcs ;425 mm
Yatak alti boslugu . 160 mm Uréer bed clearerce : 160 mm
Tekerlekler : 150 mm Castors diameter 2 150 mm
Guvenli calisma yuki : 150 kg Safeworking load : 150 kg
Tasima [yikleme] kapasitesi : 300kg Max Loeding capacity : 00Ky
OPSIYONEL DONANIMLAR OPTIONAL FEATURES
« Tarti sistemi. « Weight scale systein.
= Karyola boyu vzatma. « Bed length extension.
« X-Ray kaset yeri_ (sirt] « - Ray cassette holder [Backrest)
« Sut kismi manuel CPR. * Meruel CPR at backrest
« Ortopec traksiyon gergevesi. « Orthopedics traction frame.
« Tutunma kolu. « Lifting Pole.
jL_InLlk Gl -
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* Yiikseklik ayar1. (rmotorlu)
* Sirt ayari.[motorlu)
* Diz ayart. [motorlu)
» Ayak ucu. [manuel)

* Sirtve diz geriye kayma hareketi. [autocontour]
* Trendelenburg ve ters trendelenburg [motorlul.

* El kurnandasi.

* Hemsire kumanda paneli.

* Elektronik CPR.

* ABS yatak platforrnu. [¢cikarilabilir]

| * ABS basliklar. [¢ikarilabilir]

* ABS korkuluklar.
* Aci gostergeleri. [sirt ve trendelenburg)

| » Serum askisl. lylikseklik ayarli)

* Aksesuar yuvalari.

* Merkeziyon kilitli tekerlekler.

¢ Carpma tampon tekerleri.

* Elektrostatik toz boyali gévde. [RAL 7035)

OLCULER

Dig boyutlar - 2030 x 1070 mm
Yatek platformu : 1900 x 900 mm
Karyolz yukseklik ayan - 500 - 900 rnm
Maksimum sirt acisi 10°
Maksitmum ¢z agist < 40°
Trendelenburg / Ters trendelenburg  : +12°/-12°
Autocontour [sirt - ¢iz) - 75~ 50 mm
Korkuluk yuksekligi 310 mm
Baslik yuksekligi - 425 mim

Yatak alh boslugu : 160 mm
Tekerlekler : 150 mm
Guvenli calisma yiiki :150kg
Tagim [yiikleme) kapesitesi - 300 kg
OPSIYONEL DONANIMLAR

= Tarti sistemi.

* Karyola boyu uzatma.

« Batarye.

o X-Ray kaset yeri. (si)

= Sut kismi manuel CPR.

* Korkuluk kumandast.

= Manyetik kilitli el kumandast
« Ortopeci traksiyon gergevesi.
« Tutunre kolu

DOVIOS tu

urwed

* Height adjustment. [motor)

* Backrest adjustment. [motor)
* Thigh rest adjustment. [motor])
 Footrest. [manuel)

* Auto-regression systerr.

* Trendelenburg and reverse trendelenburg [motor).

* Handset control.

* Nurse control panel with locking system.
* Electronic CPR.

* ABS mattress platform. [detachable)

* ABS head and foot boards. [detachable)

* ABS side rails.

* Angle indicator. [backrest,trendelenburg)
* IV pole. [height adjustable)

* Accessories holders.

¢ Castors with central brake and direction lock systern.

* Protective corner burnpers.

* Electrostatic powder coated frame. (RAL 7035)

TECHNICAL PARAMETERS

External Dimensions 2030 x 1070 mm
Mattress Platform = 1900 x 900 mm
Height Adjustment :500 - 900 mm
Backrest max. argle 70°

Footrest max. angle <40°

Trendelenburg / Rev.trencelenburg = +12°/-12°
Auto-regression (Backrest- knee]  :75- 50 mm
Height of side rails =370 mm
Height of head-foot boards 425 mm
Under-bed cleararce 160 mm
Castors diemeter : 150 mm

Safe working load 150 kg
Max.Loading capacity :300 kg

OPTIONAL FEATURES

« Weight scale systemn.

« Bed length extension.

« Battery.

« X-Ray cassette holder.(Backrest)

« Manuel CPR at backrest

« Integrated side reil controls.

« Hendset control with magnetic lock.
« Orthopedics traction frame.

« Lifting Pole.
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* Yiikseklik ayar. (rmotorlu)
* Sirt ayari.[motorlu)
* Diz ayart. [motorlu)
 Ayak ucu. [manuel)

* Sirt ve diz geriye kayma hareketi. [autocontour)
* Trendelenburg ve ters trendelenburg [motorlul.

* El kurnandasi.

* ABS yatak platforrnu. (¢ikarilabilir]
* ABS basliklar. [¢cikarilabilir)

* ABS korkuluklar.

| * Aci géstergeleri. [sirt ve trendelenburg)

* Serum askisl. [yiikseklik ayarli)
* Aksesuar yuvalari.

. Carpma tampon tekerleri.

* Elektrostatik toz boyali govde. (RAL 7035)

OLCULER

Dis boyutlar : 2030 x 1070 mm
Yatak platformu - 1900 x 900 mm
Karyola yukseklik ayari : 440 - 750 mm
Maksimum sirt agisi :70°

Maksimum diz agist - 40°
Trendelenburg / Ters trendelenburg  : +12°/-12°
Autocontour [sirt - diz) 275 - 50 mm
Korkuluk yukseklii 370 mm

Baslik yiksekligi : 425mm

Yatak alti boslugu : 160 mm
Tekerlekler :125mm
Givenli caligma yiki 150 kg

Tagima [yikleme) kapasitesi : 300 kg
OPSIYONEL DONANIMLAR

« Tarti sistemi.

= Karyola boyu uzatma.

« Batarye.

o X-Ray kaset yeri. (si)

 Sut kismi manuel CPR.

= Korkuluk kumandasi.

= Manyetik kilitli el kumancast
« Ortopeci traksiyon Gergevesi.
« Tutunme kolu.

* Hemsire peneli

 Merkezi ydn kilitli tekerlek.

SIVCCISE

urwed

* Height adjustment. [motor)

* Backrest adjustment. [motor)
* Thigh rest adjustment. [motor])
* Footrest. [manuel)

* Auto-regression systerr.

* Trendelenburg and reverse trendelenburg (motor).

* Handset control.

* ABS mattress platform. [detachable)

* ABS head and foot boards. [detachable]
* ABS Side Rails.

*» Angle indicator. [backrest,trendelenburg)
* [V pole. [height adjustable)

*» Accessories holders.

* Castors two with break.

* Protective corner bumpers.

* Electrostatic powder coated frame. (RAL 7035)

TECHNICAL PARAMETERS

External Dimensions :2030 x 1070 mm
Mattress Platform :1900 x 900 mm
Height Adjustment <440 - 750 mm
Backrest max. angle :70°

Footrest max. angle :40°

Trendelenburg / Rev.trendelerburg  :+12°/-12°
Auto-regression [Backrest- knee] 75 -50mm
Height of sice rails :370 mm
Height of head-foot boards :425mm
Under-bed cleararce :160 mm
Castors Ciameter <125 mm

Sefe working load :150 kg
Max.Loading capecity :300 kg

OPTIONAL FEATURES

« Weight scale systemn.

« Bed length extension.

* Battery.

« X-Ray cassette holder.Backrest)
« Manuel CPR at backrest

« Integrated side rail cortrols.

« Hendset control with magnetic lock.
« Orthopedics traction frame.

« Lifting Pole.

« Nurse control.

« Central lock castors.




TM-D 4081

-E”’i‘:j% 4 HASTA KARYOLAS! (DORT MOTOR)
PATIENT BED (FOUR MOTOR)

HOSPITAL EQUIPMENT




i
i
i
Ly

o]
|
L |
(|
[
o
L3
L

Firmarnz, Uriin Olgii ve (zelliklerini Degistime Hakkira Sahiptir. Giircel Bilgileri Web Sitemizden Takip Edebilirsiniz
Our company has the right to change the product dimensions and specifications. You can follow up the latest information fror our website.

'STANDART DONANIM VE OZELLIKLER

* Yiikseklik ayari. [motorlu)
* Sirt ayari.[motorlu)
* Diz ayarl. [rmotorlu)
s Ayak ucu. (manuel)

¢ Trendelenburg ve ters trendelenburg (motorlu).

* El kurnandasi.

* |zgara tel yatak platformu.

* Ahsap basliklar.

* Ahsap korkuluklar.

* Serum askis. [yiikseklik ayarl)

* Tekerlekler ikisi kilitli.

* Elektrostatik toz boyali gévde. [RAL1001)

OLCULER

Dis boyutlar : 2120 x 1060 mm
Yatak platformu - 1900 x 900 mm
Karyola yiikseklik ayan - 440 - 740 mm
Maksimum sirt agiss :70°
Maksimum diz agisi :40°
Trendelenburg / Ters trendelenburg @ +12°/-12°
Korkuluk yiiksekligi : 380 mm

Baslik yilksekligi : 540 mm

Yatak alti boslugu : 160 mm
Tekerlekler : 125 mm
Givenli galisma yiikii : 150 kg

Tagima (yikleme) kapasitesi 1300 kg
OPSIYONEL DONANIMLAR

* Tarti sistemi.

» Merkezi yon kilitli tekerlek.

STANDARD FEATURES

* Height adjustment. [motor]

*» Backrest adjustment. [motor]

* Thigh rest adjustment. [motor)

* Footrest. [manuel]

» Trendelenburg and reverse trendelenburg [motor).
* Handset control.

* Wire mesh mattress platform.

* Wooden head and foot boards.

* Wooden side rails.

* IV pole. [height adjustable]

* Castors two with break

* Electrostatic powder coated metal frame. [RAL1001)

TM-D 4081

TECHNICAL PARAMETERS

External Dimensions <2120 1060 mm
Mattress Platform = 1900 x 900 mm
Height Adjustment 440 - 740 om
Backest max. atgle :70°

Footrest max. angle :40°
Trendelenburg / Rev.trencelerburg - +12°/-12°
Height of side reils - 380 mm

Height of head-foot boards - 540 mm
Under-bed clearance - 160 mm
Castors ciameter 125 mm

Sefe working load :150 kg

Max Loading capacity :300 kg
OPTIONAL FEATURES

« Weight scale system.

« Central lock castors.

s DOVIOED turmed
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5 'STANDART DONANIM VE OZELLIKLER ~ STANDARD FEATURES
| 1 * Yiikseklik ayari. [motorlu) * Height adjustment [rmotor]
Eﬁﬁ * Sirt ayari.[motorlu] * Backrest adjustment. [motor]
IH "E « Diz ayarl. [motorlu) * Thigh rest adjustment. [motor]
=228  Ayak ucu. [manuel) * Footrest. [manuel|
-4  Trendelenburg ve ters trendelenburg (motor). » Trendelenburg and reverse trendelenburg [motor).
¢ El kurnandasl. * Handset control.
* |zgara tel yatak platformu. * Wire mesh mattress platform.
* Basliklar. [cikarilabilir) * Head and foot boards.|detachable]
* Aluminyurn korkuluklar. * Aluminiurn side rails.
* Serurmn askis.. [ylikseklik ayart) * |V pole. [height adjustable)
* Tekerlekler ikisi kilitli. * Castors two with break.
* Carpma tampon tekerleri. * Protective corner bumpers.
* Elektrostatik toz boyali govde. [RAL 7035) * Electrostatic powder coated frame. (RAL 7035)
OLCULER TECHNICAL PARAMETERS
Dis bayutlar 2165 x 1010 mm External Dimensions :2165x 1010 mm
Yatek platformu :1900 x 900 mm Mattress Platform 1900 900 mm
Karyola yukseklik ayar <470 - 780 mm Height Adjustment <465 - 780 mm
Maksimum sirt agisi :70° Backrest max. angle :70°
Maksimum ¢iz agist - 40° Footrest max. angle -40°
Trendelenburg / Ters trerdelerburg - +12°/-12° Trendelenburg / Rev.trencelerburg < +12°/-12°
Korkuluk yiksekligi <320 rm Height of side reils 1320 mm
Baslik yikseklii - bagucu:455 mm ayakucu:z325 mm Height of head-foot boards - head:455 mm foot:325 mm
Yatak alti boslugu 2160 mm Under-bed clearance 160 mm
Tekerlekler 2125 mm Castors Ciemeter <125 mm
Guvenli galisma yiiki :150 kg Safe working load : 150 kg
| Tasima [yiikleme) kapasitesi :300 kg Max Loading capacity +300 kg
OPSIYONEL DONANIMLAR OPTIONAL FEATURES
* Tarti sistemi. « Weight scale system.
« Batarye.  Battery.
« Sirt kismi manuel CPR. « Manuel CPR at backrest
« Manyetik kilitli el kumarcast « Herdset control with magnetic lock.
o 21487 - * Drtopedi traksiyon gergevesi. « Orthopedics traction frame.
— 4 « Tutunrra kolu. « Lifting Pole.
a - « Hemsire paneli « Nurse control
| Merkezi yon kilitli tekertek. « Central Lock castors.

010 mm
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* Yiikseklik ayari. (rmotorlu)

* Sirt ayari. [motorlu)

* Diz ayart. [mmotorlu)

* Ayak ucu. [manuel)

* Sirtve diz geriye kayma hareketi. (autocontour)

| * El kurnandasi.

» ABS yatak platforrnu. (cikarilabilir)
* ABS basliklar. [¢cikarilabilir)

* ABS korkuluklar.

* Aci géstergeleri. [sirt)

| * Serum askisl. [yiikseklik ayarl]
| * Aksesuar yuvalarl.

* Tekerlekler ikisi kilitli.

| * Carpma tampon tekerleri.

* Elektrostatik toz boyali govde. (RAL 7035)

OLCULER

Dig boyutlar 2030 x 1070 mm
Yatek platformu - 1900 x 900 mm
Karyola yukseklik ayar :510 - 790 mm
Maksimum sit agisi :70°
Maksimum iz agist 40
Autocontour [sirt - ¢iz) :75- 50 mm
Korkuluk yiksekligi 370 rm

Baslik yuksekligi <425 mm

Yatek alti boslugu 160 mm
Tekerlekler 2125 mm
Guvenli calisma yiiku :150 kg
Tagima [yiikleme) kapesitesi :300 kg
OPSIYONEL DONANIMLAR

o Tarti sistemi.

= Karyola boyu uzatma.

= Batarye.

o X-Ray kaset yeri_ [sit)

« Sut kismi manuel CPR.

o Korkuluk kemandasi.

* Manyetik kilitli el kumancast
« Ortopedi trksiyon gergevesi.
= Tutunma kolu.

« Hemsire paneli

 Merkezi yon kilitli tekerlek.

* Height adjustment. [motor]

OO

* Backrest adjustment. [motor)

* Thigh rest adjustment. [motor)

» Footrest. [manuel]

* Auto-regression systerr.

* Handset control.

* ABS mattress platform. [detachable)

* ABS head and foot boards. [detachable]
* ABS Side Rails.

* Angle indicator. [backrest)

* IV pole. [height adjustable)

* Accessories holders.

* Castors two with break.

* Protective corner burnpers. -
* Electrostatic powder coated frame. [RAL 7035)

TECHNICAL PARAMETERS

External Dimensions 2030 x 1070 mm
Mattress Platform :1900x 900 mm
Height Adjustment :610- 790 mm
Backest max. atgle :10°

Footrest max. angle 40°
Auto-regression [Backrest- knee]  :75- 50 mm
Height of side reils <370 mm
Height of head-foot boards <425 mm
Under - bed clearance <160 mm
Castors Ciemeter <125 mm

Sefe working load 150 kg

Max Loading capacity 300 kg
OPTIONAL FEATURES

« Weight scale system.

= Bed length extension.

= Battery.

« X-Ray cassette holder (Backrest)

= Maruel CPR at backrest

« Integreted side rail cortrols.

« Herdset control with magretic lock.

« (rthopedics traction frame.

« Lifting Pole.

« Nurse control .

« Central lock castors.

ﬁ“ﬁ’ig‘AmMe
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« Sirt ayari.[motorlu)
* Diz ayart. [rmotorlu)
s Ayak ucu. (manuel)
¢ El kurnandasi.

'STANDART DONANIM VE OZELLIKLER

* Yiikseklik ayari. [motorlu)

* |zgara tel yatak platformu.

* Basliklar. (¢cikarilabilir)

* Aluminyumn korkuluklar.

* Serum askisi. lyikseklik ayarl)

* Tekerlekler ikisi kilitli.

* Carpma tampon tekerleri.

* Elektrostatik toz boyali gévde. [RAL 7035)

'STANDARD FEATURES

* Height adjustment [rmotor]
» Backrest adjustment. (motor]
* Thigh rest adjustment. [motor)

* Footrest. [manuel)
* Handset control.

* Wire mesh mattress platform.
* Head and foot boards.|detachable]

* Aluminiurn side rails.

* IV pole. [height adjustable]

¢ Castors two with break.

* Protective corner burnpers.

* Electrostatic powder coated frame. (RAL 7035)

OLCULER TECHNICAL PARAMETERS
Dig boyutlar <2160 x 1010 mun External Dimensions = 2160 x 1010 mm
Yatek platformu :1900 % 900 mm Mattress Platform - 1900 x 900 mm
Karyola yukseklik ayar :500 - 780 mm Height Adjustment - 500 - 760 mm
Maksimum sit acisi :10° Backest max. argle 100
Maksimum diz agist 140° Footrest max. angle 1 40°
Korkuluk yiiksekligi : 315 mm Height of side rails : 315 mm
Baslik yukseklii  bagucu: 450mm - ayekucu:325mm Height of head-foot boards : head:450 mm foot: 325 mm
Yatek alti boslugu 160 mm Under-bed clearerce : 160 mm
Tekerlekler + 125 mm Castors Ciarmeter < 125mm ©
| Givenli galigma yiiku : 150kg Safe working load : 150 kg m
| Tagime [yikleme) kapesitesi - 300 kg | Max Loading cepecity : 300 kg g
o
OPSIYONEL DONANIMLAR OPTIONAL FEATURES
* Tarti sistemi. « Weight scale system.
« Batarye. « Battery.
 Manyetik kilitli el kumancast « Handset control with magnetic lock.
» Merkezi yon kilitli tekerlek.  Central lock castors.
- o & | * Tutunrra kolu. « Lifting pole.
i « Ortopedik traksiyon gergevesi. « Orthopedics traction frame.
* Hemsire paneli * Nurse control

1010 mm

.- : G
v
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“% TM-D 4062

Si”‘lcj’?{ e d HASTA KARYOLASI (DUAL MOTOR)
M PATIENT BED (DUAL MOTOR)

HOSPITAL EQUIPMENT



Firmarnz, Uriin Olgi ve Gzelliklerini Degistirme Hakkina Sahiptir. Gircel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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“# Sirtayart.(motorlu)
* Diz ayar. [motorlu)
» Ayak ucu. [manuel)
* Sirt geriye kayma harekeri. (autocontour]
* El kurnandasi.
* ABS yatak platformu. (gikarilabilir)
* ABS basliklar. [cikarilabilir)
* ABS korkuluklar.
* Aci gostergeleri. [sirt]
* Serurn askisl. [ylikseklik ayarl)
| ® Aksesuar yuvalari.

. Carpma tampon tekerleri.
« Elektrostatik toz boyali govde. [RAL 7035)

OLCULER

Dig boyutlar :2030 x 1070 mm
Yatek platformu - 1900 x 900 mm
Karyola yukseklik <400 mm
Maksimum sit acisi :10°

Maksimum ¢iz agist - 40°
Autocontour [sirt) :75 mm
Korkuluk yikseklii :370 mm

Baslik yuksekligi 425 mm

Yatak alh bosluju :175 mm
Tekerlekler 125 mm
Guvenli calisma yiiku 150 kg

Tagima [yiikleme) kapesitesi -300 kg
OPSIYONEL DONANIMLAR

o Tarti sistemi.

= Katyola boyu uzatma.

« Ortopeci traksiyon gergevesi.

= Tutunme kolu.

« Merkezi yon kilitli tekerlek.

* Backrest adjustment. (motor)

* Thigh rest adjustment. [motor])

* Footrest. [manuel]

* Auto-regression systerr.

* Handset control.

* ABS mattress platform. [detachable)
* ABS head and foot boards. (detachable)
* ABS Side Rails.

* Angle indicator. [backrest)

* |V pole. [height adjustable)

* Accessories support.

* Castors two with break.

* Protective corner burnpers.

* Electrostatic powder coated frame. [RAL 7035)

TECHNICAL PARAMETERS

External Dimensions :2030x 1070 mm
Mattress Platform <1900 900 mm
Height 400 mm
Backrest max. argle :70°

Footrest max. an?le < 40°
Auto-regression Backrest] :75mm

Height of side reils 370 mm
Height of head-foot boards <425 mm
Under-bed clearance 175 mm
Castors Ciemeter 125 mm

Sefe working load :150 kg

Max Loading capacity 300 kg
OPTIONAL FEATURES

« Weight scale system.

« Bed length extension.

« Orthopedics traction frame.

« Lifting Pale.

« Central lock castors.

ﬁ“ﬁ’”%Med'
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TM-D 4060

Si”‘lcj”f{ e d HASTA KARYOLASI (DUAL MOTOR)
M PATIENT BED (DUAL MOTOR)

HOSPITAL EQUIPMENT




. Slrt ayarl [motcrlul

* Diz ayart. [motorlu)

» Ayak ucu. [manuel)

¢ El kurrandasi.

» ABS yatak platforrmu. (¢ikarilabilir]
* ABS basliklar. [cikarilabilir)

* Aliminyum korkuluklar.

* Serum askisl. [ylikseklik ayarl)

* Aksesuar yuvalari.

* Tekerlekler ikisi kilitli.

| * Carpma tampon tekerleri.

* Elektrostatik toz boyali gévde. [RAL 7035)

Firmarnz, Uriin Olci ve Gzelliklerini Degistirme Hakkina Sahiptir. Gir.cel Bilgileri Web Sitemizden Takip Edebilirsiniz.

Our compary has the right to change the product dimensions ard specificatiors. You car follow up the latest information from our website.

OLCULER

Dis boyutlar :2030 x 1070 mm
Yatak platformu 1900 x 900 mm
Karyola yukseklik 400 mm
Maksimum sirt agis) 700

Maksimum ¢iz agisi - 40°

Korkuluk yiiksekligi :285 mm

Baslik yuksekligi < 425mm

Yatek alti boslugu 175 mm
Tekerlekler 125 mm
Guvenli galiyma yiiki :150 kg

Tasima (yikleme) kapesitesi -300 kg
OPSIYONEL DONANIMLAR

* Tarti sistemi.

* Karyola boyu uzatma.

« Ortopeci traksiyon gergevesi.

= Tutunme kolu.
* Merkezi yon kilitli tekerlek.

. Backrest ad|ustment (motor])

* Thigh rest adjustment. [motor])

* Footrest. [manuel]

* Handset control.

» ABS mattress platform. [detachable)

* ABS head and foot boards. [detachable)
* Aluminiurn side rails.

* |V pole. [height adjustable]

* Accessories holders.

* Castors two with break.

* Protective corner burnpers.

» Electrostatic powder coated frame. (RAL 7035)

TECHNICAL PARAMETERS
External Dimensions +2030x 1070 mm
Mattress Platform 1900 900 mm
Height <400 mm
Backrest max. argle :70°
Footrest max. angle 40°
Height of sice rails 285 mm
Height of head-foot boards < 426mm
Under-bed clearerce 175 mm
Castors cizmeter 125 mm
Sefe working load :150 kg
Max Loading capacity 300 kg
OPTIONAL FEATURES
« Weight scale system.
« Bed length extension.
« Orthopedics traction frame.
« Lifting Pale.
« Central lock castors.
:m:e 1991
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«= TM-D 4034

HASTA KARYOLASI (DUAL MOTOR)
PATIENT BED (DUAL MOTOR)

* Backrest adjustment. motor]

. S;rf ;ay-(a_\r-l,[mc_ito-rlh]

* Diz ayart. [rmotorlu) * Thigh rest adjustment. (motor)
*» Ayak ucu. [manuel] * Footrest. [manuel|
* El kurnandasi. * Handset control.
* Izgara tel yatak platformu. * Wire mesh mattress platform.
* Basliklar. [gikarilabilir] * Head and foot boards.|detachable)
* Metal korkulukler. * Metal side rails.
* Serum askisi. [ylikseklik ayarl) * IV pole. [height adjustable]
* Tekerlekler ikisi tekerlekli. * Castors two with break.
¢ Carpma tampon tekerleri. * Protective corner burnpers.
* Elektrostatik toz boyali gévde. (RAL 9010) * Electrostatic powder coated frame. [RAL 9010)
{
OLCULER TECHNICAL PARAMETERS
Dis boyutlar 2160 x 1010 mm External Dimensions < 2160x 1010 mm
| Yatak platformu 21900 x 900 mm Mattress Platform 1900 x 900 mm
Karyola yikseklik : 380 mm Height : 380 mm
: ‘-"‘1 ¥ Maksimum sirt agist :70° Backrest max. angle :70°
M i - Maksimum diz agist 40° Footrest max. angle H40°
A & ' ;_;m’ =% Korkuluk yiksekligi 430 mm Height of side rails :430 mm
jradioi o P == s 24l ¥ g Baslik yiksekligi : bagucu:450 mm ayakucu:335 mm Height of head-foot boards < head:450 mm foot: 335 mim
e = .‘ = ST Yatak alti boslugu =150 mm Under - bed clearance :150 mm
— - . il WS = Tekerlekler 100 mm Castors diameter 100 mm
P | == Giivenli calisma yiki 120 kg Safe working load 120 kg
. : i | Tagima yiikleme] kapasitesi 260 kg Max.Loading capacity :B0kg
= —— OPSIYONEL DONANIMLAR OPTIONAL FEATURES
- * (rtopedi traksiyon gergevesi. « Orthopedics traction frame. -
* Tutunma kolu. « Lifting Pole.
|+ Algminyurn korkuluk. « Alyminium side rails.

159rem

L i

tﬁm: 1991 I'
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- TM-D 4077

HASTA KARYOLASI (DUAL MOTOR)
PATIENT BED (DUAL MOTOR)

* Backrest adjustment. {motor]

* Diz ayar!. [rmotorlu) * Thigh rest adjustment. (motor)
¢ El kurrandasi. * Handset control.
* Travers sac yatak platformu. * Traverse sheet rmaterial mattress platform.
* Basliklar{sabit]. * Head and foot boards [fixed).
* Metal korkuluklar. * Metal side rails.
* Tekerlekler ikisi Kilitli. * Castors two with break.
* Serum askisl. * |V pole.
* Elektrostatik toz boyali govde. (RAL 9010) * Electrostatic powder coated frame. (RAL 9010)
|
OLCULER TECHNICAL PARAMETERS
Dis boyutlar :2065 x 1000 mm External Dimensions : 2065 x 1000 mm
Yatak platformu :1900 x 900 mm Mattress Platform 21900 x 900 mm
Karyola yitkseklik 390 mm Height : 390 mm
Maksimum sirt acisi :10° Backrest max. angle :70°
Maksimum diz agis! -40° Footrest max. angle -40°
Korkuluk yuksekLigi 430 mm Height of side rails :430 mm
Baslik yiksekligi : 365mm Height of head-foot boards : 365mm
Yatak alti boslugu - 345 mm Under-bed clearance : 365 mm
Tekeriekler =100 mm Castors diameter 2100 mm
Givenli galisma yiku 120 kg | Safe working load 2120 kg
| Tagima (yiikleme) kapasitesi :200 kg | Max.Loading capacity : 200 kg
OPSIYONEL DONANIMLAR OPTIONAL FEATURES
« Aliminyum korkuluk. « Aluminium side rails.

Firmarnz, Uriin Olgi ve Gzelliklerini Degistirme Hakkina Sahiptir. Gircel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions ard specifications. You can follow up the latest information from our website.
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TM-D 4070

Si”‘lcj’i?( e d HASTA KARYOLASI (UC AYARLI MANUEL)
/MA PATIENT BED (THREE SETTING MANUEL)
HOSPITAL EQUIPMENT
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“* Sirtayart.[manuel)

* Diz ayari. [rmanuel)

» Ayak ucu. [manuel)

* Sirt ve diz geriye kayma hareketi. [autocontour)
* Trendelenburg [Amortisar)

* ABS yatek platforrmu. (¢cikarilabilir]

* ABS basliklar. [cikarilabilir)

* ABS korkuluklar.

* Aci gostergeleri. [sirt ve trendelenburg)

* Serurmn askisl. [ylikseklik ayarl)

| * Aksesuar yuvalari.

. Carpma tampon tekerleri.

« Elektrostatik toz boyali govde. [RAL 7035)

OLCULER

Dis boyutlar - 2030% 1070 mm
Yotak platforrny :1900x 900 mm
Karyola yiikseklik 500 mm
Maksimum sirt agisi :70°

Maksimum Ciz agist :40°
Trerdelerburg :+12°
Autocontour [sirt - ¢iz) :75- 50 mm
Korkuluk yiiksekligi :370 mm

Baslik yiksekligi <425mm

Yatak alti boslugu <160 mm
Tekerlekler 125 mm
Giver li galisma yuki :150 kg

Tasima [yikleme] kapasitesi 2300 kg
OPSIYONEL DONANIMLAR

« Ortopedi treksiyon gergevesi.

« Tutunme kolu.

 Merkezi yon kilitli tekerlek.

ST

* Backrest adjustment. [manuel

* Thigh rest adjustment. [manuel)

* Footrest. [manuel)

* Auto-regression systerr.

* Trendelenburg [gas piston).

* ABS mattress platform. [detachable)

* ABS head and foot boards. (detachable)

* ABS Side Rails.

* Angle indicator. [backrest,trendelenburg)
* IV pole. [height adjustable]

* Accessories holders.

* Castors two with break.

* Protective corner burnpers.

* Electrostatic powder coated frame. [RAL 7035)

TECHNICAL PARAMETERS

External Dimensions +2030x 1070 mm
Mattress Platform <1900 900 mm
Height :500 mm
Backest max. argle :70°

Footrest max. angle 40°
Trendelenburg o
Auto-regression [Backrest- knee)  :75- 50 mm
Height of side rails 370 mm
Height of head-foot boards +425mm
Under-bed clearance : 160mm
Castors diameter 125 mm

Sefe working load :150 kg

Max Loading capacity 300 kg
OPTIONAL FEATURES

« Orthopedics traction frame.

« Lifting Pole.

« Central lock castors.

ﬁ“t‘]’”%Me
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TM-D 4071

Si”lcj”r%; e d HASTA KARYOLASI (UC AYARLI MANUEL)
M PATIENT BED (THREE SETTING MANUEL)
HOSPITAL EQUIPMENT
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* Sirtayart.[manuel)
* Diz ayari. [rmanuel)
» Ayak ucu. [manuel)

* Trendelenburg (arnortisor)
» ABS yatak platforrmu. (¢ikarilabilir]
* ABS basliklar. [cikarilabilir)

* Aliminyum korkuluklar

* Serum askis. [yiikseklik ayarli]

* Aksesuar yuvalari.

* Tekerlekler ikisi kilitli.
| * Carpma tampon tekerleri.
* Elektrostatik toz boyali gévde. (RAL 7035)

OLCULER

Dig boyutlar

Yatek platformu
Karyola yikseklik
Maksimum sirt agisi
Maksimum ¢iz agist
Trendelenburg
Korkuluk yiksekligi
Baslik yuksekligi
Yatek alt) boslugu
Tekerlekler

Guvenli calisma yiiku
Tasime (yikleme) kapesitesi

OPSIYONEL DONANIMLAR

« Ortopedi treksiyon gergevesi.
« Tutunmme kolu.
 Merkezi yon kilitli tekerlek.

- 2030 % 1070 min
- 1900 x 900 mm
:500 mm

:10°

< 40°

T2

:285 mm

< 425mm

<160 mm

126 mm

:150 kg

:300 kg

* Backrest adjustment. (manuel)
* Thigh rest adjustment. [manuel)

* Footrest. [manuel]

* Trendelenburg [gas piston).
» ABS mattress platform. [detachable)
* ABS head and foot boards. [detachable)

* Aluminiurn side rails.

* |V pole. [height adjustable]

* Accessories holders.
* Castors two with break.

* Protective corner burnpers.
* Electrostatic powder coated frame. (RAL 7035)

TECHNICAL PARAMETERS
External Dimensions
Mattress Platform

Height

Backest max. argle
Footrest max. angle
Trendelenburg

Height of side reils

Height of head-foot boards
Under-bed clearance
Castors Ciemeter

Sefe working load

Max Loading capacity

OPTIONAL FEATURES

« (rthopedics traction frame.
« Lifting Pole.

« Central lock castors.

+2030x 1070 mm
- 1900 900 mm
:500 mm

:70°

< 40°

:+12°

: 285 mm

< 425mm

160 mim

125 mm

:150 kg

;300 kg

ﬁﬁﬁg«a

d

TAL EQUIPMENT



3
¢

S BN
| - L
b
L]

- - T
PRy h'
h -

o

.
: =

dh LT

&5 >
i N
#3 a0
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-E"i‘:ji?{ e d HASTA KARYOLASI (UC AYARLI MANUEL)
/m PATIENT BED (THREE SETTING MANUEL)

HOSPITAL EQUIPMENT
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* Sirtayari.[manuel)

* Diz ayart. [rmanuel]

» Ayak ucu. [manuel)

* Trendelenburg (arnortisor).

* |[zgara tel yatak platformu.

* Basliklar. (cikarilabilir)

* Metal korkuluklar.

* Serum askisl. [ylikseklik ayarl)
* Tekerlekler ikisi Kilitli.

* Carpma tampon tekerleri.

* Elektrostatik toz boyali govde. [RAL 9010)

' STANDARD FEATURE!
» Backrest adjustment. [manuel)
* Thigh rest adjustment. [manuel)
* Footrest. [manuel]
* Trendelenburg [gas piston).
* Wire mesh mattress platform.
* Head and foot boards.|detachable]
* Metal side rails.
* |V pole. [height adjustable]
* Castors two with break.
* Protective corner burnpers.
* Electrostatic powder coated frame. [RAL 9010)

OLCULER

Dig boyutlar <2160 X 1010 nm
Yatek platformu : 1900 x 900 mm
Karyola yukseklik : 490 mm
Maksimum sirt agisi :10°

Maksimum ¢iz agisi | 40°
Trendelenburg / Ters trerdelerburg = +12°

Korkuluk yiksekligi : 430 mm

Baslik yuksekligi : Besucu:460 mm ayakucu:330 mm
Yatek alti boslugu <160 mm
Tekerlekler 126 mm

Guvenli calisma yiiki 1120 kg

Tasime (yikleme) kapesitesi - 250 kg
OPSIYONEL DONANIMLAR

« Ortopedi treksiyon gergevesi.

* Tutunme kolu.

 Aluminyumn korkuluk.

» Merkezi yon kilitli tekerlek.

TECHNICAL PARAMETERS

External Dimensions <2160 x 1010 mm
Mattress Platform - 1900 x 900 mm
Height 490 mm
Backrest max. angle :70°

Footrest max. angle < 40°
Trendelerburg 1"

Height of side rails <430 mm

Height of head-foot boars <head:460 mm foot: 330 mm
Uncer-bed clearance <160 mm
Castors diameter 125 mm
Safeworking load 1120 kg
Max.Loacing capacity 250 kg
OPTIONAL FEATURES

« (rthopedics traction frame.

« Lifting Pole.

« Aluminium side rails.

= Central lock castors.
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Si”lcj’i«g.’ e d HASTA KARYOLASI (TEK AYARLI MANUEL)
/VM PATIENT BED (SINGLE SETTING MANUEL)
HOSPITAL EQUIPMENT




| |

'STANDART DONANI

* Sirt ayari.(manuel) e Backrest adjustment.[manuel)
| » ABS yatak platformu. (cikarilabilir) _ * ABS mattress platform. (detachable)
¢ ABS basliklar. (gikarilabilir) ‘ ¢ ABS head and foot boards. (detachable]
e Aliminyum korkuluklar. - _* Aluminium side rails.
* Serum askis!. [ytkseklik ayarli] e |V pole. [height adjustable)
¢ Tekerlekler ikisi kilitli. ¢ Castors two with break.
* Elektrostatik toz boyali gdvde. (RAL 7035) e Electrostatic powder coated frame. [RAL 7035)
OLCULER TECHNICAL PARAMETERS
Dis boyutlar 1980 x 975 mm External Dimensions :1980 x 975 mm
Yatak platformu -1900 x 900 mm Mattress Platform :1900 x 900 mm
Karyola yiikseklik <460 mm Height ;460 mm
Maksimum sirt agisi :70° Backrest max. angle :70°
Korkuluk yitksekligi - 265 mm Height of side rails ;285 mm
Baslik yiiksekligi <425mm Height of head-foot boards :425mm
Yatak altr boslugu :200 mm Under-bed clearance :200 mm
Tekerlekler 100 mm Castors diameter 100 mm r
Gilvenli ¢alisma yiiki 120 kg Safe working load 120 kg
Tagima (yiikleme) kapasitesi :250kg Max.Loading capacity :250kg
OPSIYONEL DONANIMLAR OPTIONAL FEATURES 4
* Ortopedi traksiyon cercevesi. * (rthopedics traction frame. -
© Tutunma kolu. e Lifting Pole.

i
o - R
I - ¥
-
wpmed e
v ‘. 2100mm m\;m ‘
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- 1990 mm

1000 mm
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460 mm

430 mm

TM-D 4020

HASTA KARYOLASI (iKi AYARLI MANUEL - LAZIMLIKLI)
PATIENT BED (TWO SETTING MANUEL - W/BEDPAN)

STANDART DONANIM VE OZELLIKLER

* Sirt ayari.[manuel)
* Diz ayarl. (manuel)

* Travers sac yatak platformu.

e Lazimlik yeri.

* Basliklar. [cikarilabilir)

o Metal korkuluklar.

e Tekerlekler ikisi kilitli.

* Serum askisi.

s Elektrostatik toz boyali govde. (RAL 9010)

| GLCULER

Dis boyutlar

Yatak platformu
Karyola yiikseklik
Maksimum sirt agisi
Maksimum diz acisi
Korkuluk yiiksekligi
Baslik yiiksekligi
Yatak alti boslugu
Tekerlekler

Giivenli galisma yiikii
Tagima [yiikleme) kapasitesi

OPSIYONEL DONANIMLAR

* Ortopedi traksiyon gergevesi.

* Tutunma kolu.

o Aliiminyum korkuluk.

29

-1990 x 1000 mm
- 1900 x 900 mm
<445 mm

700

-40°

430 mm
-basucu:460 mm ayakucu: 330 mm
225 mm

=100 mm

120 kg

200 kg

'STANDARD FEATURES

e Backrest adjustment. [manuel)
 Thigh rest adjustment. [manuel]
* Traverse sheet material mattress platform.

* Bedpan hole.

e Head and foot boards.|detachable)

* Metal side rails.

* Castors two with break.

* |V pole.

¢ Electrostatic powder coated frame. [RAL 9010)

i TECHNICAL PARAMETERS

| External Dimensions

| Matiress Platform

I Height

I Backrest max. angle
Footrest max. angle

| Height of side rails
Height of head-foot boards

| Under-bed clearance
Castors diameter

| Safe working load

| Max Loading capacity

|
| OPTIONAL FEATURES
» Orthopedics traction frame.
| o Lifting Pole.
[ Aluminium side rails.

-1990 % 1000 mm
21900 x 900 mm
- 44H mm

700

:40°

2430 mm

- head:460 mm foot: 330 mm
225 mm

- 100 mm

120 kg

200 kg

turmed
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TM-D 4017

HASTA KARYOLASI (iKi AYARLI MANUEL)
PATIENT BED (TWO SETTING MANUEL)

' STANDARD FEATURES
e Backrest adjustment. [manuel)
 Thigh rest adjustment. [manuel)
* Traverse sheet material mattress platform.
 Head and foot boards.[detachable)
* Metal side rails.
¢ Castors two with break.

STANDART DONANIM VE OZELLIKLER
* Sirt ayari.[manuel)

* Diz ayarl. (manuel)

* Travers sac yatak platformu.

* Basliklar. (cikarilabilir]

* Metal korkuluklar.

* Tekerlekler ikisi kilitli.

OLCULER

Dis boyutlar 1990 x 1000 mm External Dimensions :1990 x 1000 mm

Yatak platformu =1900 x 900 mm | Mattress Platform :1900 x 900 mm

Karyola yiikseklik < 445 mm i Height - 445 mm

Maksimum sirt agisi 70¢ Backrest max. angle :70°

Maksimum diz agisi 1 40° ‘ Footrest max. angle :40°

Korkuluk yiiksekligi <430 mm Height of side rails 430 mm

Baslik yiiksekligi -bagucu:460 mm ayakucu: 330 mm Height of head-foot boards -head:460 mm foot: 330 mm

Yatak alti boglugu =225 mm Under - bed clearance :225mm

Tekerlekler 100 mm Castors diameter :100 mm ";

Giivenli galisma yiikii <120 kg | Safe working load :120kg o

Tagima (yiikleme) kapasitesi = 200 kg l Max.Loading capacity - 200 kg ~F
| o
' =

b=

|

OPSIYONEL DONANIMLAR OPTIONAL FEATURES

* Ortopedi traksiyon gergevesi. © Orthopedics traction frame.

* Tutunma kolu. o Lifting Pole.

o Aliiminyum korkuluk. © Aluminium side rails.

- 1990 mm - | 3
'y
~ H 1
H B H = = IEl 5
1000 mm
= = U
1 r~

Firmaniz, Uriin Olgii ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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e Serum askisl.

e Elektrostatik toz boyali govde. (RAL 9010)

¢ |V pole.

e Electrostatic powder coated frame. [RAL 9010)

- TECHNICAL PARAMETERS

turmed
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TM-D 4074

HASTA KARYOLASI (iKi AYARLI MANUEL)
PATIENT BED (TWO SETTING MANUEL)

STANDART DONANIM VE OZELLIKLER
 Sirt ayari.[manuel)

* Diz ayarl. [manuel)

* Travers sac yatak platformu.

STANDARD FEATURES
e Backrest adjustment. [manuel)

 Thigh rest adjustment. [manuel]

* Traverse sheet material mattress platform.
* Basliklar. [sabit) * Head and foot boards. (fixed)

* Metal korkuluklar. * Metal side rails.

* Serum askisl. s [V pole.

* Tekerlekler ikisi kilitli.

o Elektrostatik toz boyali govde. (RAL 9010)

* Castors two with break.
e Electrostatic powder coated rame. (RAL 9010)

* Aliiminyum korkuluk.

Firmaiz, Uriin Olgti ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz. i
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website. 3 1

e Aluminium side rails.

OLCULER TECHNICAL PARAMETERS

Dis boyutlar : 2065 x 1000 mm | External Dimensions - 2065 % 1000 mm
Yatak platformu 21900 x 900 mm | Mattress Platform 21900 x 900 mm
Karyola yiikseklik -390 mm Height -390 mm
Maksimum sirt agisi 70° | Backrest max. angle 70°
Maksimum diz acisi H40° | Footrest max. angle 240°

Korkuluk yiksekligi 2430 mm | Height of side rails 2430 mm

Baslik yiiksekligi : 365mm | Height of head-foot boards - 365mm

Yatak alti boslugu : 365 mm Under- bed clearance : 365 mm
Tekerlekler :100 mm Castors diameter :100 mm
Giivenli calisma yiikii 100 kg | Safe working load 100 kg

Tagima (yiikleme] kapasitesi 180 kg i Max.Loading capacity 180 kg
OPSIYONEL DONANIMLAR | OPTIONAL FEATURES

turmwed
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- TM-D 4013

HASTA KARYOLASI (TEK AYARLI MANUEL)
PATIENT BED (SINGLE SETTING MANUEL)

1000 mm

Firmaiz, Uriin Olgii ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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| » Sirt ayari.[manuel)
| » Travers sac yatak platformu.
¢ Basliklar. [¢ikarilabilir]

~* Metal korkuluklar.

* Tekerlekler ikisi kilitli.

* Serum askisl.

* Elektrostatik toz boyali govde. (RAL 9010)

5

_* Traverse sheet material mattress platform..
~* Head and foot boards.(detachable]

_* Metal side rails.

I

_» Backrest adjustment. (manuel)

~* Castors two with break.

* [V pole.

e Electrostatic powder coated frame. (RAL 9010)

OLCULER TECHNICAL PARAMETERS

Dis boyutlar -1990 x 1000 mm External Dimensions :1990 % 1000 mm
Yatak platformu 1900 x 900 mm Mattress Platform :1900 x 900 mm
Karyola yilkseklik <445 mm Height - 445 mm
Maksimum sirt agisi 70° Backrest max. angle 700

Korkuluk yiiksekligi <430 mm Height of side rails 2430 mm

Baslik yiiksekligi -basucu:460 mm ayakucu: 330 mm Height of head-foot boards -head:460 mm foot: 330 mm
Yatak alti boglugu 225 mm Under-bed clearance ;225 mm
Tekerlekler 2100 mm Castors diameter 2100 mm

Givenli caligma yiikii <120 kg Safe working load 1120 kg

Tagima (yiikleme) kapasitesi =200 kg Max.Loading capacity :200 kg
OPSIYONEL DONANIMLAR OPTIONAL FEATURES

* Ortopedi traksiyon cercevesi. = Orthopedics traction frame.

* Tutunma kolu. o Lifting Pole.

© Aliiminyum korkuluk. © Aluminium side rails.

ﬁ”i“lf”r‘/me
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1000 mm

v a 100mm
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.~ TM-D 4073

| » Sirt ayari.[manuel)

_* Travers sac yatak platformu.

¢ Basliklar. [sabit)
* Metal korkuluklar.

HASTA KARYOLASI (TEK AYARLI MANUEL)
PATIENT BED (SINGLE SETTING MANUEL)

) E T

_» Backrest adjustment. (manuel)
_* Traverse sheet material mattress platform..

_* Head and foot boards. (fixed)
_* Metal side rails.

* Tekerlekler ikisi kilitli.

* Serum askisl.

* Elektrostatik toz boyali govde. (RAL 9010)

OLCULER

Dis boyutlar

Yatak platformu
Karyola yiikseklik
Maksimum sirt agisi
Korkuluk yiiksekligi
Baslik yiiksekligi
Yatak alti boslugu
Tekerlekler

Giivenli galigma yilkd
Tasima (yikleme) kapasitesi

OPSIYONEL DONANIMLAR
o Aliiminyum korkuluk.

- 2065 x 1000 mm
-1900 x 900 mm
-390 mm

- 70°

- 430 mm

- 365mm

- 345 mm

2100 mm

100 kg

180 kg

~* Castors two with break.
|V pole.
e Electrostatic powder coated frame. [RAL 9010)

TECHNICAL PARAMETERS

External Dimensions - 2065 % 1000 mm
Mattress Platform 21900 x 900 mm
Height -390 mm
Backrest max. angle 700

Height of side rails :430 mm
Height of head-foot boards : 365mm

Under - bed clearance : 365 mm
Castors diameter - 100 mm

Safe working load 100 kg
Max.Loading capacity 180 kg
OPTIONAL FEATURES

= Aluminium side rails.

turmed
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TM-D 4003

HASTA KARYOLASI (iKi AYARLI MANUEL)
PATIENT BED (TWO SETTINGS MANUEL)

STANDART DONANIM VE OZELLIKLER OPSIYONEL DONANIMLAR
* Sirt ayari.[manuel) . i\}ﬂmilﬂyu‘;‘ kaUlUk-
: o Metal korkuluk.

e Diz ayari. [manuel) « Tekerlek

* Travers sac yatak platformu.

* Basliklar. (sabit)

¢ Elektrostatik toz boyali gévde. (RAL 9010)

* Serum askisi.

GLCULER

Dis boyutlar :2000x 900 mm | Maksimum diz acisi - 40°
Yatak platformu 21900 x 900 mm | Baslik yiiksekligi : basucu:430 ayakucu:330
Karyola yikseklik 2475 mm Yatak alti boslugu : 425 mm
Maksimum sirt agisi . 70° Giivenli calisma yiikii 120 kg

Tagima (yiikleme) kapasitesi : 200 kg

STANDARD FEATURES OPTIONAL FEATURES

e Aluminium side rails.
o Metal side rails.
* (Castors.

* Backrest adjustment. [manuel)

¢ Thigh rest adjustment. (manuel)

* Traverse sheet material mattress platform.

* Head and foot boards. (fixed)

¢ Electrostatic powder coated frame. [RAL 9010)

¢ |V pole.
TECHNICAL PARAMETERS
External Dimensions :2000x 900 mm | Height of head-foot boards ~ : 430mm - 330mm
Mattress Platform :1900x 900 mm | Under-bed clearance :425 mm
Height :475 mm Safe working load 120 kg
Backrest max. angle :70° Max.Loading capacity :200 kg
Footrest max. angle -40°

Firmamiz, (riin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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TM-D 4002

HASTA KARYOLASI (TEK AYARLI MANUEL)
PATIENT BED (SINGLE SETTING MANUEL)

STANDART DONANIM VE OZELLIKLER OPSIYONEL DONANIMLAR
e Sirt ayari.[manuel) . ;lﬁmilﬂg“fl? TU:‘“[UK
» Metal korkuluk.

* Travers sac yat;k platformu, « Tekerlek

* Basliklar. [sabit]

» Elektrostatik toz boyali govde. [RAL 9010]

e Serum askisi.
OLCULER
Dis boyutlar - 2000 x 900 mm | Baglik yiiksekligi  basucu:430 ayakucu:330
Yatak platformu - 1900 x 900 mm | Yatak alti boslugu ;425 mm
Karyola yiikseklik 475 mm Givenli calisma yikii 120 kg
Maksimum sirt agisi - 70° Tagima (yiikleme) kapasitesi : 200 kg
STANDARD FEATURES OPTIONAL FEATURES

e Aluminium side rails.
o Metal side rails.
o Castors.

* Backrest adjustment. [manuel]

* Traverse sheet material mattress platform.

* Head and foot boards. [fixed)

» Electrostatic powder coated frame. (RAL 9010)

e [V pole.
TECHNICAL PARAMETERS
External Dimensions :2000 x 900 mm | Height of head-foot boards  : 430mm - 330mm
Mattress Platform :1900 x 900 mm | Under-bed clearance :425 mm
Height 475 mm Safe working load 120 kg
Backrest max. angle :70° Max.Loading capacity 200 kg

34

TM-D 4001
HASTA KARYOLASI
PATIENT BED
///’ - 2
STANDART DONANIM VE OZELLIKLER OPSIYONEL DONANIMLAR
e Travers sac yatak platformu. © Aliiminyum korkuluk.
* Basliklar. (sabit) -retal karkuluk.
o Tekerlek.

e Elektrostatik toz boyali govde. [RAL 9010]
* Serum askisi.

OLCULER

Dis boyutlar - 2000 x 900 mm Yatak alti boslugu - 425 mm
Yatak platformu - 1900 x 900 mm Giivenli calisma yilkii 120 kg
Karyola yiikseklik 2475 mm Tagima (yiikleme) kapasitesi : 200 kg
Baslik yiksekligi - basucu:430 ayakucu:330

STANDARD FEATURES OPTIONAL FEATURES

* Aluminium side rails.
* Metal side rails.

 Traverse sheet material mattress platform.
* Head and foot boards. (fixed]

i * Castors.
¢ Electrostatic powder coated frame. [RAL 9010)
* |V pole.
TECHNICAL PARAMETERS
External Dimensions -2000 x 900 mm Under-bed clearance ;425 mm
Mattress Platform :1900 x 900 mm Safe working load 120 kg
Height 475 mm Max.Loading capacity :200 kg

Height of head-foot boards : 430mm - 330mm

fi“]”‘r)ymeds
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TM-Z 9922

TARTI SISTEMi
WEIGHT SCALE SYSTEM

* Yataktan Cikis Alarmi * Bed exit alarm

* Hafiza * Memory

* Yatak Alti Aydinlatma ~* Lighting for Under-bed

e Olciim Birimi Secimi e Measurement Unit Selection

* Hassasiyet Secimi * Sensitivity Selection

¢ Dara Alma  Tare Calculation

e Olctim Dondurma » Hold Measurement

 Anlik ve Siirekli Olciim * Instant and Continuous Measurement

Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.

TEKNIK PARAMETRELER TECHNICAL PARAMETERS

Dis Muhafaza Rengi - Actk Gri, RAL 7035 Cover Color : Light Grey, RAL 7035

Baglanti Kablosu - Aptk Gri, RAL 7035, Sarmal Connection Cable : Light Grey, RAL 7035, Spiral
Besleme Girigi :18-36VDC Input 18- 36VDC

Koruma Tipi - IPX5 Protection Type :IPX5

Nispi Nem : %30 -%75 Relative Humidity :30%- 75%

(alisma Sicakligi 145 °C -+40°C (perating Temperature +5°C-+0°C

Haberlesme : Rotbus Seri Haberlesme Communications : Rotbus Serial Communication
Givenlik : Cift EL Kullamim Safety - Two Hand Use

ﬁ“ﬁ’i*me
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TM-D 4036
ORTOPEDi TRAKSIYON CERCEVESI

ORTHOPEDICS TRACTION FRAME

STANDART DONANIM VE OZELLIKLER

¢ Tasiyici kolonlar. [krom kapli)

¢ Birlestirme parcalari. (boyali)

e Ayakucu iki adet agirlik cektirme makarasi

e Tutunma kolu
o U cektirme makarasi
e Ust kiriste iki adet agirlik aktarma makarasi.
_® Serum askisi

* Demonte [stkulebilir]

e Karyola harictir.

STANDARD FEATURES
e Bearing columns. [chrome covered)
= Connection parts. [painted]
2 pcs weight pulling roller at the foot end.
e Lifting pole.
~* U pulling roller.
* 2 pcs weight transfer roller at the top beam.
e |V pole.
e Detachable.
¢ Excludes the bed.

Firmaiz, Uriin Olgii ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.

TM-Z 9904

MERKEZIi YON KILIT SISTEMI
CENTRAL DIRECTION LOCK SYSTEM

STANDART DONANIM VE OZELLIKLER
« Yon kilitleme - Frenleme - Serbest 6zellikli. (1 adet tekerlek])
* Frenleme - Serbest dzellikli. (3 adet tekerlek)
* Kontrol pedali. [2 adet)
* Secenekler: 125 mm veya 150 mm.
e Tekerlek modeli degiskenlik gosterebilir.

STANDARD FEATURES

¢ Directional lock - Locking - Release (1 piece castor]
* Locking - Release (3 pieces castor)

* Control pedal. (2 pieces)

e Options : 125 mm or 150 mm.

* Castor model may show variability.

Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website. 36

TM-D 4035

TUTUNMA KOLU
LIFTING POLE

STANDART DONANIM VE OZELLIKLER
e Tutunma kolu. (krom kapli)

¢ Taslyici kolon. [boyali]

* Demonte (sokdilebilir]

STANDARD FEATURES

e Lifting pole. [chrome covered)
e Bearing column. [painted)

* Detachable.

turmed
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TM-Z 9907

TM-Z 9903
KORKULUK KUMANDA PANELI EL KUMANDASI (MANYETIK KiLIiTLi)
SIDE RAIL CONTROL HAND CONTROL (MAGNETIC LOCK)

* PCB Tus takimi. ¢ Fonksiyon kilitleme.

e Tuslar: Metal dom. e Manyetik anahtar. |
* 13 Tusa kadar ozellik tanimlama.
* Fonksiyon kilitleme.

_* Elektronik CPR.

* PCB Keypad.

* Key: Metal dome.

e Feature calibration up to 13 keys.
* Function locking.

e Electronic CPR.

 Function locking.
* Magnetic key.

TM-Z 9906 TM-Z 9905
BATARYA HEMSIRE KONTROL PANELI
BATTERY NURSE CONTROL PANEL
. Bekjleme stiresi 120 saat. { \"“‘f_w. ' Besleme: 18- 36 V DC.
~* Calisma siiresi: 10 fonksiyona kadar. = e { » Koruma : IPX5.

J | » 21 Tusa kadar ozellik tanimlama.

' » Fonksiyon kilitleme.

¢ Charging time: 5 hour.
* Standby time 120 hour.
* Working time: up to 10 function.

e Cable: spiral.
| |+ Input: 18 - 36V DC.

> ¢ Safety : IPX5.

~» Feature calibration up to 21 keys.
| » Function locking.

_tsm 1997 I”
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¢ Anti mantar dzelligi.

ANTiI DEKUBITUS YATAK
ANTI DECUBITUS MATTRESS

¢ Anti fungal

* Anti mite ozelligi.

¢ Anti mite

* Kilif; sivi gecirmez.

* Cover; waterproof.

o Kilif; iki kenari fermuarl.

* Cover; zip over two sides of.

¢ Kilif; anti-bakteriyel.

* Cover; antibacterial.

* Kilif; alev almaz. BS7175

* Cover; flame retardant BS7175

¢ Kilif; PVC icermeyen PU.

¢ Cover; PVC free PU.

o Ust Siinger; 23 kg/m3 yogunluk.

 Upper layer; 23 kg/m3 density.

 Alt Stinger; 32 kg/m3 yogunluk.

« Bottom layer; 32 kg/m3 density.

OLCULER
En : 900 mm
Boy : 1900 mm

Yikseklik : 140 mm

TECHNICAL PARAMETERS
Width : 900 mm
Length : 1900 mm
Height : 140 mm

Firmamiz, Uriin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.

TM-D 4078

TM-D 4079

ANTI DEKUBITUS YATAK (ViSKO)
ANTI DECUBITUS MATTRESS (VISCO)

¢ Anti mantar gzelligi.

* Anti fungal
¢ Anti mite ozelligi. = Anti mite

¢ Kilif; sivi gecirmez.
s Kilif; iki kenari fermuarli.

* Cover; waterproof.
» Cover; zip over two sides of.

¢ Kilif; anti-bakteriyel. = Cover; antibacterial.

* Kilif; alev almaz. BS7175 e Cover; flame retardant BS7175

¢ Kilif; PVC icermeyen PU. * Cover; PVC free PU.

o Ust Visko; 50 kg/m3 yogunluk. « Upper layer; 50 kg/m3 density.

* Alt Stinger; 32 kg/m3 yogunluk. * Bottom layer; 32 kg/m3 density.

OLCULER TECHNICAL PARAMETERS
En - 900 mm Width - 900 mm
Boy : 1900 mm Length : 1900 mm

Yidkseklik : 140 mm Height : 140 mm

ﬁﬁ’Wed°
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TM-D 4069

TM-D 4041 TM-D 4042
YATAK (CNC) YATAK (iKi PARCA) YATAK (iKi PARCA/LAZIMLIKLI)
MATTRESS (CNC) MATTRESS (TWO PIECE) MATTRESS (TWO PIECE - W/BEDPAN)
[ 11
¢ p T
N » \ L
: \IEL \\s&/” ' _
OLCULER TECHNICAL PARAMETERS
En - 900 mm Width : 900 mm
Boy - 1900mm Length : 1900mm
Vitkseklik - 140 mm Height : 140 mm OLCULER TECHNICAL PARAMETERS OLCULER TECHNICAL PARAMETERS
= ST, - 1 ! En - 900 mm Width : 900 mm En - 900 mm Width : 900 mm
Boy - 1900mm Length : 1900mm Boy :1900mm Length : 1900mm
* Kilif; sivi gegirmez. ¢ Cover; water resistant. Yikseklik - 120 mm Height : 120 mm Yiikseklik <120 mm Height - 120 mm
* Kilif; anti-bakteriyel. * Cover; antibacterial.
* Kilif; iki kenari fermuarli.  ® Cover; zip over two sides.
* Siinger; 22 kg/m3 yogunluk. = * Foam; 22 kg/m3 density.
TM-D 4044 TM-D 4045 TM-D 4047
YATAK (UC PARCA) YATAK (UC PARCA/LAZIMLIKLI) YATAK (DORT PARCA)
MATTRESS (THREE PIECE) MATTRESS (THREE PIECE - W/BEDPAN) MATTRESS (FOUR PIECE)
> | o ’
&« =R G
~ : e . L = e l y—
OLCULER TECHNICAL PARAMETERS OLCULER TECHNICAL PARAMETERS OLCULER TECHNICAL PARAMETERS
En - 900 mm Width : 900 mm En - 900 mm Width : 900 mm En - 900 mm Width - 900 mm
Boy - 1900mm Length : 1900mm Boy - 1900mm Length : 1900mm Boy 1900mm Length : 1900mm
Yikseklik - 120 mm Height : 120 mm Yikseklik - 120 mm Height : 120 mm Yiikseklik : 120 mm Height - 120 mm
Firmamiz, Uriin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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Jinekolojik Masa

Gynaecological Table

Kan Alma Koltugu
Blood Donor Chair
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TM-A 1027

-E”"l‘“'j’i% e d JINEKOLOJi VE DOGUM MASASI
/lM GYNEACOLOGY AND DELIVERY TABLE
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2165mm -
1870 mm -

il

870 mm

v |
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610-1010mm

'STANDART DONANIM VE OZELLIKLER

' STANDARD FEATURES

* Yiikseklik ayari. [motorlu)

| * Sirt ayari.[motorlu)

* Ayak ucu. [cikarilabilir)

* Trendelenburg. [motorlu)

¢ Ayak kumandasi.

* Katlanabilen st tutunma (1kinma] kolu.
* Her iki yanda kol destek aparati. (ayarli]

| » Her iki yanda ayak destek aparati. (ayarli)

* Her iki yanda poliiiretan diz destek aparati. (ayarli]

| » Atik toplama kabi 8 lt. (paslanmaz]

* Swvi gecirmez, anti bakteriyel silte kilifi.
¢ Yikanabilir silte kilifi.
* Havluluk.

| » ABS gdvde kaplamasi.

* Aksesuar raylari.

* Ayarlanabilir denge ayaklar.

¢ Aksesuarlar; 304 kalite paslanmaz celik.
* Elektrostatik toz boyali govde. (RAL 7035)

OLCULER
Dis boyutlar <870 %2165 mm
Yatak platformu - 560 x 1870 mm
Yiikseklik ayar - 610-1010 mm
Maksimum sirt agisi - 70°
Trendelenburg 120
Giivenli calisma yiki 140 kg
Tagima [yiikleme) kapasitesi - 150 kg
OPSIYONEL DONANIMLAR
* Batarya.

| * Elkumandasi

41

* Height adjustment. [motor]
¢ Backrest adjustment. [motor)
* Footrest. (detachable)
e Trendelenburg [motor)
* Foot set control.
* Upper Lifting Handle. (foldable]
¢ Arm support on both sides. [adjustable)
~ » Foot support on both sides. [adjustable)
« Polyurethane knee support on both sides. (adjustable)
* Waste collection container 8 liter. (stainless steel]
e Liquid proof, antibacterial mattress cover.
~ * Washable mattress cover.
 Towel holders.
* ABS body coating.
* Accessory rails.
~ * Adjustable balance legs.
e Accessories ; 304 quality stainless steel.
¢ Electrostatic powder coated frame. [RAL 7035)

7 TECHNICAL PARAMETERS

External Dimensions 870 x 2165 mm
Mattress Platform - 560 x 1870 mm
I Height Adjustment 2 610-1010 mm
Backrest max. angle - 70°
| Trendelenburg =128
| Safe working load : 140 kg
I Max.Loading capacity : 150 kg
|
OPTIONAL FEATURES
* Battery.

= Handset control.

HOSPITAL EQUIPMENT
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TM-D 4065

‘Si”‘l“j’i% e d DOGUM KARYOLASI (DORT MOTOR)
/lM DELIVERY BED (FOUR MOTOR)

HOSPITAL EQUIPMENT



1070 mm

* Yiikseklik ayart. (motorlu)

e Height adjustment. [motor]

* Sirt ayari.[motorlu)

e Backrest adjustment. [motor)

¢ Ayakucu ayarl. (motorlu)

e Thigh rest adjustment. [motor)

| » Sirt geriye kayma hareketi. [autocontour]

* Auto-regression system.

| » Trendelenburg ve ters trendelenburg (motorlu).

¢ Trendelenburg and reverse trendelenburg (motor).

e El kumandasi.

* Handset control.

¢ Deri [vinlex) yatak platformu.

¢ Leather(vinlex] mattress platform.

* Diz destek aparati [poliliretan).
* ABS basliklar. [cikarilabilir]

_* Knee support bracket [polyurethane).
* ABS head and foot boards. [detachable)

* ABS korkuluklar.

_* ABS side rails.

* Aci gostergeleri. (sirt)

 Angle indicator. [backrest)

* Tutunma (Ikinma) kolu.

¢ Atik toplama kabi [paslanmaz).

¢ Lifting handle.
* Waste collection container (stainless steel).

* Serum askis. [ylikseklik ayarli)

e |V pole. [height adjustable)

* Aksesuar yuvalari.

* Accessories holders.

» Merkezi yon kilitli tekerlekler.
« Carpma tampon tekerleri.

@ Castors with central brake and direction lock systems. |

¢ Protective corner bumpers.

[ * Elektrostatik toz boyali ggvde. (RAL 7035)

OLCULER

Dis boyutlar

Yatak platformu
Karyola yiikseklik ayan
Maksimum sirt agisi
Maksimum diz agisi
Trendelenburg / Ters trendelenburg
Autocontour [sirt)
Korkuluk yiiksekligi
Baslik yiiksekligi

Yatak alti boglugu
Tekerlekler

Giivenli calisma yiki

Tasima yiikleme) kapasitesi

OPSIYONEL DONANIMLAR
* Tarti sistemi.

* Batarya.

 Sirt kismi manuel CPR.

o Korkuluk kumandas.

* Manyetik kilitli el kumandasl.
* Hemsire paneli.

|

Firmamiz, Uriin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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2010 x 1070 mm
-1900 x 900 mm
=700 - 1010 mm
+10°

-40°
+12°0-12°
- 75 mm

- 275 mm

- 355 mm

- 185 mm

150 mm
150 kg

: 300 kg

DOS

o Electrostatic powder coated frame. (RAL 7035)

TECHNICAL PARAMETERS
External Dimensions
Mattress Platform

Height Adjustment

Backrest max. angle

Footrest max. angle
Trendelenburg / Rev.trendelenburg
Auto-regression (Backrest)
Height of side rails

Height of head-foot boards
Under-bed clearance

Castors diameter

Safe working load
Max.Loading capacity

OPTIONAL FEATURES

* Weight scale system.

* Battery.

= Manuel CPR at backrest.

* Integrated side rail controls.

* Handset control with magnetic lock.
* Nurse control.

t

:2010 1070 mm
:1900 x 900 mm
:700- 1010 mm
:70°

:-40°
+12°/-12°
:75mm

: 275 mm

: 365 mm

- 185 mm

2150 mm

: 150 kg

: 300 kg

Stnce 1991

HOSPITAL EQUIPMENT

LII7|ME



i A i
S SR
? . gl

AL
i

g

B\ o A N
. L e e (L T

TM-D 4066

®

&ic]’i?.’ e DOGUM KARYOLASI ((C MOTOR)
/VM DELIVERY BED (THREE MOTOR)
HOSPITAL EQUIPMENT
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STANDART DONANIM VE OZELLIKLER
* Yiikseklik ayari. (motorlu]

* Sirt ayari.(motorlu)

e Ayak ucu. [¢ikarilabilir)

* Sirt geriye kayma hareketi. [autocontour]
¢ Trendelenburg ve ters trendelenburg(motorlu).
* El kumandasi.

e Deri [vinlex) yatak platformu.

* Diz destek aparati [politiretan).

e Basliklar. (¢cikarilabilir)

* Metal korkuluklar.

e Tutunma [ikinma) kolu.

* Atik toplama kabi [paslanmaz).

e Serum askis!. [yiikseklik ayarli)

* Tekerlekler ikisi kilitli.

¢ Carpma tampon tekerleri.

s Elektrostatik toz boyali govde. (RAL 7035)

STANDARD FEATURES

e Height adjustment. [motor]

 Backrest adjustment. (motor)

e Foot rest. (detachable)

* Auto-regression system.

¢ Trendelenburg and reverse trendelenburg (motor).
¢ Handset control.

¢ Leather(vinlex] mattress platform.

e Knee support bracket [polyurethane).

* Head and foot boards. (detachable)

* Metal side rails.

e Lifting handle.

» Waste collection container [stainless steel).

¢ |V pole. (Height adjustable)

* Castors two with brake.

* Protective corner bumpers.

e Electrostatic powder coated frame. [RAL 7035)

OLCULER

Dis boyutlar 2 2070 x 1010 mm
Yatak platformu - 1900 x 850 mm
Karyola yiikseklik ayari : 720-1015 mm
Maksimum sirt agisi . 70°
Trendelenburg / Ters trendelenburg - +12°/-12°
Autocontour (sirt) : 75 mm
Korkuluk yiiksekligi : 110 mm

Baslik yiiksekligi - bagucu: 340 mm - ayakucu: 245 mm
Yatak alti bogluu : 175 mm
Tekerlekler : 150 mm

Givenli calisma yikii : 150 kg

Tagima (yiikleme) kapasitesi - 300 kg

OPSIYONEL DONANIMLAR
o Tarti sistemi.

* Batarya.

 Sirt kismi manuel CPR.
 Manyetik kilitli el kumandas!.
 Merkezi yon kilitli tekerlek.

* Hemsire paneli.

45

TECHNICAL PARAMETERS

External Dimensions 2 2070 % 1010 mm
Mattress Platform - 1900 x 850 mm
Height Adjustment : 720-1015 mm
Backrest max. angle 2700
Trendelenburg / Revtrendelenburg = +12°/-12°
Auto-regression (Backrest) 2 75 mm

Height of side rails 110 mm

Height of head-foot boards - head: 340 mm - foot: 245 mm
Under-bed clearance 2 175 mm

Castors diameter - 150 mm

Safe working load 150 kg
Max.Loading capacity - 300 kg
OPTIONAL FEATURES

* Weight scale system.

= Battery.

 Manuel CPR at backrest.

= Handset control with magnetic lock.

e Central lock castors.
= Nurse control.

HOSPITAL EQUIPMENT
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TM-A 1021

JINEKOLOJIK MUAYENE KOLTUBU (UC MOTOR)

GYNAECOLOGICAL EXAMINATION CHAIR (THREE MOTOR)
STANDART DONANIM VE OZELLIKLER

* Sirt ayari.[motorlu)

o Yiikseklik ayari.[motorlu)

* Trendelenburg ayari.(motorlu)

¢ El kumandasi

* Ayakucu. [cikarilabilir)

* Deri [vinlex] yatak platformu.

¢ Atik toplama kabi. (paslanmaz ¢elik)

« Diz destek aparati. [politiretan)
 Tekerlekler ikisi kilitli.

 Elektrostatik toz boyali gévde.[RAL 7035)

STANDARD FEATURES

* Backrest adjustment. [motor)

* Height adjustment. (motor)
 Trendelenburg [motor]

* Handset control.

* Foot section. [removable)

« Leather [vinlex) mattress platform.

* Waste collection container. [stainless steel)
* Knee support bracket. (polyurethane)
 Castors two with break.

« Electrostatic powder coated frame. (RAL 7035)

TM-A 1020

JINEKOLOJIK MUAYENE KOLTUGU (iKi MOTOR)

GYNAECOLOGICAL EXAMINATION CHAIR (TWO MOTOR)
STANDART DONANIM VE OZELLIKLER

e Sirt ayari.[motorlu)

o Yiikseklik ayari.(motorlu)

* El kumandasi

* Cikarilabilir ayakucu.

e Deri [vinlex) yatak platformu.

* Atik toplama kabi. [paslanmaz celik]

e Diz destek aparati. [poliliretan)

* Tekerlekler ikisi kilitli.

e Elektrostatik toz boyali gévde.[RAL 7035]

STANDARD FEATURES

¢ Backrest adjustment. (motor]

¢ Height adjustment. (motor]

* Handset control.

* Foot section. (removable)

e Leather (vinlex) mattress platform.

» Waste collection container. [stainless steel]

e Knee support bracket. [polyurethane)

* Castors two with break.

« Electrostatic powder coated frame. (RAL 7035)

OLCULER
Dis Boyutlar - 675 x 1760 mm
Yatak Platformu < 550 x 1760 mm
Yitkseklik ayari < 770 - 870 mm
Maksimum sirt acisi - 65°
Trendelenburg c+20°
Yatak alti boslugu - 190 mm
Tekerler - 126 mm
Giivenli calisma yitkii < 120 kg
Tagima (yiikleme) kapasitesi . 2UDkg
TECHNICAL PARAMETERS
External Dimensions < 675 %1760 mm
Mattress Platform - B50x 1760 mm
Height Adjustment < 770 - 870 mm
= o Backrest max. angle - 6h°
Trendelenburg c+20°
" Under-bed clearance - 190 mm

Castors diameter - 125 mm
Safe working load : 120kg

s Max Loading capacity . 240 kg

N OPSIYONEL DONANIMLAR
o Batarya.

Firmamiz, Uriin Olgt ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.
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OLCULER

Dis Boyutlar - 675 x 1760 mm

Yatak Platformu : 550 x 1760 mm

Yiikseklik ayar 2 770 - 870 mm

Maksimum sirt agisi : 66°

Yatak alti boslugu 2 190 mm

Tekerler 125 mm

Giivenli calisma yiikii - 120 kg

Tagima (ylikleme] kapasitesi : U0 kg

TECHNICAL PARAMETERS

External Dimensions - 675 %1760 mm

Mattress Platform - 560 % 1760 mm

Height Adjustment 2 770 - 870 mm

Backrest max. angle . 65°

Under-bed clearance 190 mm

Castors diameter 125 mm

Safe working load 120 kg

Max.Loading capacity : 240 kg
OPTIONAL FEATURES

o Battery.

f”ﬁf”r‘/meds

HOSPITAL EQUIPMENT
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STANDART DONANIM VE OZELLIKLER
* Sirt ayari.[manuel)

* Ayak ayari.[manuel]

¢ Trendelenburg ayari.[manuel)

# Deri [vinlex) yatak platformu.

* Atik toplama kabi. [plastik)

¢ Diz destek aparat.

e Serum askisi.

* Tutunma kolu.

» Basamak. [katlanabilir]

* Elektrostatik toz boyali govde.[RAL 7035)

' dLiLER

Dis Boyutlar < 950 x 1830 mm
Yatak Platformu : 550 x 1830 mm
Yiikseklik : 800 mm
Maksimum sirt agisi - B0°
Maksimum diz agisi - -00°
Trendelenburg c+20°
Giivenli calisma yiik - 120 kg

| Tagima (yikleme) kapasitesi : 20 kg
OPSIYONEL DONANIMLAR

* Poliiiretan diz destek aparati.
* Krom nikel atik toplama kabi.

W

TM-A 1011
JINEKOLOJIK MUAYENE MASASI

GYNAECOLOGICAL EXAMINATION TABLE

STANDARD FEATURES

e Backrest adjustment. [manuel)

¢ Foot section adjustment. [manuel)

¢ Trendelenburg adjustment.(manuel)
e Leather [vinlex] mattress platform.

* Waste collection container. (plastic)
* Knee support brackets.

¢ |V pole.

* Lifting pole.

e Step. (foldable)

e Electrostatic powder coated frame. (RAL 7035)

. TECHNICAL PARAMETERS

External Dimensions : 950 % 1830 mm
Mattress Platform 2 550 x 1830 mm
Height : 800 mm
Backrest max. angle : 80°
Footrest max. angle c-90°
Trendelenburg c+20°
Safe working load :120kg

| Max.Loading capacily : 20 kg
OPTIONAL FEATURES

* Polyurethane knee support bracket.
® Chrome-nickel stainless waste collection container

HOSPITAL EQUIPMENT
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| » Krom nikel atik toplama kabi.

TM-A 1013

JINEKOLOJIK MUAYENE MASASI
GYNAECOLOGICAL EXAMINATION TABLE

STANDART DONANIM VE OZELLIKLER
* Sirt ayari.[manuel)

* Trendelenburg ayari.[manuel]

 Deri [vinlex) yatak platformu.

' STANDARD FEATURES
e Backrest adjustment. [manuel)
¢ Trendelenburg adjustment.[manuel]
e Leather (vinlex) mattress platform.
* Atik toplama kab. (plastik] * Waste collection container. [plastic)
¢ Diz destek aparati. * Knee support brackets.
* Serum askisl. s [V pole.
¢ Govdeden ayrilabilen ayakucu platformu. * Removable foot platform.
¢ Tutunma kolu. * Lifting pole.
¢ Elektrostatik toz boyali govde.[RAL 7035) ¢ Electrostatic powder coated frame. [RAL 7035)

OLCULER | TECHNICAL PARAMETERS
Dig Boyutlar - 975 x 1810 mm | External Dimensions 2975 x 1870 mm
Yatak Platformu 2 620 x 1810 mm Mattress Platform 2 620x 1810 mm
Yiikseklik : 850 mm Height : 850 mm
Maksimum sirt agisi 108" | Backrest max. angle : b5°
Trendelenburg s+ 140 | Trendelenburg c+14°
Giivenli calisma yiikii <120 kg | Safe working load “120kg

| Tagima (yikleme) kapasitesi : Ml kg | Max.Loading capacity : 240 kg
OPSIYONEL DONANIMLAR | OPTIONAL FEATURES

* Poliiiretan diz destek aparati. * Polyurethane knee support bracket.

® Chrome-nickel stainless waste collection container

turmed
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TM-A 1023
KAN ALMA KOLTUGU (UC MOTOR)
BLOOD DONOR CHAIR (THREE MOTOR)

STANDART DONANIM VE OZELLIKLER
* Sirt ayari.[motorlu]

¢ Ayakucu ayari.(motorlu)

* Trendelenburg ayari.[motorlu)

¢ El kumandasi

* Deri vinlex) yatak platformu.

* Aksesuar yuvalari.

* Kol destek aparati.

¢ Serum askisl.

* Tekerlekler ikisi kilitli.

« Elektrostatik toz boyali govde.[RAL 7035)

| STANDARD FEATURES

* Backrest adjustment. [motor)

¢ Thighrest adjustment. (motor)

¢ Trendelenburg.(motor)

¢ Handset control.

* Leather [vinlex) mattress platform.
¢ Accessory holders.

e Arm support bracket.

¢ |V pole.

¢ Castors two with break.

* Electrostatic powder coated frame. (RAL 7035)

OLCULER
Dis Boyutlar <730 %1760 mm
Yiikseklik - 51hmm
Maksimum sirt agisi - 78°
Trendelenburg $+12°
Yatak alti boslugu - 160 mm
Tekerler 126 mm
Giivenli calisma yitkii - 120 kg

| Tasima [yikleme) kapasitesi : 20 kg
TECHNICAL PARAMETERS
External Dimensions - 730 %1760 mm
Height - 515 mm
Backrest max. angle :78°
Trendelenburg (4120
Under-bed clearance - 160 mm
Castors diameter 125 mm
Safe working load 120 kg
Max Loading capacity 240 kg

J

OPSIYONEL DONANIMLAR

' 49 o Batarya.

TM-A 1022
KAN ALMA KOLTUGU (iKi MOTOR)
BLOOD DONOR CHAIR (TWO MOTOR)

 STANDART DONANIM VE OZELLIKLER
| * Sirt ayari.[motorlu)

» Ayakucu ayari.[motorlu]

* El kumandasi

* Deri [vinlex] yatak platformu.
| » Aksesuar yuvalarl.

* Kol destek aparati.

* Serum askisl.

* Tekerlekler ikisi kilitli.

« Elektrostatik toz boyali gévde.(RAL 7035)

STANDARD FEATURES
* Backrest adjustment. (motor)
¢ Thighrest adjustment. [motor)
* Handset control.
* Leather [vinlex) mattress platform.
* Accessory holders.
| * Arm support bracket.
| = IV pole.
¢ Castors two with break.
* Electrostatic powder coated frame. (RAL 7035)

OLCOLER

Dis Boyutlar < 730 %1760 mm
Yiikseklik - 515 mm
Maksimum sirt agisi =70°

Yatak alti boslugu - 160 mm
Tekerler 125 mm
Giivenli calisma yiikii <120 kg

Tagima [ykleme] kapasitesi 40 kg
TECHNICAL PARAMETERS

External Dimensions - 730 %1760 mm —
Height 515 mm
Backrest max. angle :78°

Under-bed clearance 2160 mm
Castars diameter : 125 mm

Safe working load 120 kg

Max Loading capacity - 240 kg

' . . ®
OPTIONAL FEATURES -E‘i‘ji?{ e d
= Battery. / b b I

HOSPITAL EQUIPMENT



TM-A 1010 TM-A 1009

KAN ALMA KOLTUGU KAN ALMA KOLTUGU
BLOOD DONOR CHAIR BLOOD DONOR CHAIR

* Sirt ayari.[manuel] ¢ Backrest adjustment. (manuel) ¢ Sirt ayart.[manuel ¢ Backrest adjustment. [manuel)

*» Ayakucu ayari.[manuel] * Foot rest adjustment. [manuel)  Ayakucu ayari.[manuel]  Foot rest adjustment. (manuel]

* Deri [vinlex) yatak platformu. e Leather (vinlex] mattress platform. e Deri [vinlex) yatak platformu. o Leather (vinlex) mattress platform.

* Kol destek aparati. * Arm support brackets. * Kol destek aparati. ¢ Arm support brackets.

* Elektrostatik toz boyali gévde.(RAL 9010) « Electrostatic powder coated frame. (RAL 9010} * Elektrostatik toz boyali gévde.(RAL 9010) « Electrostatic powder coated frame. (RAL 9010)
OLCULER TECHNICAL PARAMETERS OLCULER TECHNICAL PARAMETERS

Dis boyutlar : 660 % 1650 mm External Dimensions : 660 % 1650 mm Dis boyutlar - 660 x 1650 mm External Dimensions : 660 x 1650 mm
Yiikseklik : 520 mm Height : 520 mm Yiikseklik : 520 mm Height 2 520mm

Yatak platformu - 570 % 1650 mm Mattress platform - 570 % 1650 mm Yatak platformu - 570 x 1650 mm Mattress platform : 870 x 1650 mm
Giivenli calisma yiikii 120 kg Safe working load :120kg Giivenli calisma yiikii :120kg Safe working load 120 kg

Tagima [yiikleme) kapasitesi : 20 kg Max.Loading capacity : 20 kg Tasima (yiikleme) kapasitesi : 240kg Max.Loading capacity : 240 kg

_tsm 7997 d“
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Sedye
Stretcher

Kurtarma Ekipmanlan

Rescue Equipment

lIkyardim Ekipmanlan
First Aid Equipment
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770- 1060 mm

STANDART DONANIM VE OZELLIKLER

* Metal Govde.

e Yatak platformu. (kompakt laminant HPL]

e Yiikseklik ayari.(hidrolik]

» Trendelenburg ve Ters trendelenburg.(hidrolik)

e Sirt ayari.(amortisér)

¢ Diz ayar1. [amortisor)

e Ayak ucu. (manuel)

 Korkuluklar. (metal)

¢ Silte: Sivi gecirmez, alev almaz, anti-bakteriyel PU kilif
» Serum askisi [ylikseklik ayarli).

* Besinci tekerlek. (kolay manevra ve dénis)

¢ Merkezi yon Kilitli tekerlekler.

* Carpma tampon tekerlekleri.

e Aksesuar yuvalari.

e Tiip tasima aparati.

* Malzeme gozu.

» Elektrostatik toz boyali gévde. (RAL 7016 ve 1023)

OLCULER

Dis boyutlar 2 1965 x 780 mm
Yatak platformu - 1850 x 600 mm
Yatak kalinligi : 80mm
Yilkseklik ayari 2 770-1060 mm
Maksimum sirt agisi : 70°

Maksimum diz acisi : 300
Trendelenburg / Ters trendelenburg c+18°/-18°
Korkuluk yiksekLgi : 270 mm

Yatak alti boslugu : 130 mm
Tekerlekler : 150 mm
Giivenli calisma yiikii 125 kg

Tagima (yiikleme) kapasitesi : 250 kg

OPSIYONEL DONANIMLAR

o Emniyet kemeri.
© X-Ray kaset yeri.

92

OPD

STANDARD FEATURES

* Metal frame.

¢ Mattress platform. (compact laminate HPL)

 Height adjustment. (hydraulic]

e Trendelenburg and reverse trendelenburg [hydraulic).
» Backrest adjustment. (gas piston)

e Thigh rest adjustment. (gas piston])

e Footrest. [manuel)

e Side rails. (metal)

* Mattress: Waterproof, flame retardant, anti-bacterial PU cover.
e |V pole. (Height adjustable)

e Fifth wheel. (easy maneuver and turn)

* Castors with central brake and direction lock systerm.
* Protective corner bumpers.

* Accessory holders.

* Oxygen cylinder holder.

* Material rack.

e Electrostatic powder coated metal frame. (RAL 7016 and 1023)

TECHNICAL PARAMETERS

External Dimensions 2 1965 x 780 mm

Mattress Platform - 1850 % 600 mm

Mattress thickness : 80 mm

Height Adjustment 2 770 - 1060 mm

Backrest max. angle : 70°

Footrest max. angle 300

Trendelenburg / Rev.trendelenburg c+18°/-18°

Height of side rails : 270 mm

Under bed clearence : 130 mm

Castors diameter : 150 mm ™

Safe working load 125 kg o)

Max.Loading capacity - 550 kg o
o
Q
=
b=

OPTIONAL FEATURES

o Safety belt.

o X-Ray cassette holder.

HOSPITAL EQUIPMENT
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STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Ahsap yatak platformu.

¢ Sirt ayari.(manuel)

e X-Ray kaset yeri.

* Yiikseklik ayari.(hidrolik]

» Trendelenburg ayari.(amortisér]

e Aliminyum korkuluklar.

* Siinger GUzeri vinleks kapli silte.

* Serum askisl.

e Tekerlekler ikisi kilitli.

o Elektrostatik toz boyali govde.[RAL 7035)

OLCULER

Dis boyutlar - 680 x 2010 mm
Yiikseklik ayari - 620-930 mm
Yatak platformu - 600 % 1850 mm
Trendelenburg :20°

Korkuluk yitksekligi : 230 mm

Yatak altr boslugu - 180 mm
Tekerlekler - 150 mm
Giivenli galigma yilkd - 120kg

Tagima (yiikleme) kapasitesi - 150 kg
OPSIYONEL DONANIMLAR

 Emniyet kemeri.

- 2100 mmy

- 1850 mm
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TM-C 3017

SEDYE (HIDROLIK)
STRETCHER (HYDRAULIC)

STANDARD FEATURES

* Metal frame.

* Wooden mattress platform.

¢ Backrest adjustment. [manuel)
* X-Ray cassette holder.
 Height adjustment. [hydraulic]
e Trendelenburg. [gas piston)

* Aluminium side rails.

¢ Vinyl-covered mattress foam.

* [V pole.

* Castors two with break.

e Electrostatic powder coated frame. [RAL 7035)

| TECHNICAL PARAMETERS

| External Dimensions <680 x 2010 mm
Height Adjustment :620-930 mm
Mattress platform 2600 % 1850 mm
Trendelenburg :20°

| Height of side rails 230 mm

| Under-bed clearance 180 mm
Castors diameter 2150 mm
Safe working load 120kg

| Max.Loading capacity 250 kg
OPTIONAL FEATURES
o Safety belt.

620 - 930 mm

HOSPITAL EQUIPMENT
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TM-C 3008

SEDYE (HIDROLIK)
STRETCHER (HYDRAULIC)
STANDART DONANIM VE OZELLIKLER STANDARD FEATURES
* Metal govde. * Metal frame.
* Metal yatak platformu. * Metal mattress platfrorm.
¢ Sirt ayari.(amortisdr) ‘ ¢ Backrest adjustment. (has piston]
* Yiikseklik ayari.(hidrolik] e Height adjustment. [hydraulic)
e Trendelenburg.(amortisér) ¢ Trendelenburg. (gas piston)
* Metal korkuluklar. ¢ Metal side rails.
 Slinger uzeri vinleks kapli silte. e Vinyl-covered mattress foam.
¢ Serum askisI. * |V pole.
¢ Tekerlekler ikisi kilitli. * Castors two with break.
* Elektrostatik toz boyali govde.[RAL 7035) e Electrostatic powder coated frame. [RAL 7035)
OLCULER TECHNICAL PARAMETERS
Dis boyutlar - 660 %2030 mm | External dimensions - 660 % 2030 mm
Yiikseklik ayan - 670-960 mm | Height adjustment 2 670-960 mm
Yatak platformu - 600 x 1850 mm | Mattress platform 2600 % 1850 mm
Trendelenburg 20 | Trendelenburg 0°
Korkuluk yiiksekligi 260 mm Height of side rails : 260 mm
Yatak alti boslugu - 250 mm | Under-bed clearance : 260 mm
Tekerlekler :150 mm | Castors diameter :150 mm
Gidvenli calisma yiikii 120 kg | Safe working load 1120 kg
| Tasima (yikleme) kapasitesi - 250 kg | Max.Loading capacity 250 kg
OPSIYONEL DONANIMLAR | OPTIONAL FEATURES
o Emniyet kemeri. L. Safety belt.

£80 mm

L R
| - mm
! N ;.; =y | 670 - 960
250 mm &{5
- 2030 mm - A 2150 mm Y
@ . tsuumfig‘;IIIEds
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TM-C 3007

SEDYE
STRETCHER

STANDART DONANIM VE OZELLIKLER STANDARD FEATURES
* Metal govde. * Metal frame.
* Metal yatak platformu. * Metal mattress platform.
¢ Sirt ayari.(amortisdr) ¢ Backrest adjustment. (gas piston)
* Trendelenburg. [amortisor) * Trendelenburg. [gas piston)
e Metal korkuluklar. * Metal side rails.
* Siinger Uzeri vinleks kapl silte. e Vinyl-covered mattress foam.
e Serum askisi. e [Vpole.
e Tekerlekler ikisi kilitli.  Castors two with break.
¢ Elektrostatik toz boyali govde.[RAL 7035) e Electrostatic powder coated frame. [RAL 7035)
OLCULER I TECHNICAL PARAMETERS
Dis boyutlar - 680 % 2030 mm External dimensions - 680 x 2030 mm
Yiikseklik ayari -850 mm | Height adjustment -850 mm
Yatak platformu <600 x 1850 mm | Mattress platform - 600 x 1850 mm
Trendelenburg -0° Trendelenburg :0°
Korkuluk yiiksekligi - 280 mm Height of side rails - 280 mm
Yatak altr boslugu - 250 mm | Under-bed clearance - 260 mm
Tekerlekler 150 mm | Castors di_ameler 150 mm
Giivenli galigma yilkd :120kg Safe working load 120 kg

| Tosima (yiklemel kapasitesi 150 kg I Max.Loading capacity : 150 kg
OPSIYONEL DONANIMLAR | OPTIONAL FEATURES

| » Emniyet kemeri. | Safety belt.

% l Since 1997 I”
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660 mm

STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Ahsap yatak platformu.

¢ Sirt ayari.(manuel)

* Trendelenburg.(amortisor)

* Metal korkuluklar.

* Siinger Uzeri vinleks kapli silte.
 Ayrilabilir Ust govde.

* Serum askisl.

* Tekerlekler ikisi kilitli.

* Elektrostatik toz boyali govde.[RAL 7035)

OLCULER

Dis boyutlar 660 x 2010 mm
Yiikseklik ayari - 820 mm

Yatak platformu - 580 x 1900 mm
Trendelenburg :0°

Korkuluk yiiksekligi 280 mm

Yatak altr boslugu - 250 mm
Tekerlekler 150 mm
Giivenli calisma yiik :120kg

Tagima (yikleme) kapasitesi : 250 kg
OPSIYONEL DONANIMLAR

| * Emniyet kemeri.

1900 mm -

820 mm

2010 mm -
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TM-C 3003

SEDYE
STRETCHER

STANDARD FEATURES

* Metal frame.

* Wooden mattress platform.

¢ Backrest adjustment. [manuel)
e Trendelenburg. [gas piston)

¢ Metal side rails.

e Vinyl-covered mattress foam.

~* Detachable top platform.

* |V pole.
* Castors two with break.
e Electrostatic powder coated frame. [RAL 7035)

TECHNICAL PARAMETERS
External dimensions - 6660 x 2010 mm
Height adjustment :820 mm
Mattress platform :580 x 1900 mm
Trendelenburg 200
Height of side rails - 280 mm
Under-bed clearance :250 mm
Castors diameter 150 mm
Safe working load 120 kg
Max.Loading capacity : 250 kg
OPTIONAL FEATURES

| Safety belt.

HOSPITAL EQUIPMENT

turmed



STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Sedye iic parcadan olusur.

* Ahsap yatak platformu.

e Sirt ayari.[manuel)

* Metal korkuluklar.

* Siinger Uzeri vinleks kapli silte.

¢ Steril ortam alt araba.

¢ Dis ortam alt araba.

¢ Trendelenburg.(amortisdr)

e Serum askisi.

e Malzeme rafi.

¢ Tiip tasima aparati. (5 Lt]

* Merkezi yon kilitli tekerlekler.

o Elektrostatik toz boyali gévde. (RAL 9010 ve 5018)

OLCULER
Dis boyutlar (komple) - 720 % 3900 mm
Dig boyutlar (tek parga) =720 % 1980 mm
Yitkseklik - 900 mm
Yatak platformu - 580 x 1830 mm
Trendelenburg 220
Korkuluk yiiksekligi - 250 mm
Yatak alti boslugu 270 mm
Tekerlekler - 150 mm
Gidvenli calisma yiikii <120 kg
Tagima (yikleme) kapasitesi 250 kg
OPSIYONEL DONANIMLAR
o X-Ray kaset yeri.
| ® Emniyet kemeri.
-t 1830 mm -
A\l
- 1980 mm -
- 3900 mm -

TM-C 3012

SEDYE (AMELiYATHANE TRANSFER])

STRETCHER (SURGERY TRANSFER)

STANDARD FEATURES

* Metal frame.

* Total consists of three parts.

* Wooden mattress platform.

e Backrest adjustment. [manuel]

* Metal side rails.

* Vinyl-covered mattress foam.

* Sterile environment trolley.

¢ Qutdoor trolley.

¢ Trendelenburg. [gas piston)

* |V pole.

* Material rack.

¢ Oxygen cylinder holder. (5 Lt]

* Castors with central brake and direction lock system.
¢ Electrostatic powder coated frame. [RAL 9010 and 5018)

TECHNICAL PARAMETERS

External Dimensions (complete) ~ :720x 3900 mm
External Dimensions (single) :720 x 1980 mm
Height :900 mm
Mattress platform -580 x 1830 mm
Trendelenburg 20°

Height of side rails 2250 mm
Under-bed clearance 270 mm
Castors diameter 2150 mm

Safe working load 120 kg
Max.Loading capacity 250 kg
OPTIONAL FEATURES

© X-Ray cassette holder.

o Safety belt.

@150 mm
270 mm

"

Firmamiz, Uriin Olgii ve Ozelliklerini Degisirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz. 5 7
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.

- tuitmed

HOSPITAL EQUIPMENT



STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Metal yatak platformu.

¢ Sirt ayari.lmanuel)

* Metal korkuluklar.

 Slinger lzeri polyester kapli silte.

e Ayrilabilir st platform.

* Malzeme rafl..

 Tlip tasima aparati.

* Serum asma aparati.

¢ Tekerlekler ikisi kilitli.

* Elektrostatik toz boyali govde.(RAL 9010)

OLCULER
Dis boyutlar 2660 %2130 mm
Yitkseklik - 850 mm
Yatak platformu - 540 % 1770 mm
Korkuluk yiksekligi - 200 mm
Tekerlekler - 125 mm
Giivenli calisma yiikii 120 kg

| Tagima lyiikleme) kapasitesi - 40 kg
OPSIYONEL DONANIMLAR

| * Emniyet kemeri.

TM-C 3002
SEDYE
STRETCHER

STANDARD FEATURES

* Metal frame.

* Metal mattress platform.

e Backrest adjustment. (manuel)

* Metal side rails.

* Polyester mattress platform over sponge.
* Detachable top platform.

* Material shelf.

* Oxygen cylinder holder.

¢ |V pole.

e Castors two with break.

¢ Electrostatic powder coated frame. [RAL 9010)

TECHNICAL PARAMETERS

External Dimensions 2660 x 2130 mm
Height -850 mm
Mattress platform 040 x 1770 mm
Height of side rails - 200 mm
Castors diameter 125 mm
Safe working load 120 kg

| Max.Loading capacity 240 kg
OPTIONAL FEATURES

| Safety belt.

Firmaniz, Uriin Olgii ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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TM-C 3001
SEDYE (KATLANIR])
STRETCHER (FOLDING)

'STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Yatak platformu polyester.

* Katlanir govde ve ayak.

e Elektrostatik toz boyali gévde.[RAL 9010)

_ STANDARD FEATURES
_ ® Metal frame.
* Mattress platform is made of polyester.
¢ Foldable body and legs.
* Electrostatic powder coated frame. [RAL 9010)

7 OPTIONAL FEATURES
| Safety belt.

| OPSIYONEL DONANIMLAR
| Emniyet kemeri.

dLciiLer

Dis boyutlar (agik) - 600 x 2000 mm
Yiikseklik [agik) = 270 mm

Dis boyutlar (kapali] : 400 x 1000 mm
Yiikseklik (kapal) - 140 mm

TECHNICAL PARAMETERS

External Dimensions (open] - 600 x 2000 mm
Height (open) - 270 mm
External Dimensions (closed): 600 x 1000 mm
Height (closed) =140 mm

turmed
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STANDART DONANIM VE OZELLIKLER
* Govde etial 61 aliminyum.

* Otomatik katlanan ayak mekanizmasi.

¢ Sirt ayari. [manuel)

e Ayakucu ayari. (manuel)

* PVC kaplama sedye ylizeyi.

* Korkuluklar.

 Antibakteriyel dikissiz, alev geciktirici ozellikte sedye
minderi.

' BLCiLER

En - 550 mm
Boy 1935 mm
Yitkseklik - 845 mm
Agirlik - 38 Kg

Tagima Kapasitesi : 180 Kg

OPSIYONEL DONANIMLAR

o (st aynr.

 Otomatik kilitlemeli kilit ve ray sistemi.
MR uyumu. (1sin gegirgenli)

TM-C 3010

AMBULANS SEDYESiI
AMBULANCE STRECTHER

' STANDARD FEATURES

e Frame etial 61 aluminium.

* Automatic folding leg mechanism.
_® Backrest adjustment.[manuel)

e Footrest adjustment.[manuel]

* PVC stretcher surface coating.

* Side rail.

» Anti-bacterial, seamless, flame retardant featured
stretcher mattress.

! TECHNICAL PARAMETERS

| Width : 550 mm
Length - 1935 mm
Height : 845 mm
Weight : 38 Kg

| Loading capacity : 180 Kg

OPTIONAL FEATURES

* Detachable top.

e Automatic locking rail and lock system.
* MR compliance (X-ray permeability)

l Since figé IE
Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bi[giLeri Web Sitemizden Takip Edebilirsiniz. 59 / HOSPITAL EQUIPMENT
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website. '



TM-C 3004

SEDYE (KOMBINE - SANDALYE)
STRETCHER (CONVERTIBLE TO CHAIR)

e Aliminyum gdvde.

'» PVC yatak platformu.
* Sandalye pozisyonu.
e Emniyet kemerleri.

* Tekerlekler.

e Aluminium frame.

| ® PVC mattress platform.
e Chair position.
| * Safety belt.

e Castors.

ﬁl.l}ijLEll TECHNICAL PARAMETERS
En - 525 mm Width :525 mm
Boy (sedyel - 1680 mm Length [stretcher] : 1880 mm
Yiikseklik [sedye] 210 mm Height [stretcher] : 210 mm
Yiikseklik (sandalye) : 1350 mm Height (chair) - 1350 mm
Agirlik 12 kg Weight 12kg
Tasima Kapasitesi - 160 kg Loading capacity : 160 kg

Firmamiz, rin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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STANDART
* Sahra kullanimina uygundur.
*Govde etial 61 aliminyum.

| * Suitable to use for sahra.

TM-C 3022

SAHRA SEDYE
SAHRA STRETCHER

* Frame etial 61 aluminium.

* PVC yatak platformu.
* Emniyet kemerleri.

* PVC mattress platform.
* Safety belt.

~* Dorde katlanir.

OLCULER

En :500 mm

Boy (agik) :1980 mm
Boy (kapali) -1000 mm
Yiikseklik 180 mm

Agirlik :Thg

Tagima Kapasitesi  : 150 kg

~* Foldable in four.

TECHNICAL PARAMETERS
Width :500 mm
Length (open] - 1980 mm
Length (closed) - 1000 mm
Height 180 mm
Weight Thg
Loading capacity :150 kg

ﬁ“ﬂ’?‘)med
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TM-C 3006

OMURGA TAHTASI (PLASTIK)
SPINAL BACKBOARD (PLASTIC)

TM-C 3014

OMURGA TAHTASI (AHSAP)
SPINAL BACKBOARD (WOODEN)

TM-C 3005

FARAS SEDYE
SCOOP STRETCHER

* ABS govde.
* Suda batmayan tasarim.
¢ EL tutma yeri. (10 adet]

* Emniyet kemeri. (4 adet]
* X-ray gecirgen govde.

¢ ABS frame.

* Float design.

* Handle. (10 pieces)
 Safety belt. [4 pieces)

* X-Ray transculent surface.

OLCULER TECHNICAL PARAMETERS
En : 440 mm Width - 440 mm
Boy - 1830 mm Length 1830 mm
Yitkseklik 240 mm Height 240 mm
Agirlk :7hkg Weight 175 kg

Tasima Kapasitesi - 180 kg Loading capacity : 180 kg

* Ahsap govde.
e El tutma yeri. [10 adet)

* Emniyet kemeri. (3 adet)
! e X-ray gecirgen govde.

* Wooden frame.
¢ Handle. (10 pieces]

« Safety belt. (3 pieces]

* X-Ray transculent surface.

OLCULER TECHNICAL PARAMETERS
En - 540 mm Width - 540 mm
Boy - 1840 mm Length 1840 mm
Yikseklik - 20 mm Height :20mm

Firmamiz, Uriin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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e Aliminyum goévde.

* Kaydirmaz yatma ylzeyi.

* Emniyet kermeri.

~* Aluminium frame.
¢ Nonskid surface.

* X-ray gecirgen govde.

_* Safety belt.

* X-Ray transculent frame.

OLcULER TECHNICAL PARAMETERS

En :420 mm Width - 420 mm

Boy :1660-2000 mm  Length - 1660-2000 mm
Agirlik 0kg Weight 10 kg

Tasima Kapasitesi : 200 kg Loading capacity : 200 kg

ﬁ“ﬂ’i*}med’
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BASKET SEDYE
BASKET STRETCHER

STANDART DONANIM VE OZELLIKLER

* PP plastik govde.

e Aliminyum destek sasesi.

* Suda batmayan tasarim. [Su destekleri ile)

e El tutma yeri. (12 adet)
¢ Kaydirmaz yatma ylizeyi.
e Oriimcek kemer harictir.

STANDARD FEATURES

¢ PP plastic frame.
e Aluminium frame.

* Float design. [With water support)

 Handle. (12 pieces)
* Nonskid surface.
* Without Lifting belt.

OLCULER

En <620 mm
Boy <2170 mm
Yikseklik - 185 mm
Agirlik :1ikg

Tasima Kapasitesi - 200 kg

TECHNICAL PARAMETERS
Width - 620 mm
Length 2070 mm
Height 185 mm
Weight 14 kg

Loading capacity : 200 kg

TM-C 3021

STANDART DONANIM VE OZELLIKLER
* Plastisol kaplamali poliliretan govde.
 Bas ve cene kemerleri.

* Su gecirmez.

STANDARD FEATURES

e Polyurethane body with plastisol coating.
* Head and jaw belth.

* Waterproof.

Firmamiz, (riin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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TM-C 3019

BAS SABITLEYICi
HEAD STABILIZER

TM-C 3024

KED KURTARMA YELEGI
KED EXTRICATION VEST

W

STANDART DONANIM VE OZELLIKLER

¢ 1100 denier polyester PVC kumas.

* Renk kodlamali kemer sistemi.

* X-ray 1sinlarini gecirgen.

¢ Anti-sok pantolonu, defibrillator ile kullanima uygundur.

* Bas tespit bantlari, 6zel yastigl ve tasima cantasi ile beraber.

STANDARD FEATURES

* PVC rugged 1100 denier polyester.

* Color-coded belt System.

* X-ray is permeable.

¢ Anti-shock trousers, suitable for use with the defibrillator.
* Along with head fixing tape, a special pad and carrying bag.

f”i‘]f”f}meds
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TM-C 3023

VAKUM SEDYE
VACUUM STRETCHER

STANDART DONANIM VE OZELLIKLER

¢ Polilretan kaplamali kumas.

e X-ray 1sinlarini gecirgen.

* Emniyet kemeri.

¢ Vakum pompasi.

e Tutma yeri. [ 12 adet]

* Hava kacirmayi engelleyici supap sistemi.

* Antibakteriyel dikissiz, alev geciktirici kumas.

STANDART DONANIM VE OZELLIKLER

* Polyurethane-coated fabric.

e X-ray is permeable.

» Safety belt.

* Vacuum pump.

* Handle. (12 pieces)

¢ Air miss prohibitive special valve system.

e Anti-bacterial, seamless, flame retardant fabric.

OLCULER TECHNICAL PARAMETERS
En 1000 mm Width - 1000 mm
Boy - 2000 mm Length - 2000 mm
Yikseklik <70 mm Height 70 mm
Agirik :Tkg Weight :Tkg

Firmamiz, (riin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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STANDART DONANIM VE OZELLIKLER
e PVC govde.

* Fermuar ve hava kacirmayan valfler.
» X-ray Isinlarini gecirgen.

e Atel sisirme pompasi.

e Canta.

* Tam kol.

e Yarim kol.

¢ El-Bilek

* Tam bacak.

* Yarim bacak.

e Ayak - bilek.

STANDART DONANIM VE OZELLIKLER
* PV.C. frame.

e Zippers and airtight valves.
e X-ray is permeable.

* Splint inflation pump.

* Bag.

e Fullarm.

* Half arm

* Hand-wrist.

e Full leg.

* Half leg.

e Foot-ankle

Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website. 6 3

TM-C 3026

SISME ATEL SETI
INFLATABLE SPLINT SET

ﬁ'

i

TM-C 3025

TRAKSIYON ATEL SETI
TRACTION SPLINT SET

«%"lg

STANDART DONANIM VE OZELLIKLER
* Aliminyum teleskopik sase.

* Bacak tespit bantlari.

* Otomatik gergi makarasi.

* Tasima cantasl.

STANDART DONANIM VE OZELLIKLER
e Telescopic aluminum chassis.

* Fixing leg tapes.

* Automatic tensioner reel.

e Carrying bag

OLCULER TECHNICAL PARAMETERS

En - 185 mm Width 185 mm

Boy :1240-1440mm | Length - 1240-1440 mm
Agirlik 35 kg Weight :3hkg

ffﬁf“fymeds
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Pediatrik Karyola
Pediatric Bed

Pediatrik Sedye

Pediatric Stretcher

Bebek Kodu
Infant Cot

Cocuk Muayene Masasi

Pediatric Examination Table

Eﬁ’Wed°
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TM-K 2219

'Eﬁmr‘l e d PEDIATRIK HASTA KARYOLASI (iKi MOTOR]
/ PEDIATRIC PATIENT BED (TWO MOTOR)

HOSPITAL EQUIPMENT



STANDART DONANIM VE OZELLIKLER
e Sirt ayari.[motorlu)

* Diz ayarl. [motorlu)

e Ayak ucu. [manuel)

* Trendelenburg [amortisér).

e El kurnandasi.

* Ahsap yatak platformu.

* Basliklar. (¢ikarilabilir)

e Aliminyum korkuluklar.

e Serum askis (ylikseklik ayarl).

* Tekerlekler ikisi kilitli.

» Elektrostatik toz boyali govde. (RAL 4003)

STANDARD FEATURES

e Backrest adjustment. [motor]

¢ Thigh rest adjustment. [motor)
 Footrest. [manuel
 Trendelenburg (gas piston).

* Handset control.

* Wooden mattress platform.

¢ Head and foot boards. [detachable)
¢ Aluminium Side Rails.

¢ |V pole. (height adjustable]

* Castors two with brake.

e Electrostatic powder coated frame. [RAL 4003)

OLCULER TECHNICAL PARAMETERS

Dis boyutlar - 1600 % 790 mm External Dimensions 21600 x 790 mm

Yatak platformu - 1500 x 710 mm Mattress Platform - 1500 x 710 mm

Karyola yiikseklik :570 mm Height :570 mm

Maksimum sirt agisi ]I Backrest max. angle :70°

Maksimum diz agisi :35° Footrest max. angle :35°

Trendelenburg 5122 Trendelenburg PR

Korkuluk yiiksekligi : 280 mm Height of side rails : 280 mm

Baslik yiiksekligi : 345 mm Height of head-foot boards : 345 mm

Yatak alti boglugu : 160 mm Under-bed clearance : 160 mm o

Tekerlekler 2125 mm Castors diameter 125 mm —

Giivenli galisma yiikii 120 kg Safe working Load :120kg (]

Tagima (yiikleme) kapasitesi : 250 kg Max.Loading capacity : 250 kg ™~
x
=

. -

OPSIYONEL DONANIMLAR OPTIONAL FEATURES

* Tarti sistemi. * Weight scale system.

* Batarya. * Battery.

 Sirt kismi manuel CPR. * Manuel CPR at backrest.

 Manyetik kilitli el kumandasi. « Handset control with magnetic lock.

.. L0 . P * Ortopedi traksiyon cercevesi. * (rthopedics traction frame.
i e « Tutunma kolu. « Lifting Pole.
| ® Hemsire paneli. = Nurse control
1
790 mm
570 mm
v v
tmzce 7997 dE
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TM-K 2213

-Eliil’i?\’ PEDIATRIK HASTA KARYOLASI (TEK MOTOR)
/VM PEDIATRIC PATIENT BED (SINGLE MOTOR)
HOSPITAL EQUIPMENT



STANDART DONANIM VE OZELLIKLER STANDARD FEATURES

TM-K 2213

e Sirt ayari.[motorlu)  Backrest adjustment. [motor]
e Trendelenburg [amortisor). ¢ Trendelenburg [gas pisten).
¢ El kumandasi. * Handset control.
e Ahsap yatak platformu. * Wooden mattress platform.
e Basliklar. (¢cikarilabilir) ¢ Head and foot boards. [detachable)
 Altiminyum korkuluklar. e Aluminium Side Rails.
» Serum askis| [ytikseklik ayarli). ¢ |V pole. (height adjustable]
e Tekerlekler ikisi kilitli. ¢ Castors two with brake.
* Elektrostatik toz boyali govde. (RAL 1023) e Electrostatic powder coated frame. [RAL 1023)
OLCULER TECHNICAL PARAMETERS
Dis boyutlar - 1600 x 790 mm External Dimensions :1600x 790 mm
Yatak platformu - 1500 % 710 mm Mattress Platform 1500 % 710 mm
Karyola yiikseklik ;570 mm Height : 570 mm
Maksimum sirt agisi . 70° Backrest max. angle . 70°
Trendelenburg :12° Trendelenburg 212°
Korkuluk yiiksekligi : 280 mm Height of side rails : 280 mm
Baslik yiiksekligi : 345 mm Height of head-foot boards : 345 mm
Yatak alt bogludu - 160 mm Under-bed clearance - 160 mm
Tekerlekler ;125 mm Castors diameter 125 mm
Givenli caligma yikii 120 kg Safe working Load 120 kg
Tagima [yiikleme) kapasitesi 200 kg Max.Loading capacity : 260 kg
0PSiYONEL DONANIMLAR OPTIONAL FEATURES
* Tarti sistemi. * Weight scale system.
* Batarya. * Battery.
 Sirt kismi manuel CPR. o Manuel CPR at backrest.
 Manyetik kilitli el kumandasi. « Handset control with magnetic lock.
i * Ortopedi traksiyon cercevesi. * (rthopedics traction frame.
B KR " | | - © Tutunma kolu. « Lifting Pole.
£ b | | | L‘" 280 o « Hemgire paneli. « Nurse control
x Sg=—r 1. o

790 mm

570 mm

‘ U L
l Since 1991 IE
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STANDART DONANIM VE OZELLIKLER
* Ahsap yatak platformu.

* Sirt ayari.[manuel)

¢ Yiikseklik ayari.lhidrolik]

e Altiminyum korkuluklar.

* Siinger Uzeri vinleks kapli silte.

e Serum askis!. [yiikseklik ayarli)

¢ Merkezi yon Kilitli tekerlekler.

* Elektrostatik toz boyali govde.[RAL 6018)

OLCULER
Dis boyutlar - 680 x 1620 mm
Yiikseklik - 750 - 1050 mm
Trendelenburg s+ 12020
Yatak platformu - 600 x 1420 mm
Korkuluk yitksekligi - 230 mm
Yatak alti boslugu - 180 mm
Tekerlekler <150 mm
Gilvenli calisma yiikil 120 kg

| Tasima (yikleme] kapasitesi : 20 kg
OPSIYONEL DONANIMLAR

o X-Ray kaset yeri.
| * Emniyet kemeri.

- 1620 mm -

600 mm £80 mm

- 1420 mm >

g QOB
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* Trendelenburg ve ters trendelenburg ayari.(hidrolik)

TM-K 2214

PEDIATRIK SEDYE
PEDIATRIC STRETCHER

STANDARD FEATURES

* Wooden mattress platform.

¢ Backrest adjustment. [manuel)

¢ Height adjustment. (hydraulic]

 Trendelenburg and reverse trendelenburg. (hydraulic]
e Aluminium side rails.

e Vinyl-covered mattress foam.

« |V pole. [height adjustable)

* Castors with central brake and direction lock system.
¢ Electrostatic powder coated frame. [RAL 6018)

TECHNICAL PARAMETERS
External Dimensions 2680 x 1620 mm
Height 2750 - 1050 mm
Trendelenburg s+ 1200120
Mattress platform 2600 x 1420 mm
Height of side rails 230 mm
Under-bed clearance 180 mm
Castors diameter 2150 mm
Safe working load 120 kg

_ Max.Loading capacity (20 kg
OPTIONAL FEATURES

* X-Ray cassette holder.

| Safety belt.

HOSPITAL EQUIPMENT
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STANDART DONANIM VE OZELLIKLER
* Ahsap yatak platformu.

* Sirt ayari.[manuel)

¢ Trendelenburg.(amortisor)

e Aliminyum korkuluklar.

e Siinger Uzeri vinleks kapli silte.

* Serum askis!. [ylikseklik ayarli)

e Tup tasima aparati.

* Tekerlekler ikisi kilitli.

s Elektrostatik toz boyali govde.[RAL 7035)

OLCULER

Dis boyutlar <680 x 1620 mm
Yiikseklik -850 mm
Trendelenburg e

Yatak platformu <600 % 1420 mm
Korkuluk yitksekligi 230 mm

Yatak alti boslugu < 240 mm
Tekerlekler - 150 mm
Gilvenli calisma yilki 120 kg

Tagima (yiikleme) kapasitesi M0 kg
OPSIYONEL DONANIMLAR

o X-Ray kaset yeri.
* Emniyet kemeri.

850 mm

49

TM-K 2215

PEDIATRIK SEDYE
PEDIATRIC STRETCHER

STANDARD FEATURES

* Wooden mattress platform.

 Backrest adjustment. (manuel]

¢ Trendelenburg. (gas piston)

¢ Aluminium side rails.

e Vinyl-covered mattress foam.

e |V pole. [height adjustable]

* Tube holder.

 Castors two with break.

e Electrostatic powder coated frame. [RAL 7035)

TECHNICAL PARAMETERS

External Dimensions 2680 x 1620 mm
Height -850 mm
Trendelenburg 20°

Mattress platform 2600 x 1420 mm
Height of side rails 230 mm
Under-bed clearance 2 240 mm
Castors diameter 2150 mm

Safe working load 120 kg
Max.Loading capacity 120 kg
OPTIONAL FEATURES

* X-Ray cassette holder.

| Safety belt.

HOSPITAL EQUIPMENT

turmwed
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TM-K 2202

COCUK KARYOLASI (REFAKATCI YATAKLI)

STANDART DONANIM VE OZELLIKLER

* Basliklar. [sabit)

e Travers sac yatak platformu.

e Metal korkuluklar.

* Serum askisl.

* Tekerlekler ikisi kilitli.

* Refakatci yatag.

¢ Hareketli komidin.

¢ Elektrostatik toz boyali g

GLCHLER
Dis boyutlar
Yiikseklik
Yiikseklik (refekatci karyolasi)
Dis boyutlar (komidin)
Yiikseklik (komidin]
Yatak platformu (ist)
Yatak platformu (refekatci karyolas) -
Korkuluk yiiksekligi
Baslk yiiksekligi
Tekerlekler
Giivenli calisma yiikii

| Tasima (yikleme) kapasitesi

- 400 mm - -

710 mm|

dvde.[RAL 7035 ve 5015]

2 780 % 1790 mm
- 1090 mm

- 250 mm

- 400 %710 mm
- 1090 mm
<1700 x 700 mm

1650 x 700 mm

- 260 mm
- 310 mm
- 100 mm
100 kg
- 180 kg

1790 mm -

780 mm

700 mm

70

STANDARD FEATURES

* Head and foot boards.|fixed)
 Traverse sheet mattress platform.

* Metal side rails.
¢ |V pole.

* Castors two with break.

¢ Attendant bed.
* Mobile bedstand.

PEDIATRIC BED (W/ATTENDANT BED)

e Electrostatic powder coated frame. (RAL 7035 and 5015)

TECHNICAL PARAMETERS
External Dimensions

Height

Height attendant bed)

External Dimensions (bedstand]
Height (bedstand)

Mattress platform (upper)
Mattress platform (attendant bed)
Height of side rail

Height of headboards

Castors diameter

Safe working load

Max.Loading capacity

1780 %
21090
: 250 mm
S 400x
1090
21700
: 1650
: 280 mm
2 310 mm
: 100 mm
2100 k
2180 ki

1790 mm
mm

710 mm
mm

%700 mm
%700 mm

g
g

t

urmed
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TM-K 2203

COCUK KARYOLASI (TEK AYARLI)
PEDIATRIC BED (SINGLE SETTING)

STANDARD FEATURES
" » Head and foot boards.|fixed)
* Backrest adjustment. [manuel)
* Traverse sheet mattress platform.
* Metal side rails.
L * [V pole.
o Electrostatic powder coated frame. (RAL 7035 and 6018]

STANDART DONANIM VE OZELLIKLER

* Basliklar. [sabit)

¢ Sirt ayari.[manuel)

* Travers sac yatak platformu.

* Metal korkuluklar.

* Serum askisl.

* Elektrostatik toz boyali govde.(RAL 7035 ve 6018)

' GLCiLER

TECHNICAL PARAMETERS

Dis boyutlar - 780 x 1550 mm External Dimensions - 780 x 1550 mm
Yiikseklik - 1000 mm Height - 1000 mm
Yatak platformu - 700 x 1400 mm Mattress platform - 700 x 1400 mm
Korkuluk yiiksekligi - 420mm Height of side rails < 420 mm
Baslik yitksekligi - 460 mm Height of head-foot boards < 460 mm
Givenli calisma yiki - 100kg Safe working load - 100 kg

Tasima (yikleme) kapasitesi - 180 kg Max Loading capacity : 180 kg

700 o omm | [e— A Ta0a mon
540 mm
X v 250knm
v
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STANDART DONANIM VE OZELLIKLER

* Basliklar. (sabit]

* Travers sac yatak platformu.

e Metal korkuluklar.

e Serum askisl.

¢ Elektrostatik toz boyali govde.[RAL 7035 ve 1023)

' bLglLeR

Dis boyutlar
Yiikseklik

Yatak platformu
Korkuluk yiiksekligi
Baslik yiiksekligi
Giivenli calisma yiikii

| Tagima [yikleme) kapasitesi

700 mm

: 780 % 1550 mm
- 1000 mm

- 700 % 1400 mm
2420 mm

- 460 mm

100 kg

- 180 kg

1500 mm

1400 mm

780 mm

TM-K 2204

COCUK KARYOLASI

PEDIATRIC BED

STANDARD FEATURES
¢ Head and foot boards. (fixed)
 Traverse sheet mattress platform.

* Metal side rails.
* |V pole.

* Electrostatic powder coated frame. [RAL 7035 and 1023)

TECHNICAL PARAMETERS
External Dimensions

Height

Mattress platform

Height of side rails

Height of head-foot boards
Safe working load
Max.Loading capacity

:780 x 1550 mm
- 1000 mm
:700 x 1400 mm
420 mm

460 mm

2100 kg

180 kg

T i
440 mm
420 mm
) Y t ! 4 1000 mm
540 mm
Iﬂﬁnm
v . . |
.Smu, 1)97
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TM-K 2207

BEBEK KODU
INFANT COT

* Plexiglass kiivet.

* Transparent plexiglass tub.

 Siinger uzeri vinleks kapli silte.

* Vinyl-covered mattress foam.

* Dolap. e Cabinnet.

¢ Trendelenburg. [manuel) ¢ Trendelenburg. [manual]
¢ Malzeme rafl. * Shelf.

¢ Tekerlekler. e Castors.

OLCULER

Dis boyutlar - 480 x 790 mm
Yiikseklik - 950 mm
Tekerlekler - 50 mm
Givenli calisma yiki - 2kg

Tasima yikleme) kapasitesi ;60 kg

o Elektrostatik toz boyali gdvde.(RAL 7035ve 5002) || « Electrostatic powder coated frame. (RAL 7035 and 5002)

TECHNICAL PARAMETERS

External Dimensions : 480x 790 mm
Height - 950 mm
Castors diameter - 50 mm

Safe working load < 0 kg

Max Loading capacity < 60 kg

Firmamiz, Uriin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.

_» Plexiglass kivet.

e Siinger Uzeri vinleks kapli silte.

TM-K 2210

BEBEK KODU
INFANT COT

» Transparent plexiglass tub.
e Vinyl-covered mattress foam.

| * Tekerlekler.

* Elektrostatik toz boyali govde.(RAL 7035)

e Castors. |
e Electrostatic powder coated frame. [RAL 7035)

OLCULER

Dis boyutlar - 480 x 820 mm
Yiikseklik - 950 mm
Tekerlekler : 50 mm
Givenli calisma yikii : 20 kg

Tasima (yiikleme) kapasitesi kg

TECHNICAL PARAMETERS

External Dimensions <480 % 820 mm
Height 2950 mm
Castors diameter 250 mm

Safe working load 2 kg
Max_Loading capacity 240 kg

ﬁﬁ’Wed°

HOSPITAL EQUIPMENT



e Travers sac yatak platformu.

TM-K 2208
BEBEK KARYOLASI
INFANT BED

* Traverse sheet mattress platform.

¢ Metal govde.

* Metal frame.

» Malzeme rafi.

e Shelf.

e Tekerlek.

* Castors.

* Elektrostatik toz boyali govde.[RAL 9010)

e Electrostatic powder coated frame. [RAL 9010)

OLCULER

Dis boyutlar : 480 %790 mm
Yiikseklik : 1000 mm
Yatak platformu 2 430 % 740 mm
Korkuluk yiiksekligi ;470 mm
Tekerlekler : 50 mm
Giivenli calisma yiikii : 0 kg

Tagima (yikleme) kapasitesi <60 kg

TECHNICAL PARAMETERS

External Dimensions : 480 % 790 mm
Height - 1000 mm
Mattress platform 2 430 % 740 mm
Height of side rail : 470 mm
Castors diameter : 50 mm

Safe working load 30 kg
Max.Loading capacity : 60 kg

Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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* Metal govde.

TM-K 2218
BEBEK ALT ACMA MASASI
INFANT CHANGING TABLE

* Metal frame.

e Uc kenari korumali yatak platformu.

* 3 sides protected matterss platform.

e Siinger lzeri vinleks kapli yatak platformu.

¢ Vinyl-covered mattress foam.

* Elektrostatik toz boyali gévde. (RAL 9010)

OLCULER
Dis boyutlar - 600 % 800 mm
Yitkseklik 21020 mm

' Electrostatic powder coated frame. (RAL 9010)

TECHNICAL PARAMETERS
External Dimensions - 600 x 800 mm
Height - 1020 mm

ﬁ“ﬁ’i*med
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TM-K 2217

COCUK MUAYENE MASASI (AHSAP)
PEDIATRIC EXAMINATION TABLE (WOODEN])

' STANDART DONANIM VE 6ZELLiKLER STANDARD FEATURES

* Ahsap govde. * Wooden frame.
* Sirt ayari.[manuel] e Backrest adjustment. [manuel]
e Siinger Uzeri vinleks kapli yatak platformu. * Vinyl-covered mattress foam.
* Cekmece. [dort adet) ¢ Drawers. (four piece)
* Dolap. [iki adet] e Cabinet. (two piece]
OLCULER TECHNICAL PARAMETERS
Dis boyutlar - 600 x 1400 mm External Dimensions - 600 % 1400 mm
Yilkseklik - 800 mm Height - 800 mm
Yatak platformu - 600 x 1400 mm Mattress platform 2600 % 1400 mm
Giivenli calisma yiikii 80 kg Safe working load 80 kg

| Tagima lyiikleme) kapasitesi 125 kg | Max.Loading capacity 125 kg

Firmaniz, Uriin Olgii ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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T4

STANDART DONANIM VE OZELLIKLER
* Metal gdvde.
¢ Sirt ayart.(manuel)

e Silinger Uzeri vinleks kapli yatak platformu.

e Elektrostatik toz boyali gévde.[RAL 9010)

OLCULER

Dis boyutlar - 600 x 1400 mm
Yiikseklik - 800 mm

Yatak platformu - 600 % 1400 mm
Giivenli calisma yiiki 80 kg

Tagima [yiikleme) kapasitesi 12 kg

TM-K 2216
COCUK MUAYENE MASASI

PEDIATRIC EXAMINATION TABLE

| STANDARD FEATURES

* Metal frame.
* Backrest adjustment. [manuel)

| » Vinyl-covered mattress foam.

* Electrostatic powder coated frame. [RAL $010)

TECHNICAL PARAMETERS
External Dimensions :600x 1400 mm
Height - 800 mm
Mattress platform - 600 x 1400 mm
Safe working load 80 kg

| Max.Loading capacity 125 kg

turmed
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Etajer
Bedside Cabinet

Yemek Masasi

Overbed Table

Eﬁ’ﬁmed’
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TM-E 5013

ETAJER
BEDSIDE CABINET

* Ahsap govde. * Wooden frarne.
* ABS st tabla. * ABS top table.
e Dort kenar aliminyumn profil. ~* Four edge aluminum profile.

~*Cekmeceli. e Drawer. o B |
* Dolapll. * Cabinet.

* Tekerlekler. * Castors.

OLCULER TECHNICAL PARAMETERS

Dig boyutler : 520 460 mm External Dimensions : 520 x 460 mm

Komidin Ust Tablas : 435x 515 mm Cabinet Top Table : 435 x 515 mm

Yikseklik : 820 mm Height : 820 mm

Teketlekler - 50 mm Castors ciameter : 50 mm

~* Ahsap govde.

* ABS Ust tabla.

¢ Dort kenar aliminyurn profil.
* Cekmeceli.

* Aclk rafli.

~* Dolaplu.

¢ Te kerlekle;

OLCULER

Dis bayutlar
Komicin st Tablast
Yitkseklik
Tekerlekler

- 520 x 460 mm
: 435x 515 mm
: 820 mm

: 50 mm

* Wooden frame.
* ABS top table.
* Four edge alurninurn profile.

TM-E 5014

ETAJER
BEDSIDE CABINET

‘ TECHNICAL PARAMETERS
External Dimensions

: 520 x 460 mm
- 435x 515 mm
: 820 mm
:50mm

Firmare.z, Uriin Olgt ve Ozelliklerini Degistirme Hakkira Sahiptir. Grcel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our compary has the right to change the product dimensions ard specifications. You can follow up the latest information from our website.
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STANDART DONANIM VE OZELLIKLER
* Ahsap govde.

* Ahsap Ust tabla.

e Cekmeceli.

* Dolapli.

* Tekerlekler.

OLCULER

Di boyutler : 430x 450 mm
Yikseklik - 760 mm
Tekerlekler : 50 mm

TM-E 5006

ETAJER
BEDSIDE CABINET

STANDARD FEATURES
* Wooden frarne.

* Wooden top table.

* Drawer.

¢ Cabinet.

¢ Castors.

TECHNICAL PARAMETERS

External Dimensions : 430 x 450 mm
Height : 760 mm
Castors diameter : 50 mm

Firmarrz, Oriin Olgi ve Gzelliklerini Defistime Hakkira Sahiptir. Gircel Bilgileri Web Sitemizden Takip Edebilirsiniz
Our company has the right to change the product dimensions ard specifications. You can follow up the latest information from our website.

STANDART DONANIM VE OZELLIKLER

* Metal govde.

* Ahsap (st tabla.

* Cekmeceli.

* Dolapli.

* Tekerlekler.

* Elektrostatik toz boyali ggvde.[RAL 7035 ve 5002

OLCULER

D5 boyutlar 2 440 x 400 mm
Yilkseklik : 770 mm
Tekerlekler : 50mm

TM-E 5005

ETAJER
BEDSIDE CABINET

STANDARD FEATURES

* Metal frame.

* Wooden top table.

* Drawer.

* Cabinet.

* Castors.

» Electrostatic powder coated frame. (RAL 70835anc 5002)

TECHNICAL PARAMETERS

External Dimensions - 440 x 400 mm
Height 2 770 mm
Castors dizmeter : 50mm

fﬁ’%ued’
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TM-E 5015 ‘ TM-E 5008

KOMBINE ETAJER KOMBINE ETAJER
COMBINED BEDSIDE CABINET COMBINED BEDSIDE CABINET
STANDART DONANIM VE OZELLIKLER STANDARD FEATURES | 'STANDART DONANIM VE OZELLIKLER ~ STANDARD FEATURES
* Ahsap govde. * Wooden frarne. * Metal govde. * Metal frame.
¢ Katlanir yemek masasi. * Foldable dining table. * Katlanir yemek masasi. * Foldable dining table.
* Yernek masasi ylikseklik ayari. [manuel) * Dining table height adjustment. [Manuel] * Yernek rmasasi ylikseklik ayari. [manuel] ¢ Dining table height adjustment. (Manuel
* Cekmeceli. * Drawer. * Cekmeceli. * Drawer.
* Acik rafli. ¢ Open shelf. ¢ Dolapli. * Cakinet.
* Dolapli. * Cabinet. * Tekerlekler ikisi kilitli. ¢ Castors two with brake.
* Tekerlekler ikisi kilitli. e Castors two with brake. * Elektrostatik toz boyali govde.[RAL 7035) ¢ Electrostatic powder coated frame. [RAL 7035]
OLCULER TECHNICAL PARAMETERS GLCULER TECHNICAL PARAMETERS
Dis boyutlar - 420 590 mm External Dimensions  A10x 850 mm Dis boyutlar : 400 x 540 mm Exterral Dimensions < 400 x 540 mm
Yiikseklik : 800 mm Height : 800 mm Yilkseklik - 820 mm Height : 820 mm
Komidin Ust Tabla - 500x 400 mm Cabinet Top Table : 500 x 400 mm Komidin Ust Tabla - 380 x 440 mm Cabinet Top Teble - 380 x 440 mm
Yemek Masesi Tablasi - 300 % 530 mm Dining Table : 300 x 530 mm Yemek Masas Teblasi : 300 x 530 mm Dirirg Teble - 300 x 530 mm
Yikseklik ayen (yemek masasi) - 760- 980 mm Height Adjustment (¢iring table)  : 760- 980 mm Yilkseklik ayan [yemek masesi) 780 - 1000 mm Height Adjustment (dining table) - 780 - 1000 mm
Tekerlekler :50mm | Castors iameter : 50mm Tekerlekler : 50 mm Castors diameter :50mm

_Em 1991 d‘
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* Metal ggvde.
* ABS Ust tabla.
o Yiikseklik ayari.lamortisar)

TM-E 5016

YEMEK MASASI
OVERBED TABLE

_* Metal frame.
* ABS top table.
e Height adjustrrent. (gas piston)

* Tekerlekler ikisi kilitli.

~* Castors two with brake.

* Etajer ile i ice gecebilen C tipi ayak.

" » C-shapet leg thet can be interwined with bedside catinet.

* Elektrostatik toz boyali govde. (RAL 7035)

OLCULER

Dis boyutler : 800x 410 mm
Yikseklik ayen - 760 - 1000 mm
Tekerlekler : 50 mm

» Electrostatic powder coated frarne. [RAL 7035)

TECHNICAL PARAMETERS

External Dimensions : 800 x 410 mm
Height adjustmert : 760 - 1000 mm
Castors ciameter 50 mm

_* Metal govde.
 ABS ist tabla.
~* ABS alt sase.

TM-E 5012

YEMEK MASASI
OVERBED TABLE

* Metal frame.
* ABS top table.
* ABS bottomn chassis.

* Yiikseklik ayari.lamortisor)

* Height adjustment. [gas piston)

* Tekerlekler ikisi kilitli.

* Castors two with brake.

* Elektrostatik toz boyali gévde. [RAL 7035)

GLCULER

Di5 boyutlar - 800 x 410 mm
Yilkseklik ayan - 740 - 980 mm
Tekerlekler : 50 mm

* Electrostatic powder coated frame. [RAL 7035i1

TECHNICAL PARAMETERS

External Dimensions : 800 x 410 mm
Height adjustment - T40 - 980 mm
Castors diameter :50mm

Firmarr.z, Uriin Olgt ve Ozelliklerini Degistirme Hakkira Sahiptir. Gircel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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TM-E 5011

YEMEK MASASI
OVERBED TABLE
* Metal govde. - e Metalframe.
* ABS Ut tabla. | *ABStop table.
e Yiikseklik ayari.lamortisar) | * Height adjustrnent.(gas piston]
* Tekerlekler ikisi kilitli. | * Castors two with brake. |
 Elektrostatik toz boyali govde.(RAL 7035) * Electrostatic powder coated frare. [RAL 7035)
OLClLER TECHNICAL PARAMETERS
Dig boyutler - 800x 410 mm External Dimensions : 800 x 410 mm
Yikseklik ayer - 780-980 mm Height adjustment : 780-980 mm
Tekerlekler : 50 mm Castors diameter : 50 mm

_* Metal govde.
_* Ahsap lst tabla.
* Yiikseklik ayari.[amortisor]

TM-E 5003

YEMEK MASASI
OVERBED TABLE

* Metal frame.
* Wooden top table.
 Height adjustment. (gas piston)

~* Tekerlekler ikisi kilitli.

* Castors two with brake.

'« Elektrostatik toz boyali gévde.[RAL 7035)

e Electrostatic powder coated frame. (RAL 7035)

' TECHNICAL PARAMETERS

Exterral Dimensions : 780 x 420 mm
Height adjustment - 760 - 1010 mm
Castors ¢izmeter : 50mm

Firmare, Uriin Olgi ve Ozelliklerini Degistirme Hakkira Sahiptir. Gir.cel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our compary has the right to change the product dimensions ard specifications. You can follow up the latest information from our website.
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* Metal govde.
* ABS Ust tabla.
* ABS alt sase.

_* Metal frame.

* Yiikseklik ayari.[manuel)

* Tekerlekler ikisi kilitli.

* Elektrostatik toz boyali govde.(RAL 7035)

OLCULER

Dis boyutlar
Yikseklik ayen
Tekerlekler

: 800 x 410 mm
- 770- 1080 mm
: 50 mm

TM-E 5010

YEMEK MASASI
OVERBED TABLE

* ABS top table.

~* ABS bottorn chassis.

~* Height adjustrnent.[manuel

~* Castors two with brake. |
* Electrostatic powder coated frarne. [RAL 7035)

TECHNICAL PARAMETERS

External Dimensions : 800 x 410 mm
Height adjustmert : 770- 1080 mm
Castors ciameter 50 mm

Firmare, Uriin Olgi ve Ozelliklerini Degistirme Hakkira Sahiptir. Gir.cel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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TM-E 5009

YEMEK MASASI
OVERBED TABLE

_* Metal govde. * Metal frame.

~» ABS st tabla. * ABS top table.

* Yiikseklik ayari.(manuel] - _* Height adjustment. [manual)
* Tekerlekler ikisi kilitli. _  Castors two with brake. |
* Elektrostatik toz boyali govde.(RAL 7035) e Electrostatic powder coated frame. (RAL 7035)
OLCULER TECHNICAL PARAMETERS
Drs boyutlar : 800 x 410 mm External Dimensions : 800 x 410 mm
Yilkseklik ayari - 830 -1090 mm Height adjustment : 830- 1090 mm
Tekerlekler - 50 mm Castors diameter - 50 mm

fﬁ’%med’
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TM-E 5002
YEMEK MASASI
OVERBED TABLE
* Metal govde. _* Metal frame.
® Ahsap st tabla. | * Wooden top table.
o Yiikseklik ayari.[manuel) * Height adjustrnent. [Manual

* Tekerlekler. _* Castors. |
* Elektrostatik toz boyali govde.(RAL 7035) * Electrostatic powder coated frarme. (RAL 7035)

OLCULER TECHNICAL PARAMETERS

Dig boyutler : 720 420 mm External Dimensions : 720 x 420 mm
Yikseklik ayer - 600- 1130 mm Height adjustment : 800-1130 mm
Tekerlekler 50 mm Castors ciameter 50 mm

_* Metal govde. |
_* Ahsap Ust tabla. * Wooden top table.

TM-E 5001

YEMEK MASASI
OVERBED TABLE

* Metal frame.

* Yiikseklik ayari.[manuel)  Height adjustment. [Manual)

~* Tekerlekler. * Castors.

* Elektrostatik toz boyali gévde.[RAL 7035) e Electrostatic powder coated frame. (RAL 7035)

OLCULER TECHNICAL PARAMETERS

Dis boyutlar : 720 x 620 mm External Dimensions : 720 x 420 mm
Yilkseklik ayari - 780 - 1130 mm Height adjustment - 760 - 1130 mm
Tekerlekler : 50 mm Castors dizmeter : 50mm

Firmarr.z, Uriin Olg ve Ozelliklerini Degistirme Hakkira Sahiptir. Gircel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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Acil ve llac Arabasi

Emergency and Medicine Trolley

Pansuman Arabasi

Dressing Trolley

Mayo Masasi
Mayo Table

tiitmed




TM-B 2024

ACIL VE iLAC ARABASI (8 GOZLU)

EMERGENCY AND MEDICINE TROLLEY (8 COMPARTMENT)

STANDART DONANIM VE OZELLIKLER
* Metal govde.

* ABS Ust tabla.

¢ Metal itme kolu.

* Seffaf ilac g6zi.(8 adet]

¢ Cop kovasl.

¢ Dosya ve sonda gdzu.

* Tibbi atik kab.

* Tiip tasima aparati. (2 LT)

e Serum askisI.

* Monitor ve cihaz sehpasi.

* Resusitasyon tahtasi.

* Ahsap cekmeceli.

* Tekerlekler ikisi kilitli.

* Elektrostatik toz boyali gévde.[RAL 7035]

STANDARD FEATURES

* Metal frame.

* ABS top table.

* Metal push handle.

 Transparent medicine compartments.(8 piece]
* Dustbin.

* File and probe compartment.

* Medical waste container.

¢ Oxygen cylinder holder. (2 LT)

e [V pole.

* Monitor and unit stand.

* Resuscitation board.

* Wooden drawer.

¢ Castors two with brake.

« Electrostatic powder coated frame. [RAL 7035)

OLCULER

Dis Boyutlar - 550 x 1010 mm
Yiikseklik - 1040 mm
Tekerler 100 mm

. OPSiYONEL DONANIMLAR

* Siselik.
o Elektrik prizi.
* Tromel aparati.

| = Cekmece separatori.

TECHNICAL PARAMETERS
External Dimensions :550 x 1010 mm
Height :1040 mm

| Castors diameter :100 mm

OPTIONAL FEATURES
* Bottle holder.

o Electric outlet .
 Trommel holder.

o Drawer seperator.
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TM-B 2023

ACIL VE iLAC ARABASI (20 GOZLU - AHSAP)
EMERGENCY AND MEDICINE TROLLEY (20 COMPARTMENT - WOODEN)

STANDART DONANIM VE OZELLIKLER

* Ahsap govde.

e Ahsap Ust tabla.

¢ Metal itme kolu.

» Seffaf ilag g6z0i.[20 adet)

« Ahsap cekmeceli. (3 adet)

* Paslanmaz celik tas. (2 adet)
» Tekerlekler ikisi kilitli.

STANDARD FEATURES

* Wooden frame.
* Wooden top table.

| * Metal push handle.

« Transparent medicine compartments. (20 piece)
» Wooden drawer. (3 piece)

| ® Stainless steel bowl. (2 piece]

* Castors two with brake.

OLCULER
Dis Boyutlar - 500 x 700 mm
Yitkseklik : 1050 mm

- Tekerler 100 mm

| OPSIYONEL DONANIMLAR

o Siselik.

® Elektrik prizi.

* Tromel aparati.

* (ekmece separatirii.
o Monitdr ve cihaz rafi.
= Tiip tagima aparati.

- o [ip kutusu.

TECHNICAL PARAMETERS

External Dimensions :500 x 700 mm
Height 21050 mm
Castors diameter :100 mm

| OPTIONAL FEATURES

o Bottle holder.

e Electric outlet .

e Trommel holder.

* Drawer seperator.

= Monitor and unit stand.
e Oxygen cylinder holder.

. Dustbin.

turmed
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TM-B 2030
ACIL VE ILAC ARABASI (30 GOZLU)

EMERGENCY AND MEDICINE TROLLEY (30 COMPARTMENT)

STANDART DONANIM VE OZELLIKLER
* Metal govde.

e ABS Ust tabla.

* Metal itme kolu.

» Seffafilac g6zii.[30 adet]

¢ Cop kovasl.

* Dosya ve sonda gozu.

 Ahsap cekmeceli. (1 adet)

» ilac hazirlik rafi. (1 adet)

e Tekerlekler ikisi kilitli.

* Elektrostatik toz boyali govde.[RAL 7035)

STANDARD FEATURES

* Metal frame.

* ABS top table.

* Metal push handle.

e Transparent medicine compartments.[30 piece)
* Dustbin.

* File and probe compartment.

» Wooden drawer.(1 piece]

e Tray for drug preparations. (1 piece)

 Castors two with break.

e Electrostatic powder coated frame. [RAL 7035)

OLCULER
Dis Boyutlar
Yiikseklik
Tekerler

- 545 % 890 mm
- 1065 mm
100 mm

OPSIYONEL DONANIMLAR
o Elektrik prizi.

* Tromel aparat.

* (ekmece separatiri.
 Monitir ve cihaz rafi.

* Tiip tagima aparatl.

TECHNICAL PARAMETERS

External Dimensions - 545 x 890 mm
Height :1065 mm
Castors diameter 100 mm

OPTIONAL FEATURES
o Electric outlet .

* Trommel holder.

* Drawer seperator.

* Monitor and unit stand.
* Oxygen cylinder holder.
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TM-B 2021

ACIL VE ILAC ARABASI (28 GOZLU - AHSAP)
EMERGENCY AND MEDICINE TROLLEY (28 COMPARTMENT - WOODEN)

STANDART DONANIM VE OZELLIKLER
« Metal govde.

* ABS Ust tabla.

¢ Metal itme kolu.

» Seffaf ilac g6zii.[28 adet]

* Cop kovasl.

* Dosya ve sonda gozl.

* Ahsap cekmeceli. (1 adet)

e ilac hazirlik rafi. (1 adet]

e Tekerlekler ikisi kilitli.

* Elektrostatik toz boyali govde.[RAL 7035)

STANDARD FEATURES

* Metal frame.

* ABS top table.

* Metal push handle.

e Transparent medicine compartments.[28 piece)
* Dustbin.

* File and probe compartment.

e Wooden drawer.(1 piece)

 Tray for drug preparations. (1 piece)

e Castors two with break.

¢ Electrostatic powder coated frame. [RAL 7035)

OLCULER
Dis Boyutlar
Yiikseklik
Tekerler

- 545 x 890 mm
- 1065 mm
- 100 mm

OPSIYONEL DONANIMLAR
o Elektrik prizi.

* Tromel aparati.

* (ekmece separatiril.
 Monitir ve cihaz raf1.

* Tiip tagima aparatl.

TECHNICAL PARAMETERS

External Dimensions :545% 890 mm
Height 1065 mm
Castors diameter 100 mm

OPTIONAL FEATURES
* Electric outlet .

o Trommel holder.

* Drawer seperator.

* Monitor and unit stand.
© Dxygen cylinder holder.

fi‘]”‘r)ymed
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TM-B 2028

ACIL VE iLAC ARABASI (20 60zLU)

EMERGENCY AND MEDICINE TROLLEY (20 COMPARTMENT)

STANDART DONANIM VE OZELLIKLER
* Metal govde.

« ABS Ust tabla.

* Metal itme kolu.

* Seffaf ilac g6zii.(8 adet]

¢ Cop kovasl.

¢ Dosya ve sonda gdzu.

* Ahsap cekmeceli. (1 adet)

e Paslanmaz celik tas. [1 adet]

e ilac hazirlik rafi. [1 adet)

» Tekerlekler ikisi Kilitli.

* Elektrostatik toz boyali ggvde.[RAL 7035)

STANDARD FEATURES

* Metal frame.

* ABS top table.

* Metal push handle.

e Transparent medicine compartments.(8 piece)
 Dustbin.

* File and probe compartment.

» Wooden drawer.(1 piece]

e Stainless steel bowl. (1 piece)

e Tray for drug preparations. (1 piece)

* Castors two with break.

e Electrostatic powder coated frame. (RAL 7035)

OLCULER

Dis Boyutlar - 545 % 890 mm
Yiikseklik - 1065 mm
Tekerler 100 mm

OPSIYONEL DONANIMLAR
o Elektrik prizi.

o Tromel aparati.

 Cekmece separatbri.
 Monitir ve cihaz rafi.

* Tiip tagima aparatl.

. TECHNICAL PARAMETERS
External Dimensions :545 x 890 mm
Height : 1065 mm
Castors diameter 100 mm
OPTIONAL FEATURES

o Electric outlet .

o Trommel holder.

o Drawer seperator.

* Monitor and unit stand.
* Oxygen cylinder holder.
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TM-B 2026

ACIL VE iLAC ARABASI (8 GOZLU)

EMERGENCY AND MEDICINE TROLLEY (8 COMPARTMENT)

STANDART DONANIM VE OZELLIKLER
« Metal govde.

* ABS Ust tabla.

¢ Metal itme kolu.

» Seffafilac g6zii.[8 adet]

¢ Cop kovasl.

* Dosya ve sonda gozl.

* Ahsap cekmeceli. (1 adet)

* Paslanmaz celik tas. (1 adet]

e ilac hazirlik rafi. [1 adet]

* Tekerlekler ikisi kilitli.

» Elektrostatik toz boyali gévde.[RAL 7035)

STANDARD FEATURES

* Metal frame.

* ABS top table.

* Metal push handle.

e Transparent medicine compartments.(8 piece)
¢ Dustbin.

* File and probe compartment.

* Wooden drawer.(1 piece)

¢ Stainless steel bowl. (1 piece)

e Tray for drug preparations. (1 piece)

* Castors two with break.

e Electrostatic powder coated frame. (RAL 7035)

OLCULER

Dis Boyutlar - 545 x 890 mm
Yiikseklik - 1065 mm
Tekerler 100 mm

OPSIYONEL DONANIMLAR
o Elektrik prizi.

* Tromel aparati.

 (ekmece separatiril.
 Monitir ve cihaz raf1.

* Tiip tagima aparatl.

. TECHNICAL PARAMETERS

External Dimensions :545 % 890 mm
Height 1065 mm
Castors diameter 2100 mm

OPTIONAL FEATURES
* Electric outlet .
* Trommel holder.
* Drawer seperator.
 Monitor and unit stand.
© Dxygen cylinder holder.
.Sma, 1)97
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TM-B 2013 TM-B 2003

PANSUMAN VE TEDAVI ARABASI MAYO MASASI
DRESSING AND TREATMENT TROLLEY MAYO TABLE
* Metal gdvde. e Metal frame. | » Metal govde. e Metal frame.
_* Paslanmaz celik Gst tabla. * Stainless steel top table.  * Paslanmaz gelik Ust tabla. | _*Stainless steel top table.
* Tabla lzerinde koruma bariyeri. * Protection barriers on top table. * Yitkseklik ayart.(manuel) * Height adjustment. [manuel)
* Metal itme kolu. e Metal push handle. * Tekerlekli. e Castors.
* Paslanmaz celik ilag hazirlik tablasi. * Stainless steel tray for drug preparations. | » Elektrostatik toz boyali govde.[RAL 9010) * Electrostatic powder coated frame. (RAL 9010)
¢ Serum askisi. | | *NPale
* Cop kovasi. [1 adet) ¢ Dustbin. (1 piece)
* Dosya ve sonda gozil. (1 adet) * File and probe compartment. (1 piece)
» Ahsap cekmece. [ 4 adet] » Wooden drawer. [ 4 piece) OLCULER TECHNICAL PARAMETERS
« Paslanmaz celik tas. [ 1adet] | e Stainless steel bowl. ( 1 piece] 7 Dis boyutlar < 440 x 610 mm ;x!eLr:al Dimensions #g ’;f:lg mm
 Tekerlekler ikisi kilitli. * Castors two with break. Vikseklik <770-1100 mm ek i S
: d Tekerlekler .50 mm Castors diameter : 50 mm
* Elektrostatik toz boyali govde.(RAL 2004) || = Electrostatic powder coated frame. [RAL 2004)
OLCULER
Dis boyutlar - 500 x 880 mm
Yitkseklik - 930 mm
Tabla dlgiileri <475 x 605 mm
Tekerlekler 125 mm
TECHNICAL PARAMETERS
External Dimensions - 500 x 880 mm
Height 930 mm
Top table - 475 % 605 mm
Castors diameter 125 mm
OPSIYONEL DONANIMLAR
o Elektrik prizi.
© Manitiir ve cihaz sehpasi.
* Resiisitasyon tahtasi.
* (ekmece separatird.
OPTIONAL FEATURES
® Electric outlet.
 Monitor and unit stand.
* Resuscitation board.
* Drawer separator.
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* Metal govde.

TM-B 2014

PANSUMAN ARABASI
DRESSING TROLLEY

* Metal frame.

* Metal raflar.

* Metal shelves.

e Metal itme kolu.

* Metal push handle.

* Siselikli.

+ Bottle holder.

* Ahsap cekmeceli.

* Wooden drawer.

* Tas koyma aparati.

* Bowl holder.

e Tekerlekler ikisi kilitli.

» Castors two with break.

¢ Elektrostatik toz boyali govde.(RAL 9010)

¢ Electrostatic powder coated frame. [RAL 9010)

OLCULER

Dis Boyutlar - 440 % 800 mm
Yiikseklik - 930 mm
Tekerler : 50 mm
OPSiYONEL DONANIMLAR

* Tas; paslanmaz celik.

TECHNICAL PARAMETERS

External Dimensions 2440 x 800 mm
Height 930 mm
Castors diameter :50 mm
OPTIONAL FEATURES

* Stainless steel bowl.
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* Metal govde.

TM-B 2015

PANSUMAN ARABASI
DRESSING TROLLEY

sTANDARD FEZ£
* Metal frame.

* Metal raflar.

* Metal shelves.

e Metal itme kolu.

* Metal push handle.

¢ Ahsap cekmeceli.

* Wooden drawer.

* Tas koyma aparatl.

* Bowl holder.

* Tekerlekler ikisi kilitli.

e Castors two with break.

* Elektrostatik toz boyali gévde.(RAL 9010)

* Electrostatic powder coated frame. [RAL 9010)

OLCULER

Dis Boyutlar - 440 x 800 mm
Yiikseklik - 930 mm
Tekerler ;50 mm
OPSIYONEL DONANIMLAR

* Tas; paslanmaz celik.

TECHNICAL PARAMETERS

External Dimensions <440 % 800 mm
Height 930 mm
Castors diameter :50 mm
OPTIONAL FEATURES

* Stainless steel bowl.

ﬁ“ﬁ’i*med
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STANDART DONANIM VE OZELLIKLER
* Metal govde.

¢ Metal raflar.

* Tas koyma aparat.

¢ Tekerlekli.

¢ Elektrostatik toz boyali gévde.[RAL 9010]

TM-B 2010

PANSUMAN ARABASI
DRESSING TROLLEY

STANDARD FEATURES

* Metal frame.

* Metal shelves.

* Bowl holder.

* Castors.

e Electrostatic powder coated frame. [RAL 9010)

OLCULER

Dis Boyutlar 400 x 740 mm
Yiikseklik - 790 mm
Tekerler :50mm
0PSiYONEL DONANIMLAR

* Tas; paslanmaz celik.

TECHNICAL PARAMETERS

External Dimensions 2400 x 740 mm
Height 790 mm
Castors diameter 50 mm
OPTIONAL FEATURES

* Stainless steel bowl.
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STANDART DONANIM VE OZELLIKLER
* Metal govde.

e Cam raflar.

* Tas koyma aparatl.

» Tekerlekli.

¢ Elektrostatik toz boyali gdvde.[RAL 9010)
* Cam raf harictir.

TM-B 2008

PANSUMAN ARABASI
DRESSING TROLLEY

STANDARD FEATURES

* Metal frame.

* Glass shelves.

* Bowl holder.

* Castors.

e Electrostatic powder coated frame. [RAL 9010)
* Without glass shelves.

OLCULER

Dis Boyutlar <400 740 mm
Yiikseklik <790 mm
Tekerler b0 mm
OPSIYONEL DONANIMLAR

* Tas; paslanmaz celik.

TECHNICAL PARAMETERS

External Dimensions 2400 x 740 mm
Height 2790 mm
Castors diameter 250 mm
OPTIONAL FEATURES

o Stainless steel bowl.

fi“]”‘r)ymeds
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TM-B 2012

PANSUMAN ARABASI (KROM -NiKEL TABLALI)

STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Paslanmaz celik raflar.

* Tas koyma aparat.

¢ Tekerlekli.

¢ Elektrostatik toz boyali gévde.[RAL 9010]

=

- I

DRESSING TROLLEY (SS-PLATE)

STANDARD FEATURES

* Metal frame.

* Stainless steel shelves.

* Bowl holder.

* Castors.

e Electrostatic powder coated frame. [RAL 9010)

OLCULER

Dis Boyutlar - 400 % 700 mm
Yiikseklik - 850 mm
Tekerler :50mm
0PSiYONEL DONANIMLAR

* Tas; paslanmaz gelik.

TECHNICAL PARAMETERS

External Dimensions 2400 x 700 mm
Height -850 mm
Castors diameter :50 mm
OPTIONAL FEATURES

* Stainless steel bowl.
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STANDART DONANIM VE OZELLIKLER
* Metal govde.

e Metal raflar.

* Tekerlekli.

e Elektrostatik toz boyali gévde.[RAL 9010)

e
L 4

TM-B 2001

CiHAZ SEHPASI
UNIT TABLE

STANDARD FEATURES

* Metal frame.

* Metal shelves.

* Castors.

* Electrostatic powder coated frame. (RAL 9010)

OLCULER

Dis Boyutlar < 440 x 480 mm
Yikseklik - 900 mm
Tekerler : 50 mm
TECHNICAL PARAMETERS

External Dimensions <440 x 480 mm
Height - 900 mm
Castors diameter 50 mm
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STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Tas koyma aparat.

* Tekerlekli.

» Elektrostatik toz boyali gévde.[RAL 9010)

TM-B 2005

PORT KUVET
PORT BASIN

STANDARD FEATURES

* Metal frame.

¢ Bowl holder.

* Castors.

« Electrostatic powder coated frame. [RAL 9010)

OLCULER

Dis Boyutlar - 300 x 640 mm
Yiikseklik - 880 mm
Tekerler ;50 mm
0PSiYONEL DONANIMLAR

* Tas; paslanmaz celik.

TECHNICAL PARAMETERS

External Dimensions - 300 x 640 mm
Height :880 mm
Castors diameter :50 mm
OPTIONAL FEATURES

* Stainless steel bowl.
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STANDART DONANIM VE OZELLIKLER
* Metal govde.

e Tas koyma aparati.

* Tekerlekli.

* Elektrostatik toz boyali gévde.[RAL 9010)

-LE >
v,‘zrs"

TM-B 2006

PORT KUVET
PORT BASIN

STANDARD FEATURES

* Metal frame.

* Bowl holder.

* Castors.

* Electrostatic powder coated frame. (RAL 9010]

OLCULER

Dis Boyutlar - 300 x 330 mm
Yikseklik - 880 mm
Tekerler 50 mm
OPSiYONEL DONANIMLAR

® Tas; paslanmaz gelik.

TECHNICAL PARAMETERS

External Dimensions =300 x 330 mm
Height 680 mm
Castors diameter 50 mm
OPTIONAL FEATURES

* Stainless steel bowl.

HOSPITAL EQUIPMENT
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Muayene Masasi

Examination Table

Negatoskop

Negatoscope

Serum Askisi
lv Stand

Tup Arabas
Tube Trolley

(Camasir Arabasi

Laundry Trolley _Em 1991 d
_,_u.ryme

HOSPITAL EQUIPMENT




- 1850 mm -
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TM-A 1026

MUAYENE MASASI (iKi MOTOR)
EXAMINATION TABLE (TWO MOTOR)

TM-A 1025

MUAYENE MASASI (TEK MOTOR)
EXAMINATION TABLE (SINGLE MOTOR)

* Sirt ayart.(motorlu]

* Yiikseklik ayar.(rrotorlu)

¢ El kurnandasl.

* Siinger Gzerivinleks kapli silte.
* Tekerlekler ikisi kilitli.

* Elektrostatik toz boyali gvde.[RAL 7035)

* Sirtayart.(arnortisér]
* Yiikseklik ayari.(motorlu)

| * El kurnandasi.

| Siinger Gzerivinleks kapli silte.
| » Tekerlekler ikisi Kilitli.

» Elektrostatik toz boyali govde.(RAL 7035)

* Backrest adjustment. [rrotor)

* Height adjustment. [motor]

* Handset control.
_* Vinyl-coated rnattress foam.

e Castors two with break.

« Electrostatic powder coated frame. [RAL 7035)

OLCULER

D5 boyutlar - 600x 1850 mm
Yitkseklik ayen : 620- 900 mm
Yatak alti boslugu - 205 mm
Tekerlekler 125 mm

Gilvenli calisma yilkil :120kg

Tasima [yikleme) kapasitesi : 240 kg
TECHNICAL PARAMETERS

External Dimensions - 600x 1850 mm
Height adjustment : 620~ 900 mm
Under-bed clearance : 205 mm
Castors ¢iameter 125 mm

Sefe working load 120kg

Max Loading capacity 120 kg
OPSiYONEL DONANIMLAR OPTIONAL FEATURES
« Batarye. « Battery.

« Havluluk aparati. « Towel holder.

| » Backrest adjustment. [gas piston]
' » Height adjustment. (imotor)
' * Handset control.
* Vinyl-coated mattress foam.
 Castors two with break.
* Electrostatic powder coated frame. (RAL 7035)

OLCULER

Dis boyutlar : 600 x 1850 mm
Yikseklik ayan < 620 - 900 mm
Yatak alts boslugu : 205 mm
Tekerlekler - 125mm
Giivenli gabgma yitkil :120kg

Tesima [yilkleme) kapasitesi : 20 kg
TECHNICAL PARAMETERS

Exterral Dimensions - 600 x 1850 mm
Height acjustment :620- 900 mm
Under-bed clearzrce - 205 mm
Castors ¢iemeter 125 mm

Safe working load :120kg

Max Loading capacity 240 kg

OPSiYONEL DONANIMLAR ’ OPTIONAL FEATURES

« Batarya. « Battery.
 Havluluk eparati. « Towel holder.
Sm 1991
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TM-A 1005

MUAYENE MASASI (AHSAP)
EXAMINATION TABLE (WOODEN)

STANDART DONANIM VE ﬁZELLiKLER
* Sirt ayari.[manuel)

* Singer uzerivinleks kapliyatak platformu.
* Ahsap govde.

* Ahsap ayak.

* Cekmece. [lc adet)

STANDARD FEATURES

* Backrest adjustment. (Manuel)
* Vinyl-covered mattress foam.
* Wooden frame.

* Wooden legs.

* Drawers. [three piece)

TM-A 1004

MUAYENE MASASI (AHSAP)
EXAMINATION TABLE (WOODEN)

STANDART DONANIM VE ﬁZ_ELUKLER
* Sirt ayari.(rranuel]

» Ayak ucu ayart.[manuel]

* Sunger Uzeri vinleks kapli yatak platformu.
* Ahsap govde.

* Metal ayak.

*» Cekrrece. [iic adet)

* Elektrostatik toz boyali ayak.[RAL 9010]

STANDARD FEATURES

* Backrest adjustment. [Manuel|

* Foot rest adjustrnent. (Manuel)

* Vinyl-covered mattress foam.

* Wooden frame.

¢ Metal legs.

* Drawers. [three piece)

* Electrostatic powder coated legs.[RAL 9010)

OLCULER TECHNICAL PARAMETERS GLciLeR
Ois Boyutlar :650x 1880 mm | Exterral Dimensiors : 650 x 1880 mm TECHNICAL PARAMETERS
Yatak Platformu - 600x 1850 mm Mattress Platform - 600 x 1850 mm Org Boyutlar : 685 1890 mm External Dimensions : 685 x 1890 mm
Yikseklik -790mm Height 790 mm Yatak Plztformu : 600x 1850 mm Mattress Platform - 600 % 1850 mm
S i o] ey b R ;'Ljé::ﬁi“ckausna ki ?:g kn‘grr Hsae;ght kingload - 1733 oy
Tegima [yikleme) kepasitesi : 200 k Loadi ity : 200 ki aligm L e working load  : 100 kg
-y R 9 Yorlseg copachy: A0 Tagima lyikleme) kapasitesi: 200 kg Max Loading capacity: 200 kg
OPSIYONEL DONANIMLAR OPTIONAL FEATURES
« Havluluk aparati. « Towel holder.
Firmarnz, Uriin Olgii ve (zelliklerini Degistime Hakkira Sahiptir. Giir.cel Bilgileri Web Sitemizden Takip Edebilirsiniz 1
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TM-A 1003

MUAYENE MASASI (AHSAP)
EXAMINATION TABLE (WOODEN)

ey

STAN_DA_R-T DONANIM VE ﬁZELL__iKL_ER
* Sirt ayar.[manuel)

* Siinger Uzerivinleks kapli yatak platforrnu,
* Ahsap govde.

* Metal ayak.

*» Cekmece. [ic adet]

* Elektrostatik toz boyali ayak.[RAL 9010]

STANDARD FEATURES

* Backrest adjustrrent. (Manuel)

¢ Vinyl-covered mattress foam.

* Wooden frarre.

* Metal legs.

* Drawers. [three piece)

* Electrostatic powder coated legs.(RAL 9010)

OLCULER TECHNICAL PARAMETERS

Dis Boyutlar : 685 x 1890 mm External Dimensions : 685x 1890 mm
Yatak Platformu : 600 x 1850 mm Mattress Platform  : 600x 1850 mm
Yikseklik : 760 mm Height =740 mm
bivenli galigme yiki =100 kg Safeworking load ;100 kg

Tagima [yilkleme] kapasitesi: 200 kg Max Loating capacity : 200 kg
OPSiYONEL DONANIMLAR OPTIONAL FEATURES

 Havluluk aparatt. « Towel holder.

fﬁ’Wed’
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TM-A 1001

MUAYENE MASASI (KATLANIR)
EXAMINATION TABLE (FOLDING)

STANDART DONANIM VE OZELLIKLER GLCULER

e Sirt ayari.[manuel) Dis boyutlar 2 600 x 1820 mm

 Sunger Uzeri vinleks kapli yatak platformu. | |Yikseklik - T4 mm

* Katlanabilir ayak. TECHNICAL PARAMETERS

» Elektrostatik toz boyali gdvde.[RAL 9010] || External Dimensians: 600 x 1820 mm
Height : Téh mm

STANDARD FEATURES

* Backrest adjustment. [manuel) OPSIYONEL DONANIMLAR

e Vinyl-coated mattress foam. * Havluluk aparat.

* Foldable legs. OPTIONAL FEATURES

* Electrostatic powder coated frame. (RAL9010) | o Towel holder.

MASAJ MASASI (CANTA TiPi)
MASSAGE TABLE (BAG TYPE)

STANDART DONANIM VE OZELLIKLER >
* Slnger Uzeri vinleks kapli yatak platformu. ﬁLCULER

* Yiiz dayama yeri.

* Katlanabilir.

e Kolay tasinir.

* Elektrostatik toz boyali gévde.[RAL 9010)

Dig boyutlar (apik) - 600 x 1810 mm
Yiikseklik (acik) - 735 mm

Dig boyutlar (kapali) - 600 x 900 mm
Yiikseklik (kapal) : 140 mm

STANDARD FEATURES

* Vinyl-coated mattress over spange. TECHNICAL PARAMETERS

* Face hole. External Dimension open] : 600 x 1810 mm
* Foldable. Height (open) :735mm

e Easily portable. External Dimension (closed): 600 x 900 mm
« Electrostatic powder coated frame. [(RAL 9010 | Height (closed) - 140 mm

Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.

| * Tekerlekli.

| = Elektrostatik toz boyali govde.[RAL 9010

| » Foldable wings.

TM-A 1002

MUAYENE MASASI
EXAMINATION TABLE

]
o
.
- - '
STANDART DONANIM VE OZELLIKLER BLCULER
e Sirt ayari.(manuel) Dis boyutlar 2 600 x 1820 mm
 Sunger Uzeri vinleks kapli yatak platformu. || Yikseklik ;730 mm
* Sabit ayak. TECHNICAL PARAMETERS
« Elektrostatik toz boyali govde.[RAL 9010] || External Dimensions: 600 x 1820 mm
Height : 730 mm
STANDARD FEATURES
e Backrest adjustment. [manuell OPSiYONEL DONANIMLAR
 Vinyl-coated mattress foam. © Havluluk aparat.
* Fixed legs. OPTIONAL FEATURES
* Electrostatic powder coated frarme. (RAL 9010) | e Paper holder.
‘ PARAVAN
‘ SCREEN

‘ TM-A 1017 (iKi KANATLI)
En : 480 mm - Boy: 1580 mm
‘ Yiikseklik : 1750 mm

TM-A 1015 (liC KANATLI)

(I ‘ En: 480 mm - Boy: 2380 mm

[ l - Ykseklik : 1750 mm

q TM-A 1018 (DORT KANATLI)

L] H ' . . En : 480 mm - Boy: 3170 mm

. ! Yikseklik : 1750 mm
STANDART DONANIM VE OZELLIKLER

* Metal govde.

* Kanatlar katlanabilir.

~ TM-A1017 (TWO WINGS)
* Kanatlarda cikarilabilir perde. Width - 480 mm HL‘E"J? };gg ﬁm

STANDARD FEATURES

* Metal frame.

TM-A 1015 (THREE WINGS)
Width : 480 mm - Lenth: 2380 mm
Height : 1750 mm

TM-A 1018 (FOUR WINGS)
Width : 480 mm - Lenth: 3170 mm
Height : 1750 mm

* Castors.
* Removable fabric curtain.
» Electrostatic powder coated frame. (RAL 9010)

72
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TM-A 1006
MASAJ MASASI (KATLANIR)
MASSAGE TABLE (FOLDING)

STANDART DONANIM VE OZELLIKLER

OLCULER
* Sirtayari.(manuel) Disboyutler - 400x 1820 mm
¢ Slinger Uzeri vinleks kapli yatak platformu. ||yieokik 745 mm
* Bas kisminda yiiz dayama yeri. :
- TECHNICAL PARAMETERS
= nablllr Al — External Dimensions: 600 x 1820 mm
* Elektrostatik toz boyali gdvde.(RAL 9010) Height 745 mm
STANDARD FEATURES '
¢ Backrest adjustment. [manuel) OPSiYONEL DONANIMLAR
* Vinyl-coated mattress foam. * Havluluk aparati.
* Face hole.
i OPTIONAL FEATURES
» Electrostatic powder coated frame. [RAL 9010) i
STANDART DONANIM VE OZELLIKLER BASAMAK
* Metal govde. STEPS
e Ahsap basamak.
» Elektrostatik toz boyali govde.(RAL 9010)
STANDARD FEATURES
¢ Metal frame.
¢ Wooden steps.
« Electrostatic powder coated frame. (RAL 9010)
— OLCULER
— _ Dis boyutlar - 400 x 480 mm
| Vitkseklik :420mm
,;
2 TECHNICAL PARAMETERS
\/ External Dimensions : 400 x 480 mm
' Height <420 mm
=
| ]
v _Efnw 7997 d”
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TM-F 6003

NEGATOSKOP (TEKLI)
NEGATOSCOPE (SINGLE)

STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Pleksiglass on ylzey.

* Acma - kaparra anahtari.

* 32W yuvarlak floresan ampul. (1 adet)

* Elektrostatik toz boyali govde.[RAL 9010)

STANDARD FEATURES

* Metal frame.

* Plexiglass front surface.

* ON / OFF Switch.

* 32W circular fluorescent bulb is available. (1 piece)
* Electrostatic powder coated frame. [RAL 2010)

OLCULER TECHNICAL PARAMETERS
Dig boyutlar - 500x 440 mm | Exterral dimensiors : 500 x 440 mm
Yikseklik 105 mm Height ;105 mm
TM-F 6004
NEGATOSKOP (iKiLi)
NEGATOSCOPE (DOUBLE)

STANDART DONANIM VE OZELLIKLER
* Metal gavde.

* Pleksiglass on ylzey.

* Acma - kaparna anahtari.

* 32W yuvarlak floresan ampul. (2 adet)

* Elektrostatik toz boyali gévde.[RAL 9010)

STANDARD FEATURES

¢ Metal frame.

* Plexiglass front surface.

* ON/ OFF Switch.

* 32W circular fluorescent bull is available. (2 piece)
* Electrostatic powder coated frame. [RAL 9010)

OLCOLER TECHNICAL PARAMETERS
Dig boyutlar : 500x740mm | Exterral dimensiors : 500x 740 mm
Yikseklik - 105 mm Height - 105 mm

Firmarvz, Uriin Olgii ve (zelliklerini Degistime Hakkira Sahiptir. Giircel Bilgileri Web Sitemizden Takip Edebilirsiniz
Dur compary has the right to change the product dimensions ard specifications. You can follow up the latest inforrmation from our website.
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TM-F 6005

NEGATOSKOP (UCLU)
NEGATOSCOPE (TRIPLE)

STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Pleksiglass on yiizey.

* Acma - kapama anahtari.

* 32W yuvarlak floresan ampul. (3 adet)

% * Elektrostatik toz boyali ggvde.[RAL 9010)

STANDARD FEATURES

* Metal frame.

* Plexiglass front surface.

* ON / OFF Switch.

* 32W circular fluorescent bulb is available. (3 piece)
* Electrostatic powder coated frame. [RAL 9010)

OLCULER TECHNICAL PARAMETERS
Dis boyutlar - 500x 1200 mm | Exterral dimensiors : 500x 1200 mm
Yikseklik : 105 mm Height - 105mm
TM-F 6007
GOZ ESELI
EYE SCALE

STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Cam on yiizey.

* Acma - kaparna anahtari,

* 32W cubuk floresan ampul. (2 adet)

* Elektrostatik toz boyali govde.[RAL 9010)

STANDARD FEATURES

* Metal frame.

* Glass front surface.

* ON/ OFF Switch.

* 32W circular fluorescent bulb is available. 2 pieces)
* Electrostatic powder coated frame. (RAL 9010)

GLclLER TECHNICAL PARAMETERS
Di boyutlar : 26 x 660 mm Exterral dimensions : 26 x 660 mm
Yikseklik : 90 mm Height 90 mm

turmwed
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TM-F 6012

SERUM ASKISI (ALUMINYUM AYAKLI)
IV STAND (ALUMINIUM LEGS)

STANDART DONANIM VE OZELLIKLER
* Metal govde,

* Yikseklik ayari. (manuel)

® Aliminyum enjeksiyon ayakl.

» Tekerlekli.

» Aski aparatl. (dortli)

e Ust kisim CR-NI kaplarna.

» Elektrostatik toz boyali govde.[RAL 9010)

STANDARD FEATURES

* Metal frame.

e Height adjustment. [rmanuel)

¢ Aluminium injection legs.

 Castors.

* Quartet hanger bracket.

e Upper partis chrorre-nickel coated.

* Electrostatic powder coated frame. [RAL 9010)

GiLCULER
| Yikseklik 2yan  :1330- 2270 mm
? Tekerlekler - 50 mm
J TECHNICAL PARAMETERS

Height adjustment : 1330- 2270 mm
Castors diameter : 50 mm

TM-F 6010

SERUM ASKISI (AGIRLIKLI AYAKLAR)
IVSTAND (WEIGHTED LEGS)

STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Yiikseklik ayari. [manuel]

* Agirlikli ayaklar.

* Tekerlekli.

* Aski aparati. [dortli)

e Ust kisim CR-Ni kaplama.

+ Elektrostatik toz boyali gévde.[RAL 9010)

STANDARD FEATURES

¢ Metal frarre.

* Height adjustment. [rmanuel)

* Weighted legs.

* Castors.

¢ Quartet hanger bracket.

¢ Upper part is chrorme-nickel coated.

¢ Electrostatic powder coated frame. (RAL 9010)

VT

OLCULER
[ 2 Yikseklik ayan 1300 - 2300 mm
Tekerlekler ;50 mm

TECHNICAL PARAMETERS

Height 2djustment : 1300 - 2300 mm
Castors diameter : 50 mm

TM-F 6009

SERUM ASKISI
IVSTAND

STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Yiikseklik ayari. (manuel)

» Tekerlekli.

® Aski aparatu. [ikili

 Ust kisim CR-Ni kaplama.

* Elektrostatik toz boyali gévde.[RAL 9010]

STANDARD FEATURES

¢ Metal frame.

* Height adjustrrent. [manuel)

* Castors.

* Double hanger bracket.

* Upper partis chrome-nickel coated.

¢ Electrostatic powder coated frarme. (RAL 9010)

OLCULER

Yikseklik ayann - 1060 - 1800 mm
Tekerlekler 50 mm
TECHNICAL PARAMETERS

Height adjustment : 1060 - 1800 mm
Castors diameter : 50 mm
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TM-F 6008

SERUM ASKISI
IVSTAND

STANDART DONANIM VE OZELLIKLER
* Metal govde.

e Yikseklik ayari. [manuel)

* Tekerlekli.

* Aski aparati. (ikili)

« Ust kisim CR-Ni kaplama.

* Elektrostatik toz boyali govde.[RAL 9010)

STANDARD FEATURES

* Metal frame.

e Height adjustment. (manuel)

* Castors.

* Double hanger bracket.

* Upper part is chrome-nickel coated.

» Electrostatic powder coated frame. [RAL 9010)

U Y
(
OLCULER
Vikseklik ayant = 1120 - 1890 mm
Tekerlekler -0 mm
TECHNICAL PARAMETERS
l Height adjustment : 1120 - 1890 mm
3 Castors diameter : 50 mm
i
[ -~

Firmamiz, (riin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.

TM-F 6014

MUAYENE LAMBASI
EXAMINATION LAMP

STANDART DONANIM VE OZELLIKLER
* Metal govde.

e Yiikseklik ayari. [manuel)

e Spiral hareket kollu.

* Acma kapama anahtari.

® Tekerlekli.

« (st kisim CR-NIi kaplama.

» Elektrostatik toz boyali gévde.[RAL 9010]

STANDARD FEATURES

* Metal frame.

s Height adjustment. [manuel)

* Spiral movernent arm.

* ON / OFF Switch.

» Castors.

* Upper part is chrome-nickel coated.

» Electrostatic powder coated frame. [RAL 9010)

. OLCULER

= Yiikseklik ayar ~ : 1120 - 1520 mm
Tekerlekler - 50 mm
TECHNICAL PARAMETERS

Height adjustment : 1120 - 1520 mm
Castors diameter : 50 mm

Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website. 9 5

TM-F 6013

MUAYENE LAMBASI
EXAMINATION LAMP

STANDART DONANIM VE OZELLIKLER
* Metal govde.

* Yiikseklik ayari. [manuel)

* Spiral hareket kollu.

* Acma kaparna anahtari.

* Tekerlekli.

e Ust kisim CR-Ni kaplama.

* Elektrostatik toz boyali gévde.[RAL 9010)

STANDARD FEATURES

* Metal frame.

* Height adjustment. [manuel)

* Spiral moverment arm.

* ON / OFF Switch.

* Castors.

* Upper part is chrome-nickel coated.

* Electrostatic powder coated frame. [RAL 2010]

/ BLCULER

Yiikseklik ayan = 1120 - 1520 mm
Tekerlekler : 50 mm
TECHNICAL PARAMETERS

Height adjustment : 1120 - 1520 mm
Castors diameter : 50 mm

8-~
0-0-
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TM-F 6016

TUP ARABASI (40 LT)
TUBE TROLLEY (40 LT)

| DU

* Metal govde.

TM-F 6015

TUP ARABASI (10 LT)
TUBE TROLLEY (10 LT)

* Metal gévde.

| ® 40 LT tip tasima kapasitesi.

* 10 LT tiip tasima kapasitesi.

e Tipiin diismesini engelleyen zincirler.

* Tlpln dismesini engelleyen zincirler.

* Tekerlekli.

* Tekerlekli.

* Elektrostatik toz boyali gévde.[RAL 9010]

« Elektrostatik toz boyali gévde.[RAL 9010]

* Metal frame.

* Metal frame.

* 40 liter cylinder capacity.

¢ 10 liter cylinder capacity.

e Castors.

_* Chains to prevent falling tube.
¢ Castors.

| » Electrostatic powder coated frame. [RAL 9010)

= Electrostatic powder coated frame. [RAL 9010)

Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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TM-F 6017 - TM-F 6020

PARAFIN KAZANI
PARAFFIN BOILER

* Metal govde.

* Klinik veya ev kullanimi icindir.

* Otomatik termostat ayarli.

* EL, ayak, dirsek kullanimina uygundur.

* Paslanmaz celik kazan.

e Elektrostatik toz boyali gévde.[RAL 9010]

* Metal frame.
® For clinical or home use.

* Automatic thermostat setting.

¢ Hand, foot and elbow suited to use.

* Stainless steel boiler.

e Electrostatic powder coated frame. (RAL 9010)

TECHNICAL PARAMETERS

OLCULER

Dig boyutlar : 305 x 255 mm External dimensions : 305 x 265 mm
Yukseklik - 350 mm Height : 350 mm

g hacim 1217 Internal volume ~ :12LT
OLCULER TECHNICAL PARAMETERS

Dis boyutlar : 520 x 310 mm External dimensions : 520 x 310 mm
Yitkseklik  : 350 mm Height : 350 mm

¢ hacim - 2817 Internal volume 28 LT

ﬁ“ﬁ’Wed°
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TM-F 6002

CAMASIR ARABASI (TEMiz-KiRLI)
LAUNDRY TROLLEY (CLEAN-DIRTY)

STANDART DONANIM VE OZELLIKLER STANDARD FEATURES

* Metal govde. * Metal frame.

* Cikarilabilir polyester camasir torbasi. * Removable polyester laundry bag.
* Ahsap raf. [4 adet) * Wooden shelves. (4 piece)

e Tekerlekler ikisi kilitli. * Castors two with brake.

* Elektrostatik toz boyali govde.(RAL 9010) e Electrostatic powder coated frame. [RAL 9010)
OLCULER TECHNICAL PARAMETERS

En : 680 mm Width 680 mm

Boy - 1300 mm Length - 1300 mm

Yiikseklik - 1060 mm Height -1060 mm

Tekerlekler - 100 mm Castors diameter - 100 mm

Firmamiz, (riin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.
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STANDART DONANIM VE OZELLIKLER
* Metal govde.

¢ Cikarilabilir polyester camasir torbasi.
» Tekerlekler ikisi kilitli.

* Elektrostatik toz boyali gévde.[RAL 9010]

OLCULER

En - 500 mm

Boy - 1000 mm
Yiikseklik - 890 mm

Tekerlekler - 100 mm

TM-F 6001

CAMASIR ARABASI (KiRLi)
LAUNDRY TROLLEY (DIRTY)

STANDARD FEATURES

* Metal frame.

* Removable polyester laundry bag.

e Castors two with brake.

e Electrostatic powder coated frame. (RAL 9010)

TECHNICAL PARAMETERS
Width - 500 mm
Length - 1000 mm
Height 890 mm
Castors diameter =100 mm

tutme d
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llac Dolab

Medicine Cabinet =/

Soyunma Dolab

Locker
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TM-G 7006

ANESTEZi ILAC DOLABI
ANESTHESIA MEDICINE CABINET

STANDART DONANIM VE OZELLIKLER

* Metal govde.

» Camli kapaklar. (st b&lim)

* Cekmeceli. [orta bolim)

* ilac hazirlik bankosu. [paslanmaz celik)

* Metal kapakli. (alt bolim]

* Kapaklar kilitli.

* Metal rafli.

* Elektrostatik toz boyali govde.(RAL 9010 ve 5002]

STANDARD FEATURES

e Metal frame.

* Glass doors. (upper section)

* Drawers. (middle section)

* Medicine preparation desk. (stainless steel)

* Metal doors. (bottom section)

* Lockable doors.

* Metal shelf.

* Electrostatic powder coated frame. (RAL 9010 and 5002)

OLCULER TECHNICAL PARAMETERS
Genilik - 900 mm Width 900 mm
Yiikseklik 1770 mm Height 1770 mm
Derinlik (iist dolap) - 300 mm Depth (Upper Section] - 300 mm
Derinlik (alt dolap] - 500 mm Depth (Bottom Section) : 500 mm
| Banko yiksekligi : 920 mm Preparation Desk Height : 920 mm
STANDART DONANIM VE OZELLIKLER ILAC DOLABI
= Metal govde. MEDICINE CABINET

e Sirgiili camli kapaklar. [{ist bélim)

» Cekmeceli. [orta bolim)

¢ Metal kapakli. [alt b&lim)]

e Alt kapaklar kilitli.

¢ Metal rafli.

» Elektrostatik toz boyali govde.(RAL 9010 ve 5002)

STANDARD FEATURES

e Metal frame.

¢ Two sliding glass doors. [upper section)

* Drawers. [middle section)

* Double doors. [bottom section)

¢ L ockable bottom doors.

e Metal shelf.

* Electrostatic powder coated frame. (RAL 9010 and 5002)

OLCULER TECHNICAL PARAMETERS
Dis boyutlar - 360 x 920 mm Fxternal Dimensions - 360 x 920 mm \
Yiikseklik 1850 mm Height + 1850 mm V

Firmamiz, (riin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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TM-G 7002
STANDART DONANIM VE OZELLIKLER ILAC DOLABI
* Metal govde.
» Boydan camli kapaklar. [cift kapakli] MEDICINE CABINET
* Kapaklar kilitli. T ———
* Metal rafli.
¢ Elektrostatik toz boyali govde.(RAL 9010)
STANDARD FEATURES
e Metal frame.
* Longitudinal glass doors. [double door) |
e [ockable door.
* Metal shelves. m
* Electrostatic powder coated frame. [RAL 9010)
OLCULER ‘ TECHNICAL PARAMETERS
Dis boyutlar <410 % 900 mm External Dimensions ~ : 410 x 900 mm
Yitkseklik - 1800 mm Height : 1800 mm | |
STANDART DONANIM VE OZELLIKLER | LAC DOLABI
e Metal gdvde.

* Camli kapaklar. (st bolim] MEDICINE CABINET

» Metal kapakli. (alt bolim] = B
 Kapaklar kilitli.

¢ Metal rafli.

« Elektrostatik toz boyali govde.[RAL 9010)

STANDARD FEATURES

* Metal frame.

¢ Glass doors. (Upper section)

» Metal double doors cabinet. [Bottom section) 2 |
e Lockable doors. — —
* Metal shelf.

¢ Electrostatic powder coated frame. [RAL 9010)

| 9 .
fLeiLer TECHNICAL PARAMETERS |
Dis boyutlar <410 % 900 mm External Dimensions ~ : 410 x 900 mm 0
Yiikseklik 1800 mm Height - 1800 mm y ;

turmed
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TM-G 7001

TR ILAC DOLABI
* Metal gdvde. |
e Camli kapak. ‘ MEDICINE CABINET
| Kapak kilitli. ‘ = -
_  Metal rafli.

* Elektrostatik toz boyali gévde.[RAL 9010)

| » Metal frame.
_* Glass door.
_ * Lockable door.
e Metal shelves.
« Electrostatic powder coated frame. (RAL 9010]

OLCULER TECHNICAL PARAMETERS
Dis boyutlar <410 x 600 mm External Dimensions - 410 % 600 mm
Yiikseklik 1800 mm Height - 1800 mm

TM-G 7018
T SOYUNMA DOLABI
* Ahsap govde.

* Boydan kapak. (tek kapakli) ‘ LOCKER
_* Kapak kilitli. ‘ -
e Elbise aski aparati.
¢ Rafli.

* Wooden frame.
* Longitudinal door. [single door)

_* Lockable door.
¢ Cloth hanger .

¢ Shelf.

OLCULER TECHNICAL PARAMETERS

Dig boyutlar <490 x 500 mm External Dimensions - 490 500 mm
Yiikseklik - 1800 mm Height - 1800 mm

Firmaniz, Uriin Olgii ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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TM-G 7003
« Metal gévde ' "-A(,: DOLABI
D Gwligpgk_[UStbéLQm] | MEDICINE CABINET

| * Metal kapakL. [alt bslim)
| » Kapaklar kilitli.
» Metal rafli.
« Elektrostatik toz boyali gévde.[RAL 9010)

| » Metal frame.
| Glass door. (upper section]
| Metal door. [Bottom section)
| * Lockable doors.
* Metal shelf. ‘
¢ Electrostatic powder coated frame. (RAL 9010).

OLCULER TECHNICAL PARAMETERS
Dig boyutlar 410 % 600 mm External Dimensions - 410 x 600 mm
Yiikseklik - 1800 mm Height - 1800 mm

TM-G 7019
TANDAR SOYUNMA DOLABI
* Ahsap govde.

_* Boydan kapaklar. (iki kapakli] | LOCKER
|« Kapaklar kilitli. —— ;

_» Elbise aski aparati.
"« Rafli.

_*» Wooden frame.
' Longitudinal door. (double door)
' ® Lockable door.
_* Cloth hanger .

' ® Shelf.
OLCULER TECHNICAL PARAMETERS
Dig boyutlar <490 x 900 mm External Dimensions - 490 x 900 mm
Yikseklik - 1800 mm Height - 1800 mm

Smca 7991
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Paslanmaz Celik Ekipmanlar =

Stainless Steel Equipment ,
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T™M-J 1128

HASTA YIKAMA SEDYESI (HiDROLIK)
PATIENT BATH STRECTHER (HYDRAULIC)

STANDART DONANIM VE OZELLIKLER STANDARD FEATURES

¢ Paslanmaz celik govde.  Stainless steel frame.

¢ Paslanmaz celik yatak platformu. * Stainless steel mattress platform.
* Yiikseklik ayari.[hidrolik] ¢ Height adjustment. (hydraulic]

* Trendelenburg.(amortisor] e Trendelenburg. [gas piston)

e Paslanmaz celik korkuluklar. e Stainless steel side rails.

e Siinger Uzeri PVC kapli silte. * PVC-covered mattress foam.

» Tekerlekler ikisi kilitli. * Castors two with break.

¢ Su tahliye sifonu. * Water drain siphon.

OLCULER TECHNICAL PARAMETERS

Dig Boyutlar =880 x 2070 mm External Dimensions - 880 x 2070 mm
Yiikseklik ayari -550 - 850 mm Height adjustment - 550 - 850 mm
Trendelenburg +20° Trendelenburg +20°

Yatak alt boslugu :180 mm Under-bed clearance 2180 mm
Tekerler -150 mm Castors diameter :150 mm
Gilvenli calisma yiikil 120kg Safe working load 120 kg
Tagima (yikleme) kapasitesi 240 kg Max.Loading capacity 240 kg

- 2070 mm L

l Since 1991 IE
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TM-J 1147

SEDYE (AMELiYATHANE TRANSFER])
STRETCHER (SURGERY TRANSFER)

STANDART DONANIM VE OZELLIKLER STANDARD FEATURES

* Paslanmaz celik govde.

* Sedye ic parcadan olusur.

¢ Sirt ayari.(manuel)

¢ Paslanmaz celik korkuluklar.

e Siinger Uzeri polyester kapli silte.
* Steril ortam alt araba.

e Dis ortam alt araba.

* Serum askisl.

¢ Merkezi yon kilitli tekerlekler.

OLCULER
Dis boyutlar (komple) =720 % 3900 mm
Dis boyutlar (tek parga) <720 x 1980 mm
Yiikseklik - 900 mm
Yatak platformu - 580 x 1830 mm
Korkuluk yiiksekligi - 250 mm
Tekerlekler - 150 mm
Giivenli galigma yilki 120 kg

| Tasima (yilkleme) kapasitesi 20 kg
0PSIYONEL DONANIMLAR

 X-Ray kaset yeri.
 Emniyet kemeri.
* Malzeme rafi.

« Tiip tagima aparati.
- 1830 mm
i -
720 mm
v -
- 1980 mm
- 3900 mm

* Stainless steel frame.

* Total consists of three parts.

¢ Backrest adjustment. [manuel)

* Stainless steel side rails.

* Polyester mattress foam.

* Sterile environment bottom trolley.

¢ OQutdoor bottom trolley.

¢ |v pole.

* Castors with central brake and direction lock system.

TECHNICAL PARAMETERS

External dimensions (complete] - 720 3900 mm

External dimensions (single) 27201980 mm

Height 2900 mm

Mattress Platform 2 580 x 1830 mm

Height of side rails 2250 mm

Castors diameter 150 mm

Safe working load :120kg
_ Max.Loading capacity : 240 kg
. OPTIONAL FEATURES

* X-Ray cassette holder.

© Safety belt.

e Maretial rack.

© Oxygen cylinder holder.

Y
250 mm

. ; '\

=
200 mm
1
b‘ @150 mm 5 b 255 mm | b 4

Smce 71991

Firmaniz, Uriin Olgii ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz. M
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website. 1 0 1 HOSPITAL EQUIPMENT



TM-J 1161

ILAC VE ACIL ARABASI

MEDICINE AND EMERGENCY TROLLEY

' STANDART DONANIM VE GZELLIKLER

¢ Paslanmaz celik govde.

¢ Paslanmaz celik Ust tabla.

e jtme kolu.

o Seffaf ilac gozii.[ adet]

¢ Serum askisl.

* Paslanmaz celik cekmeceli. (6 adet)
* Tekerlekler ikisi kilitli.

' STANDARD FEATURES

* Stainless steel frame.

* Stainless steel top table.

¢ Push handle. |
* Transparent medicine compartments.(9 piece)
e |V pole.

* Stainless steel drawer. (6 piece]

e Castors two with break.

OLCULER

Genislik 710 mm

Yiikseklik - 1060 mm

Derinlik - 500 mm

Tekerler 125 mm
| TECHNICAL PARAMETERS

Width <710 mm

Height - 1060 mm

Depth - 500 mm

Castors diameter 2126 mm

Firmaniz, Uriin Olgii ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.

' STANDART DONANIM VE GZELLIKLER

| » Paslanmaz celik govde.

¢ ABS ist tabla.

e itme kolu.

e Serum askisI.

* Monitor ve cihaz sehpasi.

* Paslanmaz celik cekmeceli. (5 adet)

 Tiip tasima aparati.
* Mihdr Kilidi.
* Tekerlekler ikisi kilitli.

TM-J 1160

ILAC VE ACIL ARABASI

MEDICINE AND EMERGENCY TROLLEY

'STANDARD FEATURES

* Stainless steel frame.

~* ABS top table.

¢ Push handle.

¢ |V pole.

* Monitor and unit stand.

e Stainless steel drawer. (5 piece)
* Oxygen cylinder holder.

* Seal lock.

* Castors two with break.

OLCULER

Genislik st gavde 710 mm
Yiikseklik : 1000 mm
Derinlik iist govde - 495 mm
Geniglik alt govde 910 mm
Derinlik alt gdvde : 650 mm
Tekerler 2125 mm
OPSIYONEL DONANIMLAR

o Siselik.

© Elektrik prizi.

o (ekmece separatdrd.

© (iip kutusu.

TECHNICAL PARAMETERS

Width upper section 710 mm
Height - 1000 mm
Depth upper section - 495 mm
Width bottom section : 910 mm
Depth bottom section : 650 mm
Castors diameter 2125 mm
OPTIONAL FEATURES

» Bottle holder.

e Electric outlet .

© Drawer seperator.

* Dusthin.

turmwed
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T™-J 1121

' STANDART DONANIM VE OZELLIKLER
* Paslanmaz celik govde.
* Boydan camli kapaklar. (2 adet]
* Kapak kenarlari aliminyum profildir.
e Kilitli kapaklar.
* Paslanmaz celik raf. (3 adet]

' STANDARD FEATURES

| * Stainless steel frame.

* Longitudinal glass doors.{double]
* Door edges are aluminum profile.
e Lockable doors .

* Stainless steel shelves. (3 pieces]

OLCULER TECHNICAL PARAMETERS

Genislik =900 mm Width - 900 mm
Yitkseklik - 1800 mm Height - 1800 mm
Derinlik <400 mm Depth - 400 mm

ILAC DOLABI
MEDICINE CABINET

T™M-J 1120

| » Paslanmaz celik govde.
« Caml kapaklar. (Ust bolum)
e Camli kapak kenarlari aliminyum profildir.
* Cekmeceli. (orta bglim]
» ilac hazilik bankosu.
* Kapakl. (alt bélim)
e Alt dolap rafli.

_ * Stainless steel frame
» Glass doors. (upper section)
* Door edges are aluminum profile.
~® Drawers. [middle section)
* Medicine preparation desk.
» Double doors. (bottom section)
* Stainless steel shelf in the bottom section.

OLCULER ' TECHNICAL PARAMETERS
Geniglik =900 mm Width - 900 mm
Yitkseklik - 1800 mm Height - 1800 mm

Derinlik (st dolap) - 250 mm
Derintik (Alt dolap) - 450 mm

Depth (Upper section) - 250 mm
Depth (Bottom section] ; 450 mm

ANESTEZi DOLABI
ANESTHESIA CABINET

- TM-J 1122

DONENIH ' ILAC DOLABI (AMELIYATHANE]
e MEDICINE CABINET
pakc ke (OPERATING ROOM

* Camll kapak kenarlari aluminyum profildir.
s Cekmeceli. [orta bélim) | — .
~» Kapakli. (alt bolim] | ’

* Alt dolap rafli. ‘

STA FEATURES ]
e Stainless steel frame.
* Glass doors. (upper section)
* Door edges are aluminum profile.
¢ Drawers. [middle section)
~* Double doors. (bottom section]
= Stainless steel shelf in the bottomn section.

OLCULER - TECHNICAL PARAMETERS

Genislik - 900 mm Width - 900 mm
Yitkseklik 1800 mm Height - 1800 mm
Derinlik - 400 mm Depth - 400 mm

I - TM-J 1123
KEP - BONE - MASKE DOLABI
CAP- BONNET - MASK CABINET

~® Paslanmaz celik gdvde.
* Malzeme gézi. [ 6 adet)
* Atik malzeme dolabl.
* One dogru edilebilen alt dolap kapad!.

~* Stainless steel frame.

* Material parts. (6 pieces)
* Waste material storage.
e Tilting bottom cabinet.

OLCULER TECHNICAL PARAMETERS
Genislik - 640 mm Width - 640 mm
Yilkseklik - 1500 mm Height - 1500 mm
Derinlik : 430 mm | Depth : 430 mm

Jmce 1991
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STANDART DONANIM VE OZELLIKLER
* Paslanmaz celik govde.

e Lavabo.

* Fotoselli musluk.

* Su tahliye sifonu.

| GLiLER
Genislik - 1400 mm
Yiikseklik - 950 mm
Derinlik - 600 mm

TM-J 1132

EL YIKAMA EVYESI
HAND WASHING SINK

STANDARD FEATURES
e Stainless steel frame.
e Sink.

| * Photocell tap.

* Water drain siphon.

TECHNICAL PARAMETERS
Width - 1400 mm
Height - 950 mm
Depth : 600 mm

STANDART DONANIM VE ﬁZELLiKLER
¢ Paslanmaz celik govde.

* Lavabo.

¢ Fotoselli musluk.

* Su tahliye sifonu.

OLCULER

Genislik - 600 mm
Yiikseklik - 950 mm
Derinlik <600 mm

TM-J 1133

EL YIKAMA EVYESI
HAND WASHING SINK

STANDARD FEATURES
e Stainless steel frame.

* Sink.

* Photocell tap.

* Water drain siphon.

TECHNICAL PARAMETERS

Width : 600 mm
Height : 950 mm
Depth : 600 mm

Firmamiz, (riin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.
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T™M-J 1106

MAYO MASASI (HIDROLIKLI)
MAYO TABLE (HYDRAULIC)

¢ Paslanmaz celik govde.

e Stainless steel frame.

_* Yiikseklik ayari.(hidrolik]

_* Height adjustment. [hydraulic]

* Tekerlekler ikisi kilitli.

 Castors two with brake.

OLCULER

En - 500 mm

Boy - 650 mm
Yiikseklik ayari - 820 - 1220 mm
Tekerlekler :7hmm

TECHNICAL PARAMETERS

Width < 500 mm
Length : 650 mm

Height adjustment - 820-1220 mm
Castors diameter <75 mm

Firmamiz, Uriin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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¢ Paslanmaz celik govde.

TM-J 1105

MAYO MASASI
MAYO TABLE

" » Stainless steel frame. ‘

 Yiikseklik ayari.(hidrolik]

* Tekerlekler ikisi kilitli.

_* Height adjustment. (hydraulic)

e Castors two with brake.

OLCULER

En - 500 mm

Boy : 650 mm
Yiikseklik ayan - 800 - 1100 mm
Tekerlekler - 50 mm

TECHNICAL PARAMETERS

Width < 500 mm
Length : 650 mm

Height adjustment : 800 - 1700 mm
Castors diameter 50 mm

ﬁﬁ’Wed°
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T™M-J 1162

ALET - PANSUMAN ARABASI
INSTRUMENT - DRESSING TROLLEY

* Paslanmaz celik govde. | » Stainless steel frame.

* Paslanmaz celik raflar. (3 adet) | » Stainless steel shelves. (3 pieces)
o Uc kenar koruma bariyerleri. | » Three sides protection barriers.
* Tekerlekler ikisi kilitli. ' Castors two with brake.

* Tas koyma aparati. | = Bowl holder.

OLCULER TECHNICAL PARAMETERS

fn - 400 mm Width : 400 mm

Boy - 700 mm Length : 700 mm

Yiikseklik - 900 mm Height : 900 mm

Tekerlekler - 50 mm Castors diameter : 50 mm

OPSIYONEL DONANIMLAR OPTIONAL FEATURES

* Paslanmaz celik tas. o Stainless steel bowl.

* Paslanmaz celik gévde.

TM-J 1107

ALET - PANSUMAN ARABASI
INSTRUMENT - DRESSING TROLLEY

¢ Stainless steel frame.

" Paslanmaz celik raflar. [2 adet)

* Stainless steel shelves. (2 pieces]

"o Uc kenar koruma bariyerleri.

* Three sides protection barriers.

* Tekerlekler ikisi kilitli.

e Castors two with brake.

_* Tas koyma aparati.

* Bowl holder.

OLCULER

En - 400 mm
Boy : 700 mm
Yikseklik - 900 mm
Tekerlekler ;50 mm
OPSIYONEL DONANIMLAR

» Paslanmaz celik tas.

TECHNICAL PARAMETERS
Width =400 mm
Length - 700 mm
Height - 900 mm
Castors diameter 50 mm
OPTIONAL FEATURES

« Stainless steel howl.

Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.
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T™M-J 1108

ALET - PANSUMAN ARABASI
INSTRUMENT - DRESSING TROLLEY

* Paslanmaz celik govde. [ * Stainless steel frame.

* Paslanmaz celik raflar. [2 adet] | e Stainless steel shelf. (2 pieces)
» Uc kenar koeruma bariyerleri. . * Three sides protection barriers.
* Tekerlekler ikisi kilitli. | Castors two with brake.

OLCULER TECHNICAL PARAMETERS

En - 500 mm Width : 500 mm
Boy - 750 mm Length : 750 mm
Yiikseklik - 850 mm Height : 850 mm
Tekerlekler <75 mm Castors diameter :75mm

Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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T™™-J 1110

ALET - BOHCA ARABASI
INSTRUMENT - PACKET TROLLEY

» Stainless steel frame.
* Stainless steel shelf. (2 pieces)
 Castors two with brake.

¢ Paslanmaz celik govde.
¢ Paslanmaz celik raflar. (2 adet)
» Tekerlekler ikisi kilitli.

OLcULER TECHNICAL PARAMETERS

En - 500 mm Width - 500 mm
Boy : 750 mm Length : 750 mm
Yiikseklik - 850 mm Height - §50 mm
Tekerlekler - 75mm Castors diameter 75 mm

ﬁ“fl’i*/med
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STA 1 NIM VE 0ZELLIKLER  SERUM ASKISI (PLASTIK AYAKLI) STANDART DONANIM VE OZELLIKLER SERUM ASKISI
* Paslanmaz celik govde. I IV STAND (PLAST'C FOOT] ~* Paslanmaz celik gdvde. | IVSTAND
* Yiikseklik ayari. [manuel) * Yikseklik ayari. [manuel)
o Plastik ayakl. NP o Tekerlekli.
¢ Tekerlekli. * Aski aparati.[ikili]
* Aski aparati.(dartli)
* Stainless steel frame. e Stainless steel frame.
* Height adjustment. [manual] * Height adjustment. [manual)
* Plastic legs. e Castors.
¢ Castors. * Double hanger bracket.
« Quartet hanger bracket.
OLCULER OLCULER
Yiikseklik ayari - 1300 - 2200 mm Yiikseklik ayar - 1300 - 2200 mm
Tekerlekler - 50 mm Tekerlekler - 50 mm
TECHNICAL PARAMETERS TECHNICAL PARAMETERS
Height adjustment - 1300 - 2200 mm Height adjustment - 1300 - 2200 mm
Castors diameter ;50 mm Castors diameter 50 mm
TM-J 1103
A - STANDART DONANIM VE OZELLIKLER CIHAZ SEHPASI
* Paslanmaz celik gévde. « Paslanmaz celik gévde. UNIT TABLE

* Paslanmaz metal basamak. * Paslanmaz celik raflar. (2adet)

» Ug kenar koruma bariyerleri.
» Tekerlekler ikisi KilitLi.

* Stainless steel frame.

¢ Stainless steel step.

OLCULER TECHNICAL PARAMETERS — —

£ 0 Width 400 e Stainless steel frame.

Hgy 54l “m]ﬂ Lelngth 54l m * Stainless steel shelf. [2 pieces]

Yikseklik 400 mm Height 400 mm BASAMAK  * Three sides protection barriers.
STEPS * Castors two with brake.

A— — OLCiiLER

* Paslanmaz celik gévde. Enu; 90 mm
¢ Paslanmaz metal basamaklar. Boy ;440 mm
STANDARD FEATURES Yiikseklik - 850 mm
Tekerlekl .50

* Stainless steel frame. erererer m
* Stainless steel steps. | TECHNICAL PARAMETERS
OLCULER TECHNICAL PARAMETERS \Lfviidthh ; ﬁg mm
En <350 mm Width - 350 mm engt ] mm
Boy - 560 mm Length - 560 mm TM-J 1101 Height : 850 mm
Yikseklik - 200 mm Height - 200 mm

Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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TM-J 1148 & TM-J 1149

CALISMA MASASI
WORK TABLE

e Stainless steel frame.
e Stainless steel table.

* Paslanmaz celik gdvde.
* Paslanmaz celik tabla.

* Rotil ayak. ¢ Ball-joint legs.
OLCULER TECHNICAL PARAMETERS
Genislik - 900 mm Width : 900 mm
Derinlik <600 mm Depth : 600 mm
Yiikseklik - 850 mm Height : 850 mm

OLCULER TECHNICAL PARAMETERS

Genislik - 1400 mm Width - 1400 mm
Derinlik - 600 mm Depth : 600 mm
Yiikseklik - 850 mm Height : 850 mm

Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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* Paslanmaz celik govde.

T™M-J 1141

KURSUN ONLUK ASKISI
LEAD APRON HANGER

® Stainless steel frame. \

~® Tekerlekler ikisi kilitli.

OLCULER

En 1200 mm
Boy < 640 mm

Yiikseklik 21780 mm
Tekerlekler -75mm

¢ Castors two with brake. ‘

TECHNICAL PARAMETERS
Width 1200 mm
Length - 640 mm
Height <1780 mm
Castors diameter <75 mm

ﬁﬁ’Wed°
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TM-J 1142

TERLiK ARABASI
SLIPPERS TROLLEY

e Stainless steel frame.
" Slipper rack [6 pieces]
e Castors two with break.

* Paslanmaz celik gdvde.
* Terlik rafi. [6 adet]
o Tekerlekler ikisi kilitli.

OLCULER TECHNICAL PARAMETERS

En - 1000 mm Width - 1000 mm
Derinlik - 530 mm Depth : 530 mm
Yiikseklik - 1830 mm Height - 1830 mm
Tekerlekler - 75mm Castors diameter 75 mm

Firmamiz, riin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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T™-J 1138

TIBBI ATIK ARABASI
MEDICAL WASTE TROLLEY

| » Paslanmaz celik gévde. e Stainless steel frame.
| » Kapaklar. (2 adet) | * Doors. [double]

e Swi tahliye vanasi. e Liguid drain valve.

i * Tekerlekler ikisi kilitli. _ * Castors two with break.

OLCULER TECHNICAL PARAMETERS

En : 1250 mm Width : 1250 mm
Boy - 600 mm Length : 600 mm
Yiikseklik - 980 mm Height - 980 mm
Tekerlekler 1256 mm Castors diameter :125mm
Ig hacim (Lt Internal volume 340 Lt

ﬁ“ﬂ’?‘)med
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TM-J 1144 - TM-J 1143

KiRLi CAMASIR ARABASI (TEKLI) KiRLi CAMASIR ARABASI (CiFTLI)
DIRTY LAUNDRY TROLLEY (SINGLE) DIRTY LAUNDRY TROLLEY (DOUBLE)
 STANDART DONANIM VE OZELLIKLER '  STANDARD FEATURES ' STANDART DONANIM VE OZELLIKLER STANDARD FEATURES
* Paslanmaz celik govde. | * Stainless steel frame. * Paslanmaz celik gdvde. * Stainless steel frame.
e Cikarilabilir polyester camasir torbasi. * Removable polyester laundry bag. e Cikarilabilir polyester camasir torbasi. * Removable polyester laundry bag.
* Tekerlekler ikisi kilitli. » Castors two with brake. * Tekerlekler ikisi kilitli. * Castors two with brake.
OLCULER TECHNICAL PARAMETERS OLGULER TECHNICAL PARAMETERS
fn - 550 mm Width 550 mm En : 1100 mm Width 21100 mm
Boy - 550 mm Length - 550 mm Boy : 550 mm Length - 550 mm
Yiikseklik <970 mm Height - 970 mm Yilkseklik - 970 mm Height 970 mm
Tekerlekler - 100 mm Castors diameter =100 mm Tekerlekler - 100 mm

Castors diameter 100 mm

l Since 1991 I”
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TM-J 1154

TABURE (HIDROLIKLI)
STOOL (HYDRAULIC)

STANDART DONANIM VE OZELLIKLER
¢ Paslanmaz celik govde.

* Yiikseklik ayari. (hidrolik]

¢ Siinger Uzeri vinleks kapli oturma ylzeyi.
* Tekerlekli.

STANDARD FEATURES

¢ Stainless steel frame.

e Height adjustment. [hydraulic]
¢ \inyl covered foam seat.

¢ Castors.

OLCULER TECHNICAL PARAMETERS
Yikseklik ayari  :570-770mm | Height adjustment : 570-770 mm
Tekerlekler 50 mm Castors diameter  : 50 mm

TM-J 1155
TABURE (HiDROLIKLIi-ARKALIKLI)

STOOL (HYDRAULIC- BACKREST)

STANDART DONANIM VE OZELLIKLER
¢ Paslanmaz celik gdvde.

* Yiikseklik ayari. (hidrolik]

e Slinger Uzeri vinleks kapli ylizey.

e Tekerlekli.

STANDARD FEATURES

* Stainless steel frame.

e Height adjustment. [hydraulic]
* \inyl covered foam surface.

* Castors.

OLCULER TECHNICAL PARAMETERS
Yiikseklik :570-770 mm | Height - 570-770 mm
Tekerlekler 50 mm Castors diameter  : 50 mm

Firmamiz, (riin Olgd ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
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STANDART DONANIM VE GZELLIKLER
¢ Paslanmaz celik gdvde.
* Tek kanatly, birlestirilebilir ozellikte.

e Polyester kumas perde.
* Tekerlekli.

OLCULER

Geniglik - 900 mm
Derinlik (ayak] - 500 mm
Yikseklik - 1800 mm

TM-J 1146

PARAVAN (TEK KANAT)
SCREEN (SINLE WING)

STANDARD FEATURES

e Stainless steel frame.

* Single wing, which can be combined feature
* Polyester fabric curtain.

e Castors.

TECHNICAL PARAMETERS

Width : 900 mm

Depth (foot) - 500 mm

Height : 1800 mm
— ‘j’

®
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Tekerlekli Sandalye
Wheelchair

Hasta Arabasi

Patient Trolley L

ﬁﬁig‘)med
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TM-H 8011

TEKERLEKLI SANDALYE
WHEELCHAIR

STANDART DONANIM VE OZELLIKLER

* Katlanabilir govde.

e Cikarilabilir yan kollar.

* Katlanabilir ve yukari kalkabilen ayak koyma yeri.
* Sirt kismi yatabilir.

« Kilitli arka tekerlekler.

* Siinger lzeri kumas kapli oturma yeri.

* Siinger Uzeri kumas kapli sirt.

* Sunger Uzeri kumas kapli kolcak.

o Metal kisimlar CR-NI kaplidir.

STANDARD FEATURES

* Foldable body.

¢ Detachable side arms.

¢ Legroom can raise up and foldable.
* Reclining backrest.

* Rear wheels with brakes.

¢ Fabric covered foam seat.

¢ Fabric covered foam back rest.

¢ Fabric covared foam armrest.

e Metal parts are CR-NI coated.

& B || & & &
470 mm | | 690 mm | ‘440mm, 350 mm 150mm_ 1230 mm/ 1150 mm, 6 | 600 mm |
TM-H 8010

TEKERLEKLI SANDALYE
WHEELCHAIR

S

430 mm |

STANDART DONANIM VE OZELLIKLER

¢ Katlanabilir govde.

¢ Cikarilabilir yan kollar.

* Katlanabilir ve yukari kalkabilen ayak koyma yeri.
* Kilitli arka tekerlekler.

* Singer Uzeri kumas kapli oturma yeri.

* Stinger uUzeri kumas kapli sirt.

* Siinger lzeri kumas kapli kolcak.

* Metal kisimlar CR-Ni kaplidir.

STANDARD FEATURES

* Foldable body.

¢ Detachable side arms.

* Legroom can raise up and foldable.
* Rear wheels with brakes.

* Fabric covered foam seat.

* Fabric covered foam back rest.

¢ Fabric covared foam armrest.

* Metal parts are CR-NI coated.

& H | (& | & &) &

&
470mm | | 690 mm | 440 mm | | 350 mm | | 150 mm | | 880 mm 1100 mm) | 600 mm | J
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TM-H 8008

TEKERLEKLI SANDALYE
WHEELCHAIR

STANDART DONANIM VE OZELLIKLER
¢ Katlanabilir govde.

¢ Katlanabilir ayak koyma yeri.

¢ Kilitli arka tekerlekler.

* Singer Uzeri kumas kapli oturma yeri.

e Siinger Uzeri kumas kapli sirt.

e Siinger Uzeri kumas kapli kolcak.

* Metal kisimlar CR-Ni kaplidir.

STANDARD FEATURES

¢ Foldable body.

* Foldable legroom.

¢ Rear wheels with brakes.

¢ Fabric covered foam seat.

¢ Fabric covered foam back rest.
¢ Fabric covared foam armrest.

¢ Metal parts are CR-NI coated.

| &8 | & 8
350 mm | | 150 mm | | 880 mm | (1070 mm| | 600 mm | | 430 mm
TM-H 8005

TEKERLEKLI SANDALYE
WHEELCHAIR

STANDART DONANIM VE OZELLIKLER
¢ Katlanabilir govde.

¢ Katlanabilir ayak koyma yeri.

e Kilitli arka tekerlekler.

* Siinger Uzeri kumas kapli oturma yeri.

¢ Siinger Uzeri kumas kapli sirt.

e Siinger Uzeri kumas kapli kolcak.

* Elektrostatik toz boyali govde.(RAL 5002)

STANDARD FEATURES

 Foldable body.

¢ Foldable legroom.

¢ Rear wheels with brakes.

¢ Fabric covered foam seat.

¢ Fabric covered foam back rest.

¢ Fabric covared foam armrest.

* Electrostatic powder coated frame. (RAL 5002]

690 mm | | 440 mm | | 350 mm

Y

600 mm | | 430 mm |

150 mm | | 880 mm | | 1070 mm
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TM-H 8006

TEKERLEKLI SANDALYE
WHEELCHAIR

STANDART DONANIM VE OZELLIKLER
» Katlanabilir govde.

» Katlanabilir ayak koyma yeri.

e Lazimlikli.

= Kilitli arka tekerlekler.

» Stinger tzeri kumas kapli oturma yeri.

* Siinger lzeri kumas kapli sirt.

* Siinger lzeri kumas kapli kolcak.

e Elektrostatik toz boyali gévde.[RAL 5002)

STANDARD FEATURES

» Foldable body.

* Foldable legroom.

* With bedpan.

* Rear wheels with brakes.

* Fabric covered foam seat.

¢ Fabric covered foam back rest.

» Fabric covared foam armrest.
e Electrostatic powder coated frame. (RAL 5002)

@x%ﬁﬂ

_470mm | | 690 mm | | 440 mm |

TM-H 8007

TEKERLEKLI SANDALYE (COCUK)
WHEELCHAIR (PEDIATRIC)

STANDART DONANIM VE OZELLIKLER
* Katlanabilir govde.

* Katlanabilir ayak koyma yeri.

« Kilitli arka tekerlekler.

e Siinger Uzeri kumas kapli oturma yeri.

e Siinger uzeri kumas kapli sirt.

* Singer Uzeri kumas kapli kolcak.

» Metal kisimlar CR-Ni kaplidir.

STANDARD FEATURES

* Foldable body.

* Foldable legroom.

* Rear wheels with brakes.

* Fabric covered foam seat.

* Fabric covered foam back rest.
* Fabric covared foam armrest.

¢ Metal parts are CR-N| coated.

&[RRIl &6 & &
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TM-H 8003

HASTA ARABASI
PATIENT TROLLEY

STANDART DONANIM VE OZELLIKLER
» Katlanabilir govde.

» Katlanabilir ayak koyma yeri.

* Lazimlikl.

» Tekerlekler ikisi kilitli.

» Metal kisimlar CR-Ni kaplidir.

* Singer dzeri vinleks kapli oturma yeri.

* Stinger Uzeri vinleks kapli sirt.

* Siinger Uzeri vinleks kapli kolcak.

STANDARD FEATURES

* Foldable body.

* Foldable legroom.

* With bedpan.

* Wheels two with brakes.

* Metal parts are CR-NI coated.
 Vinyl covered foam seat part.
* Vinyl-covered foam back part.
 Vinyl-covered foam armrest.

H
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‘ 500 mm \ 490 mm ) (430 mm \ 140 mm (950 mm | (980 mm \ 400 mm )
STANDART DONANIM VE OZELLIKLER HASTA ARABASI
* Katlanabilir ayak koyma yeri. PATIENT TROLLEY
* Lazimlikli.

« Tekerlekler ikisi kilitli. = >
® Sunger Uzeri vinleks kapli oturma yeri.

e Siinger lizeri vinleks kapli sirt.

* Siinger (zeri vinleks kapli kolcak. ’

e Elektrostatik toz boyali gévde.[RAL 9010) i
STANDARD FEATURES

* Foldable legroom.

* With bedpan.

* Wheels two with brakes. ¥

* Vinyl covered foam seat part.
* Vinyl-covered foam back part.
* Vinyl-covered foam armrest.

[ 4N

« Electrostatic powder coated frame. [RAL 9010) ,j.a
& B & & &
470 mm |

| 560 mm_

[ 520 mm | 970 mm | | 860 mm | | 430 mm |
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Bekleme Koltugu

Waiting Chair ==

Tabure

Stool o Loy
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* Metal gdvde.

TM-19023

BEKLEME KOLTUGU
WAITING CHAIR

* Metal frame.

 Delikli sac oturma ylizeyi ve sirt.

* Seat and backrestare made of perforated sheet material.

OLCULER
Derinlik

Genislik

Sirt yitksekligi
Oturak yiiksekligi
Tagima kapasitesi

* Elektrostatik toz boyali gévde.[RAL 7035)

- 600 mm
- 1000 mm
- 830 mm
430 mm
- 300 kg

¢ Electrostatic powder coated frame. [RAL 7035)

TECHNICAL PARAMETERS

Depth - 600 mm
Width - 1000 mm
Height of backrest : 830 mm
Height of seat - 430 mm

Max.Loading capacity 300 kg

* Metal gdvde.

TM-1 9022

BEKLEME KOLTUGU
WAITING CHAIR

* Metal frame.

 Delikli sac oturma yiizeyi ve sirt.

* Seatand backrestare made of perforated sheet material.

e Cikarilabilir ayaklar.

* Removable legs.

* Elektrostatik toz boyali gévde.[RAL 2004)

¢ Electrostatic powder coated frame. [RAL 2004)

OLCULER
Derinlik

Genislik

Sirt yilksekligi
Oturak yiksekligi
Tagima kapasitesi

- 600 mm
- 1000 mm
- 950 mm
450 mm

300 kg

TECHNICAL PARAMETERS

Depth - 600 mm
Width - 1000 mm
Height of backrest - 950 mm
Height of seat - 450 mm

Max.Loading capacity - 300 kg

Firmamiz, Uriin Olgi ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company has the right to change the product dimensions and specifications. You can follow up the latest information from our website.
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TM-1 9020

TABURE (AMOTRIiSORLU)
STOOL (DAMPER)

STANDART DONANIM VE OZELLIKLER
* Yiikseklik ayari.[amortisor)

e Plastik ayak.

e Siinger Uzeri vinleks kapli yizey.

* Tekerlerkler.

STANDARD FEATURES

* Height adjustment. [gas piston]
e Plastic leg.

* Vinyl covered foam surface.

¢ Castors.

OLCULER TECHNICAL PARAMETERS

Oturak Capi <400 mm Seat part diameter <400 mm
Yilkseklik ayan - 430 - 570 mm Height adjustment < 430 - 570 mm

Firmamiz, Uriin Olgii ve Ozelliklerini Degistirme Hakkina Sahiptir. Giincel Bilgileri Web Sitemizden Takip Edebilirsiniz.
Our company hes the right to change the product dimensions and specifications. You can follow up the latest information from our website.

TM-1 9013

TABURE (AMOTRIiSORLU)
STOOL (DAMPER)

STANDART DONANIM VE OZELLIKLER
* Yiikseklik ayari.(amortisdr]

 Plastik ayak.

e Siinger uzeri vinleks kapli oturma yiizeyi.
* Tekerlerkler.

STANDARD FEATURES

* Height adjustment. (gas piston]

* Plastic leg.

* Vinyl covered foam seat.

* Castors.

OLCULER TECHNICAL PARAMETERS

Oturak Capi - 400 mm Seat part diameter <400 mm
Yikseklik ayan : 430 - 570 mm Height adjustment - 430 - 570 mm

116

TM-1 9012

TABURE (DiSLIi)
STOOL (GEAR)

s

STANDART DONANIM VE OZELLIKLER
* Yiikseklik ayari.[disli]

* Metal ayak.

e Siinger Uzeri vinleks kapli oturma ylizeyi.
* Tekerlerkler.

e Elektrostatik toz boyali gévde.[RAL 9010)

STANDARD FEATURES

* Height adjustment. [gear)

* Metal leg.

¢ Vinyl covered foam sead.

 Castors.

« Electrostatic powder coated frame. (RAL 9010)

OLCULER TECHNICAL PARAMETERS
Oturak Capi - 340 mm Seat part diameter - 340 mm
Yiikseklik ayan : 430 - 680 mm Height adjustment : 430 - 680 mm

tutme d
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TUR-MED HASTANE MALZEMELERI SANAYi ve TICARET LTD. STi.

FOR INTERNATIONAL CONTACT

Head Office / Merkez Ofis Factory / Fabrika Showroom
@ 722/1 Sk. No: 30-32 Akincilar @ 10035 Sk. No: 1ITOB Org. San. Sit. @ 847 Sk. No: 11/1 Kemeralti

Buca-iZMIiR -TURKIYE Tekeli/Menderes-iZMIR-TURKIYE P
Konak - iZMIR-TURKIYE
© +90 232 254 13 16 902322100700 « 210 0 400
O+ Q- © +90 232 44170 18

254 76 33 - 254 69 22 (pbx) @ +902322100111
© +90 533 959 50 50 @ exp.department@turmedonline.com +90 232 489 74 04

@) info@turmedonline.com export@turmedonline.com ® info@turmedonline.com

UNICERT

IS0 13485:2012

www.turmedonline.com
www.tur-med.com.tr
www.orthoflexi.com.tr
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